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A Brief Introduction 

This Project-Specific WQMP Template for the Santa Ana Region has been prepared to help guide you in 
documenting compliance for your project. Because this document has been designed to specifically 
document compliance, you will need to utilize the WQMP Guidance Document as your “how-to” manual 
to help guide you through this process. Both the Template and Guidance Document go hand-in-hand, and 
will help facilitate a well prepared Project-Specific WQMP. Below is a flowchart for the layout of this 
Template that will provide the steps required to document compliance.  
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OWNER’S CERTIFICATION 
 
This Project-Specific Water Quality Management Plan (WQMP) has been prepared for The Merge Company I, L.L.C. 
by Kimley-Horn and Associates, Inc. for the The Merge project. 

 
This WQMP is intended to comply with the requirements of Riverside County for 754.2 which includes the 
requirement for the preparation and implementation of a Project-Specific WQMP.  

The undersigned, while owning the property/project described in the preceding paragraph, shall be responsible for 
the implementation and funding of this WQMP and will ensure that this WQMP is amended as appropriate to reflect 
up-to-date conditions on the site.  In addition, the property owner accepts responsibility for interim operation and 
maintenance of Stormwater BMPs until such time as this responsibility is formally transferred to a subsequent 
owner. This WQMP will be reviewed with the facility operator, facility supervisors, employees, tenants, maintenance 
and service contractors, or any other party (or parties) having responsibility for implementing portions of this 
WQMP.  At least one copy of this WQMP will be maintained at the project site or project office in perpetuity. The 
undersigned is authorized to certify and to approve implementation of this WQMP.  The undersigned is aware that 
implementation of this WQMP is enforceable under Riverside County Water Quality Ordinance (Municipal Code 
Section754.2). 

"I, the undersigned, certify under penalty of law that the provisions of this WQMP have been reviewed and accepted 
and that the WQMP will be transferred to future successors in interest." 
 
 
    
Owner’s Signature      Date 
  
    
Owner’s Printed Name       Owner’s Title/Position  
 

 
 
PREPARER’S CERTIFICATION 
 
“The selection, sizing and design of stormwater treatment and other stormwater quality and quantity control 
measures in this plan meet the requirements of Regional Water Quality Control Board Order No. R8-2013-0024 and 
any subsequent amendments thereto.” 
 
 
 
    
Preparer’s Signature      Date 
  
    
Preparer’s Printed Name       Preparer’s Title/Position  
 
 
  
Preparer’s Licensure:          
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Section A: Project and Site Information  

PROJECT INFORMATION 

Type of Project: Mixed use (commercial, and industrial) 

Planning Area: A2 

Community Name: HEAVY AGRICULTURE 

Development Name: The Merge 

PROJECT LOCATION 

Latitude & Longitude (DMS): 33.976722, -117.590891 

Project Watershed and Sub-Watershed: Chino Creek Watershed and Lower Cucamonga Creek Sub-Watershed 

Gross Acres: 26.28 AC 
APN(s): 164-010-019-6 

Map Book and Page No.: 683-A5 

PROJECT CHARACTERISTICS 

Proposed or Potential Land Use(s) C-1/C-P/I-P 

Proposed or Potential SIC Code(s) 5411, 5399, 5812, 3999 

Area of Impervious Project Footprint (SF) 981,842 

Total Area of proposed Impervious Surfaces within the Project Footprint (SF)/or Replacement 981,842 

Does the project consist of offsite road improvements?  Y  N 

Does the project propose to construct unpaved roads?  Y  N 

Is the project part of a larger common plan of development (phased project)?  Y  N 

EXISTING SITE CHARACTERISTICS 

Total area of existing Impervious Surfaces within the Project limits Footprint (SF) 0 

Is the project located within any MSHCP Criteria Cell?  Y  N 

If so, identify the Cell number: N/A 

Are there any natural hydrologic features on the project site?  Y  N 

Is a Geotechnical Report attached?  Y  N 

If no Geotech. Report, list the NRCS soils type(s) present on the site (A, B, C and/or D) A and B 

What is the Water Quality Design Storm Depth for the project? 0.9 

A.1 Maps and Site Plans 

When completing your Project-Specific WQMP, include a map of the local vicinity and existing site. In 
addition, include all grading, drainage, landscape/plant palette and other pertinent construction plans in 
Appendix 2. At a minimum, your WQMP Site Plan should include the following: 

 

• Drainage Management Areas 

• Proposed Structural BMPs 

• Drainage Path 

• Drainage Infrastructure, Inlets, Overflows 

• Source Control BMPs 

• Buildings, Roof Lines, Downspouts 

• Impervious Surfaces 

• Standard Labeling 

• BMP Locations (Lat/Long) 

Use your discretion on whether or not you may need to create multiple sheets or can appropriately 
accommodate these features on one or two sheets. Keep in mind that the Co-Permittee plan reviewer 
must be able to easily analyze your project utilizing this template and its associated site plans and maps.  
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Site Description: 

The existing Project site consists of 26.22 acres and is situated on the NEC of Archibald and Limonite. The 
existing site consist of heavy agriculture use and drains from the NEC of the site to the SEC of the site.  

A.2 Identify Receiving Waters 
Using Table A.1 below, list in order of upstream to downstream, the receiving waters that the project site 
is tributary to. Continue to fill each row with the Receiving Water’s 303(d) listed impairments (if any), 
designated beneficial uses, and proximity, if any, to a RARE beneficial use. Include a map of the receiving 
waters in Appendix 1.  

 
Table A.1 Identification of Receiving Waters 

Receiving 
Waters 

EPA Approved 303(d) List Impairments 
Designated  
Beneficial 
Uses 

Proximity to 
RARE  
Beneficial 
Use 

Unidentified 
Water (390) 

Cucamonga Creek Reach 1 (Valley Reach) (Cadmium, coliform Bacteria, copper, 
lead and Zinc). TMDL Name: Middle Santa Ana River watershed bacterial indicators 

TMDL. Pollutant: Pathogens 
N/A N/A 

Santa Ana Reach 
2 

   

    

 

A.3 Additional Permits/Approvals required for the Project: 
Table A.2 Other Applicable Permits 

Agency Permit Required 

State Department of Fish and Game, 1602 Streambed Alteration Agreement  Y  N 

State Water Resources Control Board, Clean Water Act (CWA) Section 401 Water Quality Cert.  Y  N 

US Army Corps of Engineers, CWA Section 404 Permit  Y  N 

US Fish and Wildlife, Endangered Species Act Section 7 Biological Opinion  Y  N 

Statewide Construction General Permit Coverage  Y  N 

Statewide Industrial General Permit Coverage  Y  N 

Western Riverside MSHCP Consistency Approval (e.g., JPR, DBESP)  Y  N 

Other (please list in the space below as required) 

County Encroachment Permit 
 Y  N 

If yes is answered to any of the questions above, the Co-Permittee may require proof of 
approval/coverage from those agencies as applicable including documentation of any associated 
requirements that may affect this Project-Specific WQMP. 
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Section B: Optimize Site Utilization (LID Principles) 

Review of the information collected in Section ‘A’ will aid in identifying the principal constraints on site 
design and selection of LID BMPs as well as opportunities to reduce imperviousness and incorporate LID 
Principles into the site and landscape design.  For example, constraints might include impermeable soils, 
high groundwater, groundwater pollution or contaminated soils, steep slopes, geotechnical instability, 
high-intensity land use, heavy pedestrian or vehicular traffic, utility locations or safety concerns.  
Opportunities might include existing natural areas, low areas, oddly configured or otherwise unbuildable 
parcels, easements and landscape amenities including open space and buffers (which can double as 
locations for bioretention BMPs), and differences in elevation (which can provide hydraulic head).  
Prepare a brief narrative for each of the site optimization strategies described below.  This narrative will 
help you as you proceed with your LID design and explain your design decisions to others.  

The 2010 Santa Ana MS4 Permit further requires that LID Retention BMPs (Infiltration Only or Harvest and 
Use) be used unless it can be shown that those BMPs are infeasible.  Therefore, it is important that your 
narrative identify and justify if there are any constraints that would prevent the use of those categories 
of LID BMPs.  Similarly, you should also note opportunities that exist which will be utilized during project 
design.  Upon completion of identifying Constraints and Opportunities, include these on your WQMP Site 
plan in Appendix 1. 

Consideration of “highest and best use” of the discharge should also be considered. For example, Lake 
Elsinore is evaporating faster than runoff from natural precipitation can recharge it. Requiring infiltration 
of 85% of runoff events for projects tributary to Lake Elsinore would only exacerbate current water quality 
problems associated with Pollutant concentration due to lake water evaporation. In cases where rainfall 
events have low potential to recharge Lake Elsinore (i.e. no hydraulic connection between groundwater 
to Lake Elsinore, or other factors), requiring infiltration of Urban Runoff from projects is 
counterproductive to the overall watershed goals. Project proponents, in these cases, would be allowed 
to discharge Urban Runoff, provided they used equally effective filtration-based BMPs. 
 

Site Optimization 

The following questions are based upon Section 3.2 of the WQMP Guidance Document. Review of the 
WQMP Guidance Document will help you determine how best to optimize your site and subsequently 
identify opportunities and/or constraints, and document compliance. 

Did you identify and preserve existing drainage patterns? If so, how? If not, why? 

The project will preserve the existing drainage patters, and will not divert more than one acre of area to 
each of the downstream discharge points. All flows currently discharge south of Limonite Avenue. The post-
project condition mimics these patterns. The existing site drains towards the southwest and discharges to 
an existing inlet that outlets to the city storm drain. The proposed drainage pattern preserves this drainage 
pattern. 

Did you identify and protect existing vegetation? If so, how? If not, why? 

The existing vegetation is non-native and agricultural in nature.  It is not being preserved since it is 
agricultural and non-native. 

Did you identify and preserve natural infiltration capacity? If so, how? If not, why? 
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The underlying infiltration rates are not sufficient for infiltration based BMPs.  

Did you identify and minimize impervious area? If so, how? If not, why? 

Impervious areas were minimized whenever practical. Additionally, the project site includes open space 
areas that will minimize the impervious surfaces. The existing site does not have any impervious area.  

Did you identify and disperse runoff to adjacent pervious areas? If so, how? If not, why? 

Roof runoff and other impervious surfaces will discharge into adjacent bioretention BMPs that are located 
throughout the project site before ultimately discharging into the streets and city storm drains. 

Section C: Delineate Drainage Management Areas 
(DMAs) 

Utilizing the procedure in Section 3.3 of the WQMP Guidance Document which discusses the methods of 
delineating and mapping your project site into individual DMAs, complete Table C.1 below to 
appropriately categorize the types of classification (e.g., Type A, Type B, etc.) per DMA for your project 
site. Upon completion of this table, this information will then be used to populate and tabulate the 
corresponding tables for their respective DMA classifications. 

Table C.1 DMA Classifications 

DMA Name or ID Surface Type(s)12 Area (Sq. Ft.) DMA Type 

DMA A1 Multiple surface types 88427 D 

DMA A2 Multiple surface types 50965 D 

DMA A3 Multiple surface types 177725 D 

DMA A4 Multiple surface types 40075 D 

DMA A5 Multiple surface types 42253 D 

DMA A6 Multiple surface types 58370 D 

DMA A7 Multiple surface types 53143 D 

DMA A8 Multiple surface types 92347 D 

DMA A9 Multiple surface types 23087 D 

DMA A10 Multiple surface types 37897 D 

DMA A11 Multiple surface types 29621 D 

DMA A12 Multiple surface types 10019 D 

DMA B13 Multiple surface types 135036 D 

DMA B14 Multiple surface types 169013 D 

DMA B15 Multiple surface types 42689 D 

DMA B16 Multiple surface types 33977 D 

DMA B17 Multiple surface types 54886 D 
1Reference Table 2-1 in the WQMP Guidance Document to populate this column 
2If multi-surface provide back-up 
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Table C.2 Type ‘D’, Areas Draining to BMPs 

DMA Name or ID BMP Name or ID 

DMA A1 MWS-L-4-19 

DMA A2 MWS-L-4-15 

DMA A3 MWS-L-8-20 

DMA A4 MWS-L-4-13 

DMA A5 MWS-L-4-8 

DMA A6 MWS-L-4-15 

DMA A7 MWS-L-4-15 

DMA A8 MWS-L-4-17 

DMA A9 MWS-L-4-6 

DMA A10 MWS-L-4-13 

DMA A 11 MWS-L-4-8 

DMA A12 Bioswale 

DMA B13 MWS-L-8-16 

DMA B14 MWS-L-8-20 

DMA B15 MWS-L-4-8 

DMA B16 MWS-L-4-8 

DMA B17 MWS-L-4-8 
Note: More than one drainage management area can drain to a single LID BMP, however, one 
drainage management area may not drain to more than one BMP. 
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Section D: Implement LID BMPs 

D.1 Infiltration Applicability  

Is there an approved downstream ‘Highest and Best Use’ for stormwater runoff (see discussion in Chapter 
2.4.4 of the WQMP Guidance Document for further details)?   Y  N 

If yes has been checked, Infiltration BMPs shall not be used for the site; proceed to section D.3  

If no, continue working through this section to implement your LID BMPs. It is recommended that you 
contact your Co-Permittee to verify whether or not your project discharges to an approved downstream 
‘Highest and Best Use’ feature. 

 

Geotechnical Report 

A Geotechnical Report or Phase I Environmental Site Assessment may be required by the Copermittee to 
confirm present and past site characteristics that may affect the use of Infiltration BMPs. In addition, the 
Co-Permittee, at their discretion, may not require a geotechnical report for small projects as described in 
Chapter 2 of the WQMP Guidance Document. If a geotechnical report has been prepared, include it in 
Appendix 3. In addition, if a Phase I Environmental Site Assessment has been prepared, include it in 
Appendix 4. 

Is this project classified as a small project consistent with the requirements of Chapter 2 of the WQMP 
Guidance Document?  Y  N 

Infiltration Feasibility 

Table D.1 below is meant to provide a simple means of assessing which DMAs on your site support 
Infiltration BMPs and is discussed in the WQMP Guidance Document in Chapter 2.4.5. Check the 
appropriate box for each question and then list affected DMAs as applicable. If additional space is needed, 
add a row below the corresponding answer.  

Table D.1 Infiltration Feasibility 

Does the project site… YES NO 

…have any DMAs with a seasonal high groundwater mark shallower than 10 feet?  X 

          If Yes, list affected DMAs:   

…have any DMAs located within 100 feet of a water supply well?  X 

          If Yes, list affected DMAs:   

…have any areas identified by the geotechnical report as posing a public safety risk where infiltration of stormwater 
could have a negative impact? 

 X 

          If Yes, list affected DMAs:   

…have measured in-situ infiltration rates of less than 1.6 inches / hour? X  

          If Yes, list affected DMAs: All  

…have significant cut and/or fill conditions that would preclude in-situ testing of infiltration rates at the final 
infiltration surface? 

 X 

          If Yes, list affected DMAs:   

…geotechnical report identify other site-specific factors that would preclude effective and safe infiltration? X  

          Describe here: Low infiltration rates.   

If you answered “Yes” to any of the questions above for any DMA, Infiltration BMPs should not be used 
for those DMAs and you should proceed to the assessment for Harvest and Use below. 
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D.2 Harvest and Use Assessment 

Please check what applies: 

      ☒ Reclaimed water will be used for the non-potable water demands for the project. 

☐Downstream water rights may be impacted by Harvest and Use as approved by the Regional 
Board (verify with the Copermittee).  

☐The Design Capture Volume will be addressed using Infiltration Only BMPs. In such a case, 
Harvest and Use BMPs are still encouraged, but it would not be required if the Design Capture 
Volume will be infiltrated or evapotranspired.  

If any of the above boxes have been checked, Harvest and Use BMPs need not be assessed for the site. If 
none of the above criteria applies, follow the steps below to assess the feasibility of irrigation use, toilet 
use and other non-potable uses (e.g., industrial use). 

 

Irrigation Use Feasibility 

Complete the following steps to determine the feasibility of harvesting stormwater runoff for Irrigation 
Use BMPs on your site: 

Step 1: Identify the total area of irrigated landscape on the site, and the type of landscaping used. 

 Total Area of Irrigated Landscape: 2.6 Acres 

 Type of Landscaping (Conservation Design or Active Turf): Conservation Design. 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for irrigation use. Depending on the configuration of 
buildings and other impervious areas on the site, you may consider the site as a whole, or parts 
of the site, to evaluate reasonable scenarios for capturing and storing runoff and directing the 
stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: 24.4 Acres 

Step 3: Cross reference the Design Storm depth for the project site (see Exhibit A of the WQMP 
Guidance Document) with the left column of Table 2-3 in Chapter 2 to determine the minimum 
area of Effective Irrigated Area per Tributary Impervious Area (EIATIA). 

 Enter your EIATIA factor: 2.38 

Step 4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum irrigated area that would be required.  

 Minimum required irrigated area: 58.1 

Step 5: Determine if harvesting stormwater runoff for irrigation use is feasible for the project by 
comparing the total area of irrigated landscape (Step 1) to the minimum required irrigated area 
(Step 4). 

 

Minimum required irrigated area (Step 4) Available Irrigated Landscape (Step 1) 

58.1 2.4 
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Toilet Use Feasibility 

Complete the following steps to determine the feasibility of harvesting stormwater runoff for toilet 
flushing uses on your site: 

Step 1: Identify the projected total number of daily toilet users during the wet season, and account for 
any periodic shut downs or other lapses in occupancy: 

 Projected Number of Daily Toilet Users: Unknown 

 Project Type: Commercial 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for toilet use.  Depending on the configuration of 
buildings and other impervious areas on the site, you may consider the site as a whole, or parts 
of the site, to evaluate reasonable scenarios for capturing and storing runoff and directing the 
stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: 24.4 

Step 3: Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table 2-
2 in Chapter 2 to determine the minimum number or toilet users per tributary impervious acre 
(TUTIA). 

 Enter your TUTIA factor: 184 

Step 4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum number of toilet users that would be required.  

 Minimum number of toilet users: 4,489 

Step 5: Determine if harvesting stormwater runoff for toilet flushing use is feasible for the project by 
comparing the Number of Daily Toilet Users (Step 1) to the minimum required number of toilet 
users (Step 4). 

 

Minimum required Toilet Users (Step 4) Projected number of toilet users (Step 1) 

4,489 TBD 

 

Other Non-Potable Use Feasibility 

Are there other non-potable uses for stormwater runoff on the site (e.g. industrial use)? See Chapter 2 of 
the Guidance for further information.  If yes, describe below. If no, write N/A. 

N/A 

Step 1: Identify the projected average daily non-potable demand, in gallons per day, during the wet 
season and accounting for any periodic shut downs or other lapses in occupancy or operation. 

 Average Daily Demand: N/A 

Step 2: Identify the planned total of all impervious areas on the proposed project from which runoff 
might be feasibly captured and stored for the identified non-potable use. Depending on the 
configuration of buildings and other impervious areas on the site, you may consider the site as 
a whole, or parts of the site, to evaluate reasonable scenarios for capturing and storing runoff 
and directing the stored runoff to the potential use(s) identified in Step 1 above.  

 Total Area of Impervious Surfaces: N/A 
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Step 3: Enter the Design Storm depth for the project site (see Exhibit A) into the left column of Table 2-
4 in Chapter 2  to determine the minimum demand for non-potable uses per tributary 
impervious acre. 

 Enter the factor from Table 2-4: N/A 

Step 4: Multiply the unit value obtained from Step 3 by the total of impervious areas from Step 2 to 
develop the minimum number of gallons per day of non-potable use that would be required.  

 Minimum required use: N/A 

Step 5: Determine if harvesting stormwater runoff for other non-potable use is feasible for the project 
by comparing the projected average daily use (Step 1) to the minimum required non-potable 
use (Step 4). 

 

Minimum required non-potable use (Step 4) Projected average daily use (Step 1) 

Minimum use required (gpd) N/A 

 

If Irrigation, Toilet and Other Use feasibility anticipated demands are less than the applicable minimum 
values, Harvest and Use BMPs are not required and you should proceed to utilize LID Bioretention and 
Biotreatment per Section 3.4.2 of the WQMP Guidance Document. 

 

D.3 Bioretention and Biotreatment Assessment 

Other LID Bioretention and Biotreatment BMPs as described in Chapter 2.4.7 of the WQMP Guidance 
Document are feasible on nearly all development sites with sufficient advance planning. 

Select one of the following: 

☒ LID Bioretention/Biotreatment BMPs will be used for some or all DMAs of the project as noted 
below in Section D.4 (note the requirements of Section 3.4.2 in the WQMP Guidance Document). 

☐ A site-specific analysis demonstrating the technical infeasibility of all LID BMPs has been 
performed and is included in Appendix 5. If you plan to submit an analysis demonstrating the 
technical infeasibility of LID BMPs, request a pre-submittal meeting with the Copermittee to 
discuss this option.  Proceed to Section E to document your alternative compliance measures. 
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D.4 Feasibility Assessment Summaries 

From the Infiltration, Harvest and Use, Bioretention and Biotreatment Sections above, complete Table D.2 
below to summarize which LID BMPs are technically feasible, and which are not, based upon the 
established hierarchy. 

 
Table D.2 LID Prioritization Summary Matrix 

DMA 
Name/ID 

LID BMP Hierarchy No LID 
(Alternative 
Compliance) 1. Infiltration 2. Harvest and use 3. Bioretention 4. Biotreatment 

DMA A1      

DMA A2      

DMA A3      

DMA A4      

DMA A5      

DMA A6      

DMA A7      

DMA A8      

DMA A9      

DMA A10      

DMA A11      

DMA A12      

DMA B13      

DMA B14      

DMA B15      

DMA B16      

DMA B17      

For those DMAs where LID BMPs are not feasible, provide a brief narrative below summarizing why they 
are not feasible, include your technical infeasibility criteria in Appendix 5, and proceed to Section E below 
to document Alternative Compliance measures for those DMAs. Recall that each proposed DMA must 
pass through the LID BMP hierarchy before alternative compliance measures may be considered. 

Biofiltration is used throughout the Site for all DMAs. 

D.5 LID BMP Sizing  

Each LID BMP must be designed to ensure that the Design Capture Volume will be addressed by the 
selected BMPs. First, calculate the Design Capture Volume for each LID BMP using the VBMP worksheet in 
Appendix F of the LID BMP Design Handbook. Second, design the LID BMP to meet the required VBMP using 
a method approved by the Copermittee. Utilize the worksheets found in the LID BMP Design Handbook 
or consult with your Copermittee to assist you in correctly sizing your LID BMPs. Complete Table D.3 below 
to document the Design Capture Volume and the Proposed Volume for each LID BMP. Provide the 
completed design procedure sheets for each LID BMP in Appendix 6. You may add additional rows to the 
table below as needed. 
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Section E: Alternative Compliance (LID Waiver Program) 

LID BMPs are expected to be feasible on virtually all projects. Where LID BMPs have been demonstrated 
to be infeasible as documented in Section D, other Treatment Control BMPs must be used (subject to LID 
waiver approval by the Copermittee). Check one of the following Boxes: 

☒ LID Principles and LID BMPs have been incorporated into the site design to fully address all 
Drainage Management Areas. No alternative compliance measures are required for this project 
and thus this Section is not required to be completed. 

- Or    - 

☐ The following Drainage Management Areas are unable to be addressed using LID BMPs. A site-
specific analysis demonstrating technical infeasibility of LID BMPs has been approved by the Co-
Permittee and included in Appendix 5. Additionally, no downstream regional and/or sub-regional 
LID BMPs exist or are available for use by the project. The following alternative compliance 
measures on the following pages are being implemented to ensure that any pollutant loads 
expected to be discharged by not incorporating LID BMPs, are fully mitigated. 
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E.1 Identify Pollutants of Concern 

Utilizing Table A.1 from Section A above which noted your project’s receiving waters and their associated 
EPA approved 303(d) listed impairments, cross reference this information with that of your selected 
Priority Development Project Category in Table E.1 below. If the identified General Pollutant Categories 
are the same as those listed for your receiving waters, then these will be your Pollutants of Concern and 
the appropriate box or boxes will be checked on the last row.  The purpose of this is to document 
compliance and to help you appropriately plan for mitigating your Pollutants of Concern in lieu of 
implementing LID BMPs. 

 
Table E.1 Potential Pollutants by Land Use Type 

Priority Development  
Project Categories and/or  
Project Features (check those 
that apply) 

General Pollutant Categories 

Bacterial 
Indicators 

Metals Nutrients Pesticides 
Toxic 
Organic 
Compounds 

Sediments 
Trash & 
Debris 

Oil & 
Grease 

 
Detached Residential 
Development  

P N P P N P P P 

 
Attached Residential 
Development  

P N P P N P P P(2) 

 
Commercial/Industrial 
Development 

P(3) P P(1) P(1) P(5) P(1) P P 

 
Automotive Repair 
Shops 

N P N N P(4, 5) N P P 

 
Restaurants  

(>5,000 ft2) 
P N N N N N P P 

 
Hillside Development  

(>5,000 ft2) 
P N P P N P P P 

 
Parking Lots  

(>5,000 ft2) 
P(6) P P(1) P(1) P(4) P(1) P P 

 Retail Gasoline Outlets N P N N P N P P 

Project Priority Pollutant(s) 
of Concern 

        

P = Potential  

N = Not Potential  
(1) A potential Pollutant if non-native landscaping exists or is proposed onsite; otherwise not expected 
(2) A potential Pollutant if the project includes uncovered parking areas; otherwise not expected 
(3) A potential Pollutant is land use involving animal waste 

(4) Specifically petroleum hydrocarbons 
(5) Specifically solvents 
(6) Bacterial indicators are routinely detected in pavement runoff  
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E.2 Stormwater Credits 

Projects that cannot implement LID BMPs but nevertheless implement smart growth principles are 
potentially eligible for Stormwater Credits. Utilize Table 3-8 within the WQMP Guidance Document to 
identify your Project Category and its associated Water Quality Credit. If not applicable, write N/A.  
 

Table E.2 Water Quality Credits 

Qualifying Project Categories Credit Percentage2 

Mixed use development 20% 

  

  
Total Credit Percentage1  
1Cannot Exceed 50% 
2Obtain corresponding data from Table 3-8 in the WQMP Guidance  Document 

 

E.3 Sizing Criteria 

After you appropriately considered Stormwater Credits for your project, utilize Table E.3 below to 
appropriately size them to the DCV, or Design Flow Rate, as applicable. Please reference Chapter 3.5.2 of 
the WQMP Guidance Document for further information. 
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Table E.3 Treatment Control BMP Sizing 

DMA 
Type/I
D 

DMA Area 
(square 
feet) 

Post-
Project 
Surfac
e Type 

Effect
ive 
Imper
vious 
Fracti
on, If 

DMA 
Runoff 
Factor 

DMA Area x 
Runoff 
Factor 

 

Enter BMP Name / Identifier Here 

 
 [A]  [B] [C] [A] x [C]  

D/DMA 
A1 

 88427 

 

 Mixed  0.88  0.70 62093 

Design 
Storm 
Depth (in) 

Minimum 
Design 
Capture 
Volume or 
Design Flow 
Rate (cubic 
feet or cfs) 

 
 
Total Storm 
Water 
Credit % 
Reduction 
 

Proposed 
Volume 
or Flow 
on Plans 
(cubic 
feet or 
cfs) 

D/DMA 
A2 

 50965 

 

 Mixed  0.99  0.88  44781.96 

D/DMA 
A3 

 177725 

 

 Mixed  0.96  0.82  145144.86 

D/DMA 
A4 

 40075 

 

 Mixed  0.99 
 

 0.88  35069.47 

D/DMA 
A5 

 42253 

 

 Mixed  0.87  0.68  28840.87 

D/DMA 
A6 

58370 

 

Mixed 0.94 0.79 46148.15 

D/DMA 
A7 

53143 

 

Mixed 0.96 0.82 43395.68 

D/DMA 
A8 

92347 

 

Mixed 0.75 0.54 50193.55 

D/DMA 
A9 

23087 

 

Mixed 0.96 0.83 19169.71 

D/DMA 
A10 

37897 

 

Mixed 0.89 0.72 27264.44 

D/DMA 
A11 

29621 

 

Mixed 0.92 0.75 22312.49 

D/DMA 
A12 

10019 

 

Mixed 0.32 0.24 2365.25 

D/DMA 
B13 

135036 

 

Mixed 0.96 0.82 111335.72 

D/DMA 
B14 

169013 

 

Mixed 0.91 0.75 126265.86 

D/DMA 
B15 

42689 

 

Mixed 0.89 0.71 30371.04 

D/DMA 
B16 

33977 

 

Mixed 0.82 0.62 21221.23 

 D/DMA 
B17 

 54886 

 

 Mixed  0.57 0.38  21061.63 

 1,139,530   837,034.89 0.2 3.84 3.07 3.52 

[B], [C] is obtained as described in Section 2.3.1 from the WQMP Guidance Document 
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[E] is for Flow-Based Treatment Control BMPs [E] = .2, for Volume-Based Control Treatment BMPs, [E] obtained from Exhibit A in the WQMP 
Guidance Document 

[G] is for Flow-Based Treatment Control BMPs [G] = 43,560, for Volume-Based Control Treatment BMPs, [G] = 12 

[H] is from the Total Credit Percentage as Calculated from Table E.2 above 

[I] as obtained from a design procedure sheet from the BMP manufacturer and should be included in Appendix 6 
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E.4 Treatment Control BMP Selection 

Treatment Control BMPs typically provide proprietary treatment mechanisms to treat potential pollutants 
in runoff, but do not sustain significant biological processes. Treatment Control BMPs must have a removal 
efficiency of a medium or high effectiveness as quantified below: 

• High: equal to or greater than 80% removal efficiency  

• Medium: between 40% and 80% removal efficiency 

Such removal efficiency documentation (e.g., studies, reports, etc.) as further discussed in Chapter 3.5.2 
of the WQMP Guidance Document, must be included in Appendix 6. In addition, ensure that proposed 
Treatment Control BMPs are properly identified on the WQMP Site Plan in Appendix 1. 

 
Table E.4 Treatment Control BMP Selection  

Selected Treatment Control BMP 
Name or ID1 

Priority Pollutant(s) of 
Concern to Mitigate2 

Removal Efficiency 
Percentage3 

Bio Clean Modular Wetland TSS and Hydrocarbons 80% of TSS and 90% 
Hydrocarbons 

   

   

   
1 Treatment Control BMPs must not be constructed within Receiving Waters. In addition, a proposed Treatment Control BMP may be 
listed more than once if they possess more than one qualifying pollutant removal efficiency. 
2 Cross Reference Table E.1 above to populate this column. 
3 As documented in a Co-Permittee Approved Study and provided in Appendix 6. 
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Section F: Hydromodification 

F.1 Hydrologic Conditions of Concern (HCOC) Analysis 

Once you have determined that the LID design is adequate to address water quality requirements, you 
will need to assess if the proposed LID Design may still create a HCOC. Review Chapters 2 and 3 (including 
Figure 3-7) of the WQMP Guidance Document to determine if your project must mitigate for 
Hydromodification impacts. If your project meets one of the following criteria which will be indicated by 
the check boxes below, you do not need to address Hydromodification at this time.  However, if the 
project does not qualify for Exemptions 1, 2 or 3, then additional measures must be added to the design 
to comply with HCOC criteria. This is discussed in further detail below in Section F.2. 

 

HCOC EXEMPTION 1: The Priority Development Project disturbs less than one acre. The Copermittee 
has the discretion to require a Project-Specific WQMP to address HCOCs on projects less than one 
acre on a case by case basis. The disturbed area calculation should include all disturbances associated 
with larger common plans of development. 

 

Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, HCOC criteria do not apply. 

 

HCOC EXEMPTION 2: The volume and time of concentration1 of storm water runoff for the post-
development condition is not significantly different from the pre-development condition for a 2-year 
return frequency storm (a difference of 5% or less is considered insignificant) using one of the 
following methods to calculate: 

• Riverside County Hydrology Manual 

• Technical Release 55 (TR-55): Urban Hydrology for Small Watersheds (NRCS 1986), or 
derivatives thereof, such as the Santa Barbara Urban Hydrograph Method 

• Other methods acceptable to the Co-Permittee 
 

Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, report results in Table F.1 below and provide your substantiated hydrologic analysis in 
Appendix 7. 

Table F.1 Hydrologic Conditions of Concern Summary 

 2 year – 24 hour 

Pre-condition Post-condition % Difference 

Time of 
Concentration 

INSERT VALUE INSERT VALUE INSERT VALUE 

Volume (Cubic Feet) INSERT VALUE INSERT VALUE INSERT VALUE 

1 Time of concentration is defined as the time after the beginning of the rainfall when all portions of the drainage basin 
are contributing to flow at the outlet. 
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HCOC EXEMPTION 3: All downstream conveyance channels to an adequate sump (for example, 
Prado Dam, Lake Elsinore, Canyon Lake, Santa Ana River, or other lake, reservoir or naturally 
erosion resistant feature) that will receive runoff from the project are engineered and regularly 
maintained to ensure design flow capacity; no sensitive stream habitat areas will be adversely 
affected; or are not identified on the Co-Permittees Hydromodification Susceptibility Maps. 

 

Does the project qualify for this HCOC Exemption?   Y  N 

If Yes, HCOC criteria do not apply and note below which adequate sump applies to this HCOC 
qualifier: 

Cucamonga Creek lower reaches and Prado Dam. 

 

F.2 HCOC Mitigation 

If none of the above HCOC Exemption Criteria are applicable, HCOC criteria is considered mitigated if they 
meet one of the following conditions: 

a. Additional LID BMPS are implemented onsite or offsite to mitigate potential erosion or habitat 
impacts as a result of HCOCs. This can be conducted by an evaluation of site-specific conditions 
utilizing accepted professional methodologies published by entities such as the California 
Stormwater Quality Association (CASQA), the Southern California Coastal Water Research Project 
(SCCRWP), or other Co-Permittee approved methodologies for site-specific HCOC analysis. 
   

b. The project is developed consistent with an approved Watershed Action Plan that addresses 
HCOC in Receiving Waters. 
 

c. Mimicking the pre-development hydrograph with the post-development hydrograph, for a 2-year 
return frequency storm. Generally, the hydrologic conditions of concern are not significant, if the 
post-development hydrograph is no more than 10% greater than pre-development hydrograph. 
In cases where excess volume cannot be infiltrated or captured and reused, discharge from the 
site must be limited to a flow rate no greater than 110% of the pre-development 2-year peak flow.  

Be sure to include all pertinent documentation used in your analysis of the items a, b or c in Appendix 7. 
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Section G: Source Control BMPs 

Source control BMPs include permanent, structural features that may be required in your project plans — 
such as roofs over and berms around trash and recycling areas — and Operational BMPs, such as regular 
sweeping and “housekeeping”, that must be implemented by the site’s occupant or user. The MEP 
standard typically requires both types of BMPs.  In general, Operational BMPs cannot be substituted for a 
feasible and effective permanent BMP. Using the Pollutant Sources/Source Control Checklist in Appendix 
8, review the following procedure to specify Source Control BMPs for your site: 

1. Identify Pollutant Sources: Review Column 1 in the Pollutant Sources/Source Control Checklist. Check 
off the potential sources of Pollutants that apply to your site. 

2. Note Locations on Project-Specific WQMP Exhibit: Note the corresponding requirements listed in 
Column 2 of the Pollutant Sources/Source Control Checklist. Show the location of each Pollutant 
source and each permanent Source Control BMP in your Project-Specific WQMP Exhibit located in 
Appendix 1. 

3. Prepare a Table and Narrative: Check off the corresponding requirements listed in Column 3 in the 
Pollutant Sources/Source Control Checklist. In the left column of Table G.1 below, list each potential 
source of runoff Pollutants on your site (from those that you checked in the Pollutant Sources/Source 
Control Checklist). In the middle column, list the corresponding permanent, Structural Source Control 
BMPs (from Columns 2 and 3 of the Pollutant Sources/Source Control Checklist) used to prevent 
Pollutants from entering runoff. Add additional narrative in this column that explains any special 
features, materials or methods of construction that will be used to implement these permanent, 
Structural Source Control BMPs.  

4. Identify Operational Source Control BMPs: To complete your table, refer once again to the Pollutant 
Sources/Source Control Checklist. List in the right column of your table the Operational BMPs that 
should be implemented as long as the anticipated activities continue at the site. Copermittee 
stormwater ordinances require that applicable Source Control BMPs be implemented; the same BMPs 
may also be required as a condition of a use permit or other revocable Discretionary Approval for use 
of the site. 

Table G.1 Permanent and Operational Source Control Measures 

Potential Sources of Runoff 
pollutants 

Permanent Structural Source 
Control BMPs 

Operational Source Control BMPs 

On-Site Storm Drain Inlets Mark all inlets with the words 
“Only Rain Down the Storm 
Drain” or similar. Catch Basin 
Markers may be available from 
the Riverside County Flood 
Controland Water Conservation 
District, call 951.955.1200 to 
verify. 

Maintain and periodically repaint 
or replace inlet markings. 

Food service Food wash down areas will be 
located indoors and drain to the 
sewer. 

See the brochure, “The Food 
Service Industry Best 
Management Practices for: 
Restaurants, Grocery Stores, 
Delicatessens and Bakeries” at 
http://rcflood.org/stormwater/ 
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Fuel Dispensing 
Areas 

 The property owner shall dry 
sweep 
the fueling area routinely. 
See the Fact Sheet SD-30 , 
“Fueling 
Areas” in the CASQA Stormwater 
Quality Handbooks at 

Loading Docks  Move loaded and unloaded items 
indoors as soon as possible. 
 
See Fact Sheet SC-30, “Outdoor 
Loading and Unloading,” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

Plazas, sidewalks, 
and parking lots. 

 Sweep plazas, sidewalks, and 
parking lots regularly to prevent 
accumulation of litter and debris.  
 
Collect debris from pressure 
washing to prevent entry into the 
storm drain system. Collect 
washwater containing any 
cleaning agent or degreaser and 
discharge to the sanitary sewer 
not to a storm drain. 
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Section H: Construction Plan Checklist 

Populate Table H.1 below to assist the plan checker in an expeditious review of your project. The first two 
columns will contain information that was prepared in previous steps, while the last column will be 
populated with the corresponding plan sheets. This table is to be completed with the submittal of your 
final Project-Specific WQMP. 

Table H.1 Construction Plan Cross-reference 

BMP No. or 
ID 

BMP Identifier and 
Description 

Corresponding Plan Sheet(s) BMP Location (Lat/Long) 

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

    

 

Note that the updated table — or Construction Plan WQMP Checklist — is only a reference tool to facilitate 
an easy comparison of the construction plans to your Project-Specific WQMP. Co-Permittee staff can 
advise you regarding the process required to propose changes to the approved Project-Specific WQMP. 
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Section I: Operation, Maintenance and Funding 

The Copermittee will periodically verify that Stormwater BMPs on your site are maintained and continue 
to operate as designed. To make this possible, your Copermittee will require that you include in Appendix 
9 of this Project-Specific WQMP: 

1. A means to finance and implement facility maintenance in perpetuity, including replacement 
cost.  

2. Acceptance of responsibility for maintenance from the time the BMPs are constructed until 
responsibility for operation and maintenance is legally transferred. A warranty covering a period 
following construction may also be required. 

3. An outline of general maintenance requirements for the Stormwater BMPs you have selected. 

4. Figures delineating and designating pervious and impervious areas, location, and type of 
Stormwater BMP, and tables of pervious and impervious areas served by each facility. Geo-
locating the BMPs using a coordinate system of latitude and longitude is recommended to help 
facilitate a future statewide database system. 

5. A separate list and location of self-retaining areas or areas addressed by LID Principles that do 
not require specialized O&M or inspections but will require typical landscape maintenance as 
noted in Chapter 5, pages 85-86, in the WQMP Guidance. Include a brief description of typical 
landscape maintenance for these areas. 

Your local Co-Permittee will also require that you prepare and submit a detailed Stormwater BMP 
Operation and Maintenance Plan that sets forth a maintenance schedule for each of the Stormwater BMPs 
built on your site. An agreement assigning responsibility for maintenance and providing for inspections 
and certification may also be required. 

Details of these requirements and instructions for preparing a Stormwater BMP Operation and 
Maintenance Plan are in Chapter 5 of the WQMP Guidance Document. 

 

Maintenance Mechanism: Common area maintenance fees. 

Will the proposed BMPs be maintained by a Home Owners’ Association (HOA) or Property Owners 
Association (POA)? 

 Y  N 
 

Include your Operation and Maintenance Plan and Maintenance Mechanism in Appendix 9. Additionally, 
include all pertinent forms of educational materials for those personnel that will be maintaining the 
proposed BMPs within this Project-Specific WQMP in Appendix 10. 
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Appendix 1:  Maps and Site Plans 
Location Map, WQMP Site Plan and Receiving Waters Map 
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Appendix 2:  Construction Plans 

Grading and Drainage Plans 
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Appendix 3:  Soils Information 

Geotechnical Study and Other Infiltration Testing Data 
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PRELIMINARY GEOTECHNICAL INVESTIGATION  
AND PERCOLATION TESTING 

1. PURPOSE AND SCOPE 

This report presents the results of our preliminary geotechnical investigation and percolation testing for 

the proposed retail development and industrial business park located at the northeast corner of 

Limonite Avenue and Archibald Avenue in Eastvale, California (see Vicinity Map, Figure 1).  

The purpose of the investigation was to evaluate subsurface soil and geologic conditions at the site and, 

based on the conditions encountered, provide recommendations pertaining to the geotechnical aspects 

of developing the property as presently proposed.  

 

The scope of our investigation included a review of stereoscopic historic aerial photographs, subsurface 

exploration, percolation testing, laboratory testing, engineering analyses, and the preparation of this 

report. A summary of the information reviewed for this study is presented in the List of References.  

 

Our field investigation included the drilling of 12 small-diameter geotechnical borings and six 

percolation test borings. Our initial proposed scope included one day of small-diameter borings and 

one day of cone penetrometer borings (CPT)s. However, soft soils at the site would not support the 

weight of a truck mounted drill rig or CPT rig. The field exploration was therefore conducted with a 

limited access drill rig with rubber tracks. Appendix A presents a discussion of the field investigation, 

logs of the borings, and percolation test data. The approximate locations of the exploratory borings are 

presented on the Geologic Map (Figure 2). We performed laboratory tests on soil samples obtained 

from the exploratory borings to evaluate pertinent physical and chemical properties for engineering 

analysis. The results of the laboratory testing are presented in Appendix B. 

 

2. SITE AND PROJECT DESCRIPTION 

The site is currently being utilized as agricultural land. An irrigation pump is located in the center of the 

site and irrigation piping was laid on the ground surface across the site at the time of our field work. 

Based on our review of aerial photographs, the site has been utilized for agriculture since at least 1938 

(Continental; NETR, 2018). The adjacent properties have also been in agricultural use since the 1930s, 

with occasional small residential or farm out-buildings observed in localized areas. 

 

The site consists of a single parcel, Riverside County Assessor’s Parcel Number (APN) 164-010-019-6, 

totaling 26.07 acres. The site, located at latitude 33.9766 and longitude -117.5910, is relatively flat with 

elevations ranging from approximately 646 to 656 feet above mean sea level (MSL), sloping slightly to 

the southwest. The property is bounded on the west by Archibald Avenue and on the south by Limonite 

Avenue. The property to the east is currently under development with ongoing grading. A storm water 

channel is immediately north of the site with single family housing beyond.  
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Grading plans were not available for our review at this time. The Preliminary Site Plan – Option 9 by 

Architects Orange dated January 10, 2018 was utilized as the base for our Geologic Map, Figure 2.  

The plan indicates nine retail shop pads will be graded in the southern portion of the property, with 

four industrial buildings in the northern and eastern portions of the site. Both retail and industrial 

developments will include associated utility, parking, driveway and flat work improvements. Storm 

water infiltration structures currently under consideration are bioswales near the ground surface or 

underground storm water chambers to be placed with a bottom depth of approximately 8 feet below the 

proposed finished surface.  

 

Based on the site and surrounding grades, we anticipate that rough grading will result in cuts and fills 

of less than 5 feet. Consequently, graded slopes will be less than 10 feet high. Structural plans were not 

provided for the buildings; however, we have assumed that the retail center will consist of one-story, 

lightly loaded structures of wood-framing, reinforced concrete, or CMU block walls. We expect that 

the industrial business park will consist of one- or two-story buildings using concrete tilt-up 

construction. The buildings will likely be supported by shallow foundations with concrete slab-on-

grade floors. 

 

Due to the preliminary nature of the design at this time, wall and column loads were not available.  

We expect that column loads for the proposed structures will be up to 100 kips, and wall loads will be 

up to 10 kips per linear foot. Once the design phase and foundation loading configuration proceeds to 

a more finalized plan, the recommendations within this report should be reviewed and revised, if 

necessary. 

 

If project details differ significantly from those described, Geocon should be contacted for review and 

possible revision to this report. 

 

3. GEOLOGIC SETTING 

The site is located within an alluvial fan and flood plain within the southern part of the Chino Basin, that 

is part of the Corona-Chino Valley crustal block, a major structural low. This crustal block is bounded 

on the west by the Chino fault and the Chino and San Jose Hills, on the north by the Cucamonga fault 

zone and the San Gabriel Mountains, on the east by the Rialto-Colton fault, and on the south by the  

La Sierra and Pedley Hills. This structural low was filled with late Tertiary to early Quaternary  

non-marine sedimentary deposits derived from the San Gabriel Mountains, the Chino Hills,  

Puente Hills, and the San Bernardino Mountains, and capped by a relatively thin layer of windblown 

sand. At depth, the basin consists of impermeable sedimentary and igneous rocks that are exposed at 

the surface in the surrounding mountains and hills. 
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Locally, the site is underlain by several hundred feet of alluvial deposits which include distal alluvial 

fan deposits generated from the San Gabriel Mountains to the north interlayered with fluvial deposits 

from the meandering Santa Ana River to the south, resulting in interlayered fine- and coarse-grained 

deposits of clays, silts, and sands. No faults are geologically mapped within or adjacent to the site. 

4. GEOLOGIC MATERIALS 

4.1 General 

Based on our field investigation and published geologic maps of the area, the soils underlying the site 

consist of young alluvial fan deposits (Morton and Gray, 2002). Undocumented artificial fill is 

expected to be at the site from the past agricultural use but was not encountered in our borings. The site 

soils are described in detail on the boring logs in Appendix A. The soil and geologic units encountered 

at the site are discussed below. 

 

4.2 Young Alluvial Fan Deposits (Qal) 

Holocene and late Pleistocene alluvial fan deposits were encountered across the site to depths of  

51.5 feet. The alluvial deposits encountered at the site consist of clays, silts, and fine to medium silty 

sands, with occasional layers of poorly-graded sands and trace gravel. The soils are light brown to 

reddish brown, moist to wet, and loose to very dense or soft to hard. 

 

5. GROUNDWATER 

Groundwater was not encountered in the borings drilled during our investigation; however, perched 

water was encountered at depths of 29 feet below the ground surface (BGS) in boring B-7 and 24 feet 

BGS in boring B-12. The perched water appears to have collected above fine-grained layers, and it is 

likely due to agricultural irrigation at the site. Based on data from the California Department of Water 

Resources, groundwater was reported at depths of greater than 128 feet BGS at a well approximately 

0.8 mi east-northeast of the site between 2011 and 2017. It is not uncommon for seepage conditions to 

develop where none previously existed due to the permeability characteristics of the geologic units 

encountered. During the rainy season, localized perched water conditions may develop above silt and clay 

layers that may require special consideration during grading operations. Groundwater elevations are 

dependent on seasonal precipitation, irrigation, and land use, among other factors, and therefore vary. 
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6. GEOLOGIC HAZARDS 

6.1 Surface Fault Rupture 

The numerous faults in southern California include active, potentially active, and inactive faults.  

The criteria for these major groups are based on criteria developed by the California Geological 

Survey (CGS, formerly known as CDMG) for the Alquist-Priolo Earthquake Fault Zone Program 

(Bryant and Hart, 2007). By definition, an active fault is one that has had surface displacement 

within Holocene time (about the last 11,000 years). A potentially active fault has demonstrated 

surface displacement during Quaternary time (approximately the last 1.6 million years), but has had 

no known Holocene movement. Faults that have not moved in the last 1.6 million years are 

considered inactive. 

 

The site is not within a currently established State of California Alquist-Priolo Earthquake Fault 

Zone (CDC, 2018a) or a Riverside County hazard zone for surface fault rupture hazards. No active or 

potentially active faults with the potential for surface fault rupture are known to pass directly beneath 

the site. Therefore, the potential for surface rupture due to faulting occurring beneath the site during 

the design life of the proposed development is considered low. However, the site is located in the 

seismically active southern California region, and could be subjected to moderate to strong ground 

shaking in the event of an earthquake on one of the many active southern California faults.  

 

The closest active faults to the site are the Chino-Central Avenue fault, located approximately 5.4 miles 

to the southwest, and the Elsinore Glen Ivy fault, located 8.8 miles south of the site (CDC, 2018b). 

Faults within a 50-mile radius of the site are listed in Table 6.1.1. Historic earthquakes in southern 

California of magnitude 6.0 and greater, their magnitude, distance, and direction from the site are listed 

in Table 6.1.2. 
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TABLE 6.1.1 
Active Faults within 50 Miles of the Site 

Fault Name 

Maximum 

Magnitude 

(Mw) 

Geometry 

(Slip 

Character) 

Slip 

Rate 

(mm/yr) 

Information 

Source 

Distance 

from 

Site (mi) 

Direction 

from Site 

Chino Fault 6.7 RL-R-O 1.0 a 4.3 WSW 

Elsinore Fault (Glen Ivy North) 6.8 RL-SS 5.0 a 8.8 S 

Whittier Fault 6.8 RL-R-O 2.5 a 9.1 SW 

Red Hill (Etiwanda Ave) n/a n/a n/a b 12 NNE 

Cucamonga Fault  6.9 R 5.0 a 13 N 

San Jacinto Fault  

(San Bernardino) 
6.8 RL-SS 5.0 a 17 NE 

San Andreas  

(San Bernardino Mountains) 
7.5 RL-SS 24 a 21 NE 

San Jacinto (San Jacinto Valley) 6.9 RL-SS 12 a 24 E 

Raymond 6.5 LL-R-O 1.5 a 27 NW 

San Jacinto (Casa Loma) 6.9 RL-SS 12 a 28 ESE 

Elsinore (Wildomar) 6.8 RL-SS 5.0 a 28 SE 

Crafton Hills n/a n/a n/a b 28 ENE 

Newport-Inglewood 7.1 RL-SS 1.0 a 31 SW 

Beaumont Plain n/a n/a n/a b 34 E 

North Frontal Thrust 7.2 R 1.0 a 35 NE 

San Andreas (Mojave Section) 7.4 RL-SS 30.0 a 36 NNW 

Verdugo 6.9 R 0.5 a 38 WNW 

Llano 6.1 RO 1.0 a 38 NNW 

San Gorgonio Pass n/a THRUST n/a b 39 E 

Palos Verdes 7.3 RS-SS 3.0 a 39 SW 

Hollywood 6.4 LL-R-O 1.0 a 40 WNW 

Sierra Madre 7.2 R 2.0 a 42 NW 

Coronado Bank 7.6 RL-SS 3.0 a 42 SW 

San Jacinto (Anza) 7.2 RL-SS 12 a 44 SE 

Sierra Madre  

(San Fernando Section) 
6.7 R 2.0 a 45 NW 

Redondo Canyon n/a n/a n/a b 48 WSW 

Helendale 7.3 RL-SS 0.6 a 48 NE 

Santa Monica 6.6 LL-R-O 1.0 a 48 W 

Geometry: BT = blind thrust, LL = left lateral, N = normal, O = oblique, R = reverse, RL = right lateral, SS = strike slip. 

Information Sources: a = Cao, T., Bryant, W.A., Rowshandel, B., Branum, D., and Wills, C.J., 2003, The Revised 2002 California Probabilistic 
Seismic Hazard Maps, including Appendices A, B, and C, dated June; b = online Fault Activity Map of California website, 
maps.conservation.ca.gov/cgs/fam/, as of 1/2017. 

n/a = data not available 
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TABLE 6.1.2 
Historic Earthquake Events with Respect to the Site 

Earthquake 
Date of Earthquake Magnitude 

Distance to 

Epicenter 

(Miles) 

Direction 

to 

Epicenter (Oldest to Youngest) 

San Jacinto April 21, 1918 6.8 37 ESE 

Loma Linda Area July 22, 1923 6.3 20 E 

Long Beach March 10, 1933 6.4 33 SW 

Buck Ridge March 25, 1937 6.0 86 ESE 

Imperial Valley May 18, 1940 6.9 74 E 

Desert Hot Springs December 4, 1948 6.0 69 E 

Arroyo Salada March 19, 1954 6.4 101 ESE 

Borrego Mountain April 8, 1968 6.5 107 ESE 

San Fernando February 9, 1971 6.6 59 WNW 

Joshua Tree April 22, 1992 6.1 80 E 

Landers June 28, 1992 7.3 74 ENE 

Big Bear June 28, 1992 6.4 50 ENE 

Northridge January 17, 1994 6.7 62 WNW 

Hector Mine October 16, 1999 7.1 93 ENE 

 

6.2 Liquefaction 

Liquefaction is a phenomenon in which loose, saturated, relatively cohesionless soil deposits lose shear 

strength during strong ground motions. Primary factors controlling liquefaction include intensity and 

duration of ground motion, gradation characteristics of the subsurface soils, in-situ stress conditions, 

and the depth to groundwater. Liquefaction is typified by a loss of shear strength in the liquefied layers 

due to rapid increases in pore water pressure generated by earthquake accelerations. Seismically 

induced settlement may occur whether the potential for liquefaction exists or not. 

 

Liquefaction typically occurs in areas where the soils below the water table are composed of poorly 

consolidated, fine to medium-grained, primarily sandy soil. In addition to the requisite soil conditions, 

the ground acceleration and duration of the earthquake must also be of a sufficient level to induce 

liquefaction.  

 

The site is within an area mapped as having very high liquefaction potential per Riverside County 

(RCIT, 2018).  

 

As discussed in the Groundwater Section of this report, groundwater is anticipated in excess of 100 feet 

below the ground surface. Based on the absence of groundwater, the relatively cohesive nature of the fine 

grained alluvial deposits, and the medium dense to dense granular alluvium, the potential for liquefaction 

at the site is negligible and not a design consideration. 
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6.3 Expansive Soil 

The soils encountered within the site consist of clays, silts, and sands. Laboratory testing results 

indicate samples of the near surface soils exhibit “low” expansion potential (expansion index [EI] of  

21 to 50) with expansion index test results of 31, 38, and 39.  

 

6.4 Hydrocompression 

Hydrocompression is the tendency of unsaturated soil structure to collapse upon wetting resulting in 

the overall settlement of the affected soil and overlying foundations or improvements supported 

thereon. Potentially compressible soils underlying the site are typically removed and recompacted 

during remedial site grading. However, if compressible soil is left in-place, a potential for settlement 

due to hydrocompression of the soil exists.  

 

Alluvial soils obtained during our investigation were tested for hydrocompression and exhibited a 

collapse potential of 0.0 to 0.2 percent when loaded to the anticipated post-grading pressures. The test 

results indicate that the alluvial soils are classified as having a “slight” (0.1 to 2.0 percent) degree of 

specimen collapse in accordance with ASTM D5333. 

 

6.5 Landslides 

The site is not located near a hillside. The nearest significant slope is approximately 4.75 miles 

southwest of the site. Therefore, landslides are not a design consideration.  

 

6.6 Rock Fall Hazards 

Rock falls are not a design consideration due to the lack of natural bedrock slopes above or adjacent to 

the site. 

 

6.7 Slope Stability 

Graded slopes up to 10 feet in height and inclined as steep as 2:1 (horizontal:vertical) are anticipated at 

the site, In general, graded fill slopes constructed of on-site soils with gradients of 2:1 (horizontal to 

vertical) or flatter will possess factors of safety of 1.5 or greater. Geocon should be contacted for 

additional evaluation is steeper slopes or slopes greater than 5 feet in height are planned for the 

development. 

 

6.8 Tsunamis and Seiches 

A tsunami is a series of long period waves generated in the ocean by a sudden displacement of large 

volumes of water. Causes of tsunamis include underwater earthquakes, volcanic eruptions, or offshore 

slope failures. The first order driving force for locally generated tsunamis offshore southern California 
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is expected to be tectonic deformation from large earthquakes (Legg, et al., 2003). The site is located 

approximately 31 miles from the nearest coastline; therefore, the negligible risk associated with 

tsunamis is not a design consideration. 

 

A seiche is a run-up of water within a lake or embayment triggered by fault- or landslide-induced 

ground displacement. The site is not located near or below reservoirs or other standing bodies of water. 

Therefore, seiche hazard is not a design consideration. 

 

7. SITE INFILTRATION 

Percolation testing was performed in accordance with the procedures in Riverside County Flood 

Control and Water Conservation District LID BMP, Appendix A (the Handbook) at locations and 

depths selected by the design team. The percolation test locations are depicted on the Geologic Map 

(see Figure 2). 

 

Approximately 2 inches of gravel was placed at the bottom of each percolation test hole and a 3-inch 

diameter perforated PVC pipe in silt filter sock was placed atop the gravel. The test locations were  

pre-saturated prior to testing. Percolation testing was begun within 24 hours after the holes were 

presaturated. Percolation data sheets are presented in Appendix A of this report. Calculations to convert 

the percolation test rate to infiltration test rates are presented in Table 7.0 below. The Handbook 

requires a factor of safety of 3 be applied to the values below based on the test method used. 

 

TABLE 7.1 
INFILTRATION TEST RATES FOR PERCOLATION AREAS 

Parameter P-1 P-2 P-3 P-4 P-5 P-6 

Depth (inches) 86.6 89.3 91.9 88.1 90.5 85.7 

Test Type Normal Normal Normal Normal Normal Normal 

Change in head over time: ∆H (inches) 2.5 0.2 0.2 0.2 0.2 0.1 

Average head: Havg (in) 18.7 20.0 19.9 42.2 20.4 19.9 

Time Interval (minutes): ∆t (minutes) 30 30 30 30 30 30 

Radius of test hole: r  

(inches) 
4 4 4 4 4 4 

Tested Infiltration Rate: It (inches/hour) 0.5 0.04 0.04 0.02 0.04 0.02 
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8. CONCLUSIONS AND RECOMMENDATIONS 

8.1 General 

8.1.1 Soil or geologic conditions were not encountered during the investigation that would 

preclude the proposed development of the project provided the recommendations presented 

herein are followed and implemented during design and construction.  

 

8.1.2 Potential geologic hazards at the site include seismic shaking, and potentially expansive 

soils. Based on our investigation and available geologic information, active, potentially 

active, or inactive faults are not present underlying or trending toward the site. 

 

8.1.3 The upper portion of the alluvial soil and undocumented artificial fill (if encountered) are not 

considered suitable for the support of additional compacted fill or settlement-sensitive 

improvements. Remedial grading of the surficial soil will be required as discussed herein. 

The existing site soils are suitable for re-use as engineered fill provided the recommendations in 

the Grading section of this report are followed. 

 

8.1.4 Perched water was encountered in two of the borings at depths of approximately 24 and  

29 feet during our subsurface investigation. It is likely that this condition is a result of water 

from irrigation collecting on silt and clay layers. However, based on the variability of the soil 

types encountered, it is possible that perched water will be encountered at shallower depths 

and after agricultural irrigation has ceased, in particular during the rainy seasons.  

 

8.1.5 Given the loose or soft consistency of the site soils and high moisture contents, relatively 

soft soils should be anticipated in the site excavation walls and bottoms, and subgrade 

stabilization will be required within site excavations during grading or installation of 

utilities. 

 

8.1.6 Moisture contents are expected to vary based on the season and amount of precipitation. 

Special handling of the soil should be anticipated, particularly if grading occurs during the 

rainy season, as drying back of the existing materials should be anticipated prior to their use 

as fill. 

 

8.1.7 Although the majority of on-site soils consist of silty sands and sandy silts and clays, some 

granular material, having little to no cohesion and subject to caving in un-shored 

excavations, should be expected at the site. It is the responsibility of the contractor to ensure 

that excavations and trenches are properly shored and maintained in accordance with OSHA 

rules and regulations to maintain the stability of adjacent existing improvements. 
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8.1.8 The laboratory tests indicate that the site soils are expansive and have a “low” expansion 

potential. If medium to highly expansive soils are encountered at the site, they should be 

exported from the site or selectively graded and placed in the deeper fill areas at least 4 feet 

below finished grade elevations in order to allow for the placement of low expansion 

material at the finish pad grade. 

 

8.1.9 Proper drainage should be maintained in order to preserve the design properties of the fill in 

the sheet-graded pads and slope areas. Recommendations for site drainage are provided 

herein. 

 

8.1.10 Changes in the design, location or elevation of improvements, as outlined in this report, should 

be reviewed by this office. Once grading plans become available, they should be reviewed by 

this office to evaluate the necessity for review and possible revision of this report. 

 

8.1.11 Recommended grading specifications are provided in Appendix C. 

 

8.2 Soil Characteristics 

8.2.1 The near surface site soils encountered in the field investigation are considered to be  

“expansive” (Expansion Index [EI] greater than 20) as defined by 2016 California Building 

Code (CBC) Section 1803.5.3 with a “Low” expansion potential. Table 8.2.1 presents soil 

classifications based on the EI.  

 

TABLE 8.2.1 
SOIL CLASSIFICATION BASED ON EXPANSION INDEX 

Expansion Index (EI) Expansion Classification 2016 CBC Expansion Classification 

0 – 20 Very Low Non-Expansive 

21 – 50 Low 

Expansive 
51 – 90 Medium 

91 – 130 High 

Greater Than 130 Very High 

 

8.2.2 Based on the material classifications and laboratory testing, the near surface site soils are 

generally expected to possess a low expansion potential (EI of 21 to 50). Medium to highly 

expansive soils should not be placed within 4 feet of the proposed foundations, flatwork or 

paving improvements. Additional testing for expansion potential should be performed once 

final grades are achieved. 
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8.2.3 Laboratory testing was performed on samples of the site soils to evaluate the percentage of 

water-soluble sulfate content. Results indicate that the on-site materials at the locations 

tested possess a sulfate content of 0.0000% to 0.0001% equating to an exposure class of S0 

(Negligible) to concrete structures as defined by 2016 CBC Section 1904.3 and ACI 318. 

Table 8.2.3 presents a summary of concrete requirements set forth by 2016 CBC Section 

1904.3 and ACI 318. The presence of water-soluble sulfates is not a visually discernible 

characteristic; therefore, other soil samples from the site could yield different concentrations. 

Additionally, over time landscaping activities (i.e., addition of fertilizers and other soil 

nutrients) may affect the concentration. 

 

TABLE 8.2.3 
REQUIREMENTS FOR CONCRETE  

EXPOSED TO SULFATE-CONTAINING SOLUTIONS 

Sulfate 

Exposure 

Exposure 

Class 

Water-Soluble 

Sulfate 

Percent 

by Weight 

Cement  

Type 

Maximum 

Water to 

Cement Ratio 

by Weight 

Minimum 

Compressiv

e Strength 

(psi) 

Negligible S0 0.00-0.10 -- -- 2,500 

Moderate S1 0.10-0.20 II 0.50 4,000 

Severe S2 0.20-2.00 V 0.45 4,500 

Very Severe S3 > 2.00 
V+ Pozzolan 

or Slag 
0.45 4,500 

 

8.2.4 Laboratory testing indicates the site soils have a minimum electrical resistivity of 1,400 and 

2,200 ohm-cm, possess 105 to 150 parts per million chloride, 0.000% to 0.0001% sulfate  

(0 to 1 ppm), and have a pH of 7.8 and 7.9. As shown in Table 8.2.4 below, the site would 

not be classified as “corrosive” to buried improvements, in accordance with the Caltrans 

Corrosion Guidelines (Caltrans, 2015). 

TABLE 8.2.4 
CALTRANS CORROSION GUIDELINES 

Corrosion  

Exposure 

Resistivity 

(ohm-cm) 
Chloride (ppm) Sulfate (ppm) pH 

Corrosive <1,000 500 or greater 2,000 or greater 5.5 or less 

 

8.2.5 Geocon does not practice in the field of corrosion engineering. Therefore, further evaluation 

by a corrosion engineer should be performed if improvements that could be susceptible to 

corrosion are planned. 
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8.3 Grading 

8.3.1 Grading should be performed in accordance with the Recommended Grading Specifications 

contained in Appendix C and the Grading Ordinances of the City of Eastvale.  

 

8.3.2 Prior to commencing grading, a preconstruction conference should be held at the site with 

the city inspector, owner or developer, grading contractor, civil engineer, and geotechnical 

engineer in attendance. Special soil handling and/or the grading plans can be discussed at 

that time. 

 

8.3.3 Site preparation should begin with the removal of deleterious material, debris, buried trash, 

and vegetation. The depth of removal should be such that material exposed in cut areas or 

soil to be used as fill is relatively free of organic matter. Material generated during stripping 

and/or site demolition should be exported from the site. 

 

8.3.4 Undocumented fill and alluvium within a 1:1 (h:v) projection of the limits of grading should 

be removed to expose competent alluvium with a relative compaction of at least 85 percent 

(ASTM D1557). Removals in the alluvium should extend at least 5 feet below existing 

grades or 3 feet below the bottom of the planned foundations, whichever is deeper. Areas of 

loose, dry, or compressible soils will require deeper excavation and processing prior to fill 

placement. Removals in pavement and walkway areas should extend at least 2 feet beneath 

the pavement or flatwork subgrade elevation. The actual depth of removal should be 

evaluated by the engineering geologist during grading operations. Where over excavation 

and compaction is to be conducted, the excavations should be extended laterally a minimum 

distance of 5 feet beyond the building footprint or for a distance equal to the depth of 

removal, whichever is greater. Patios and building appurtenances should be considered a part 

of the building footprint when determining the limits of lateral excavation. The bottom of the 

excavations should be scarified to a depth of at least 1 foot, moisture conditioned as 

necessary, and properly compacted to 90 percent of the maximum dry density as determined 

by ASTM 1557. 

 

8.3.5 Geocon should observe the removal bottoms to check the competence at the bottom of the 

removal. Deeper excavations may be required if dry, loose, or soft materials are present at 

the base of the removals. Excavation bottoms require written approval by a Geocon 

representative. 

 

8.3.6 The fill placed within 4 feet of proposed foundations should possess a “low” expansion 

potential (EI of 50 or less).  
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8.3.7 If perched groundwater, wet, or saturated materials are encountered during remedial grading, 

extensive drying and mixing with dryer soil will be required. The excavated materials should 

then be moisture conditioned as necessary to slightly above optimum moisture content prior 

to placement as compacted fill. 

 

8.3.8 The site should be brought to finish grade elevations with fill compacted in layers. Layers of 

fill should be no thicker than will allow for adequate bonding and compaction.  

Fill, including backfill and scarified ground surfaces, should be compacted to a dry density 

of at least 90 percent of the laboratory maximum dry density at slightly above optimum 

moisture content as determined by ASTM D 1557. Fill materials placed below optimum 

moisture content may require additional moisture conditioning prior to placing additional 

fill.  

 

8.3.9 Where relatively loose, soft, or wet soils are encountered in the site excavations, subgrade 

stabilization will be required prior to placing fill or installing utilities. Where required, 

subgrade stabilization can be achieved by over excavating the loose or soft materials and 

replacing with compacted fill, placing 3-inch diameter rock in the soft bottom and working it 

into soil until it is stabilized, or placing gravel wrapped in filter fabric at the bottom of the 

excavation. Where used, gravel should consist of 12 to 18 inches of washed angular ¾ inch 

gravel atop a filter fabric (Mirafi 500X or equivalent) on the excavation bottom. The filter 

fabric should be placed in a manner so that the gravel does not have direct contact with the 

soil. Once the gravel is placed and vibrated to a relatively dense state, a top layer of filter 

fabric should be placed to cover the gravel. Recommendations for stabilizing excavation 

bottoms should be based on an evaluation in the field by Geocon at the time of construction. 

 

8.3.10 Import fill (if necessary) should consist of granular materials with a “low” expansion 

potential (EI of 50 or less), non-corrosive, generally free of deleterious material and contain 

no rock fragments larger than 6 inches. Geocon should be notified of the import soil source 

and should perform laboratory testing of import soil to evaluate its suitability prior to its 

arrival at the site for use as fill material.  

 

8.4 Earthwork Grading Factors 

8.4.1 Estimates of shrinkage factors are based on empirical judgments comparing the material in 

its existing or natural state as encountered in the exploratory excavations to a compacted 

state. Variations in natural soil density and in compacted fill density render shrinkage value 

estimates very approximate. As an example, the contractor can compact the fill to a dry 

density of 90 percent or higher of the laboratory maximum dry density. Thus, the contractor 

has an approximately 10 percent range of control over the fill volume. Based on our 

experience with similar site soils, the shrinkage of alluvium is expected to be 5 to 10 percent 



 

Geocon Project No. T2807-22-01 - 14 - March 15, 2018 

when compacted to at least 90 percent of the laboratory maximum dry density. This estimate 

is for preliminary quantity estimates only. Due to the variations in the actual 

shrinkage/bulking factors, a balance area should be provided to accommodate variations. 

 

8.5 Utility Trench Backfill 

8.5.1 Utility trenches should be properly backfilled in accordance with the requirements of the 

City of Eastvale and the latest edition of the Standard Specifications for Public Works 

Construction (Greenbook). The pipes should be bedded with well graded crushed rock or 

clean sands (Sand Equivalent greater than 30) to a depth of at least one foot over the pipe.  

The bedding material must be inspected and approved in writing by the Geotechnical 

Engineer (a representative of Geocon). We recommend that jetting only be performed if 

trench wall soils have an SE of 15 or greater. The use of well graded crushed rock is only 

acceptable if used in conjunction with filter fabric to prevent the gravel from having direct 

contact with soil. The remainder of the trench backfill may be derived from onsite soil or 

approved import soil, compacted as necessary, until the required compaction is obtained. 

Backfill of utility trenches should not contain rocks greater than 3 inches in diameter.  

The use of 2-sack slurry and controlled low strength material (CLSM) are also acceptable as 

backfill. However, consideration should be given to the possibility of differential settlement 

where the slurry ends and earthen backfill begins. These transitions should be minimized and 

additional stabilization should be considered at these transitions. 

 

8.5.2 Trench excavation bottoms must be observed and approved in writing by the Geotechnical 

Engineer, prior to placing bedding materials, fill, gravel, or concrete. 

 

8.6 Seismic Design Criteria 

8.6.1 The following table summarizes summarizes site-specific design criteria obtained from the  

2016 California Building Code (CBC; Based on the 2015 International Building Code [IBC] 

and ASCE 7-10), Chapter 16 Structural Design, Section 1613 Earthquake Loads. The data 

was calculated using the computer program U.S. Seismic Design Maps, provided by the 

USGS. The short spectral response uses a period of 0.2 second. We evaluated the Site  

Class based on the discussion in Section 1613.3.2 of the 2016 CBC and Table 20.3-1 of 

ASCE 7-10. The values presented below are for the risk-targeted maximum considered 

earthquake (MCER). 
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TABLE 8.6.1 
2016 CBC SEISMIC DESIGN PARAMETERS 

Parameter Value 2016 CBC Reference 

Site Class D Section 1613.3.2 

MCER Ground Motion Spectral Response 

Acceleration – Class B (short), SS 
1.500g Figure 1613.3.1(1) 

MCER Ground Motion Spectral Response 

Acceleration – Class B (1 sec), S1 
0.600g Figure 1613.3.1(2) 

Site Coefficient, FA 1.0 Table 1613.3.3(1) 

Site Coefficient, FV 1.5 Table 1613.3.3(2) 

Site Class Modified MCER Spectral Response 

Acceleration (short), SMS 
1.500g Section 1613.3.3 (Eqn 16-37) 

Site Class Modified MCER Spectral Response 

Acceleration (1 sec), SM1 
0.900g Section 1613.3.3 (Eqn 16-38) 

5% Damped Design 

Spectral Response Acceleration (short), SDS 
1.000g Section 1613.3.4 (Eqn 16-39) 

5% Damped Design 

Spectral Response Acceleration (1 sec), SD1 
0.600g Section 1613.3.4 (Eqn 16-40) 

 

8.6.2 Table 8.6.2 presents the mapped maximum considered geometric mean (MCEG) seismic 

design parameters for projects located in Seismic Design Categories of D through F in 

accordance with ASCE 7-10. 

 

TABLE 8.6.2 
2016 CBC SITE ACCELERATION DESIGN PARAMETERS 

Parameter Value ASCE 7-10 Reference 

Mapped MCEG Peak Ground Acceleration, PGA 0.500 Figure 22-7 

Site Coefficient, FPGA 1.0 Table 11.8-1 

Site Class Modified MCEG Peak Ground 

Acceleration, PGAM 
0.500g Section 11.8.3 (Eqn 11.8-1) 

 

 

8.6.3  The Maximum Considered Earthquake Ground Motion (MCE) is the level of ground motion 

that has a 2 percent chance of exceedance in 50 years, with a statistical return period of  

2,475 years. According to the 2013 California Building Code and ASCE 7-10, the MCE is to 

be utilized for the evaluation of liquefaction, lateral spreading, seismic settlements, and it is 

our understanding that the intent of the Building code is to maintain “Life Safety” during a 

MCE event. The Design Earthquake Ground Motion (DE) is the level of ground motion that 

has a 10 percent chance of exceedance in 50 years, with a statistical return period of  

475 years. 
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8.6.4 The Maximum Considered Earthquake Ground Motion (MCE) is the level of ground motion 

that has a 2 percent chance of exceedance in 50 years, with a statistical return period of  

2,475 years. According to the 2013 California Building Code and ASCE 7-10, the MCE is to 

be utilized for the evaluation of liquefaction, lateral spreading, seismic settlements, and we 

understand that the intent of the Building code is to maintain “Life Safety” during a MCE 

event.  

 

8.6.5 Deaggregation of the MCE peak ground acceleration was performed using the online Unified 

Hazard Tool (USGS, 2018b) provided by the USGS. The result of the deaggregation analysis 

indicates that the predominant earthquake contributing to the MCE peak ground acceleration 

is characterized as a 6.74 magnitude event occurring at a hypocentral distance of  

17.6 kilometers from the site. 

 

8.6.6 Deaggregation was also performed for the Design Earthquake (DE) peak ground 

acceleration, and the result of the analysis indicates that the predominant earthquake 

contributing to the DE peak ground acceleration is characterized as a 6.78 magnitude 

occurring at a hypocentral distance of 20.7 kilometers from the site. 

 

8.6.7 Conformance to the criteria in the above tables for seismic design does not constitute any 

kind of guarantee or assurance that significant structural damage or ground failure will not 

occur if a large earthquake occurs. The primary goal of seismic design is to protect life, not 

to avoid all damage, since such design may be economically prohibitive. 

 

8.7 Foundation and Concrete Slabs-On-Grade 

8.7.1 The foundation recommendations presented herein are for the proposed buildings subsequent 

to the recommended grading assuming that the buildings are founded in soils with a low 

expansion potential. If soils with a medium or high expansion potential are placed within  

4 feet of finish grade, then Geocon should be contacted for additional recommendations.  

We understand that future buildings will be supported on conventional shallow foundations 

with a concrete slab-on-grade deriving support in newly placed engineered fill.  

 

8.7.2 Foundations for the structures may consist of either continuous strip footings and/or isolated 

spread footings. Conventionally reinforced continuous footings should be at least 18 inches 

wide and extend at least 18 inches below lowest adjacent pad grade. Isolated spread footings 

should have a minimum width of 24 inches and should extend at least 18 inches below 

lowest adjacent pad grade. A wall/column footing dimension detail depicting footing 

embedment is provided on Figure 3.  
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8.7.3 From a geotechnical engineering standpoint, concrete slabs-on-grade for the structure should 

be at least 5 inches thick and be reinforced with No. 4 steel reinforcing bars placed 18 inches 

on center in both directions. The concrete slab-on-grade recommendations are based on soil 

support characteristics only. The project structural engineer should evaluate the structural 

requirements of the concrete slab for supporting equipment and storage loads. A thicker 

concrete slab may be required for heavier loading conditions. To reduce the effects of 

differential settlement on the foundation system, thickened slabs and/or an increase in steel 

reinforcement can provide a benefit to reduce concrete cracking 

 

8.7.4 Following remedial grading, foundations for the buildings may be designed for an 

allowable soil bearing pressure of 3,000 pounds per square foot (psf) (dead plus live load). 

The allowable bearing pressure may be increased by one-third for transient loads due to 

wind or seismic forces. 

 

8.7.5 The maximum expected static settlement for the planned structures supported on 

conventional foundation systems with the above allowable bearing pressures, and deriving 

support in engineered fill is estimated to be 1 inch and to occur below the heaviest loaded 

structural element.  

 

8.7.6 Settlement of the foundation system is expected to occur on initial application of loading. 

Differential settlement is not expected to exceed ½ inch over a horizontal distance of  

40 feet. 

 

8.7.7 Once the design and foundation loading configuration proceeds to a more finalized plan, the 

estimated settlements within this report should be reviewed and revised, if necessary. 

 

8.7.8 Steel reinforcement for continuous footings should consist of at least four No. 4 steel 

reinforcing bars placed horizontally in the footings, two near the top and two near the 

bottom. Steel reinforcement for the spread footings should be designed by the project 

structural engineer. 

 

8.7.9 Foundations near slopes should be deepened such that the bottom outside edge of the 

footing is at least 7 feet horizontally from the face of the slope. 

 

8.7.10 Foundation excavation bottoms must be observed and approved in writing by the 

Geotechnical Engineer, prior to placing fill, steel, gravel or concrete. 
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8.7.11 Slabs-on-grade that may receive moisture-sensitive floor coverings or may be used to store 

moisture-sensitive materials should be underlain by a vapor retarder placed directly 

beneath the slab. The vapor retarder and acceptable permeance should be specified by the 

project architect or developer based on the type of floor covering that will be installed.  

The vapor retarder design should be consistent with the guidelines presented in  

Section 9.3 of the American Concrete Institute’s (ACI) Guide for Concrete Slabs that 

Receive Moisture-Sensitive Flooring Materials (ACI 302.2R-06) and should be installed in 

general conformance with ASTM E1643 (latest edition) and the manufacturer’s 

recommendations. A minimum thickness of 15 mils extruded polyolefin plastic is 

recommended; vapor retarders which contain recycled content or woven materials are not 

recommended. The vapor retarder should have a permeance of less than 0.01 perms 

demonstrated by testing before and after mandatory conditioning. The vapor retarder 

should be installed in direct contact with the concrete slab with proper perimeter seal.  

If the California Green Building Code requirements apply to this project, the vapor 

retarder should be underlain by 4 inches of clean aggregate. It is important that the vapor 

retarder be puncture resistant since it will be in direct contact with angular gravel. As an 

alternative to the clean aggregate suggested in the Green Building Code, the concrete  

slab-on-grade may be underlain by a vapor retarder over 4 inches of clean sand  

(sand equivalent greater than 30), since the sand will serve as a capillary break and will 

minimize the potential for punctures and damage to the vapor barrier. 

 

8.7.12 The bedding sand thickness should be evaluated by the project foundation engineer, 

architect, and/or developer. However, we should be contacted to provide recommendations if 

the bedding sand is thicker than 4 inches. Placement of 3 inches and 4 inches of sand is 

common practice in southern California for 5-inch and 4-inch thick slabs, respectively.  

The foundation engineer should provide appropriate concrete mix design criteria and curing 

measures that may be utilized to assure proper curing of the slab to reduce the potential for 

rapid moisture loss and subsequent cracking and/or slab curl. 

 

8.7.13 Special subgrade presaturation is not deemed necessary prior to placing concrete; however, 

the exposed foundation and slab subgrade soil should be moisture conditioned, as necessary, 

to maintain a moist condition as would be expected in such concrete placement. 

 

8.7.14 The recommendations of this report are intended to reduce the potential for cracking of slabs 

due to expansive soil (if present), differential settlement of existing soil or soil with varying 

thicknesses. However, even with the incorporation of the recommendations presented herein, 

foundations, walls, and slabs-on-grade placed on such conditions may still exhibit some 

cracking due to soil movement and/or shrinkage. The occurrence of concrete shrinkage 

cracks is independent of the supporting soil characteristics. Their occurrence may be reduced 
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and/or controlled by limiting the slump of the concrete, proper concrete placement and 

curing, and by the placement of crack control joints at periodic intervals, in particular where 

re-entrant slab corners occur. 

 

8.7.15 Geocon should be consulted to provide additional design parameters as required by the 

structural engineer.  

 

8.8 Exterior Concrete Flatwork 

8.8.1 Exterior concrete flatwork not subject to vehicular traffic should be constructed in 

accordance with the recommendations herein assuming the subgrade materials possess an 

Expansion Index of 50 or less. Subgrade soils should be compacted to 90 percent  

relative compaction. Slab panels should be a minimum of 4 inches thick and when in  

excess of 8 feet square should be reinforced with No. 3 reinforcing bars spaced 18 inches 

center-to-center in both directions to reduce the potential for cracking. In addition, concrete 

flatwork should be provided with crack control joints to reduce and/or control shrinkage 

cracking. Crack control spacing should be determined by the project structural engineer 

based upon the slab thickness and intended usage. Criteria of the American Concrete 

Institute (ACI) should be taken into consideration when establishing crack control spacing.  

 

8.8.2 Due to the expansion potential of the soils at the site, the exterior flatwork has the potential 

for distress should the subgrade soils become wet or saturated. The flatwork should be 

underlain by at least 4 inches of aggregate base compacted to 90 percent of the maximum dry 

density as determined by ASTM D1557. Subgrade soil for exterior slabs not subjected to 

vehicle loads should be compacted in accordance with criteria presented in the grading 

section prior to concrete placement. Subgrade soil should be properly compacted and the 

moisture content of subgrade soil should be verified prior to placing concrete.  

 

8.8.3 Even with the incorporation of the recommendations of this report, the exterior concrete 

flatwork has a potential to experience some uplift due to expansive soil beneath grade or 

differential settlement. The steel reinforcement should overlap continuously in flatwork to 

reduce the potential for vertical offsets within flatwork.  

 

8.8.4 Where exterior flatwork abuts the structure at entrant or exit points, the exterior slab should 

be dowelled into the structure’s foundation stem wall. This recommendation is intended to 

reduce the potential for differential elevations that could result from differential settlement or 

minor heave of the flatwork. Dowelling details should be designed by the project structural 

engineer. 
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8.8.5 The recommendations presented herein are intended to reduce the potential for cracking of 

exterior slabs as a result of differential movement. However, even with the incorporation of 

the recommendations presented herein, slabs-on-grade will still crack. The occurrence of 

concrete shrinkage cracks is independent of the soil supporting characteristics.  

Their occurrence may be reduced and/or controlled by limiting the slump of the concrete, the 

use of crack control joints and proper concrete placement and curing. Crack control joints 

should be spaced at intervals no greater than 12 feet. Literature provided by the  

Portland Concrete Association (PCA) and American Concrete Institute (ACI) present 

recommendations for proper concrete mix, construction, and curing practices, and should be 

incorporated into project construction. 

 

8.9 Conventional Retaining Walls  

8.9.1 The recommendations presented herein are generally applicable to the design of rigid 

concrete or masonry retaining walls having a maximum height of 10 feet. In the event that 

walls higher than 10 feet or other types of walls are planned, Geocon should be consulted for 

additional recommendations. 

 

8.9.2 Retaining walls not restrained at the top and having a level backfill surface should be 

designed for an active soil pressure equivalent to the pressure exerted by a fluid density of 

35 pounds per cubic foot (pcf). Where the backfill will be inclined at no steeper than 

2:1 (horizontal to vertical), an active soil pressure of 60 pcf is recommended. These soil 

pressures assume that the backfill materials within an area bounded by the wall and a  

1:1 plane extending upward from the base of the wall possess an EI of 50 or less. For walls 

where backfill materials do not conform to the criteria herein, Geocon should be consulted 

for additional recommendations.  

 

8.9.3 Unrestrained walls are those that are allowed to rotate more than 0.001H (where H equals the 

height of the retaining portion of the wall in feet) at the top of the wall. Where walls are 

restrained from movement at the top, the walls should be designed for a soil pressure 

equivalent to the pressure exerted by a fluid density of 55 pcf. 

 

8.9.4 The structural engineer should determine the seismic design category for the project in 

accordance with Section 1613 of the CBC. If the project possesses a seismic design category 

of D, E, or F, proposed retaining walls in excess of 6 feet in height should be designed with 

seismic lateral pressure (Section 1803.5.12 of the 2016 CBC). 
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8.9.5 A seismic load of 10 pcf should be used for design of walls that support more than 6 feet of 

backfill in accordance with Section 1803.5.12 of the 2016 CBC. The seismic load is applied 

as an equivalent fluid pressure along the height of the wall and the calculated loads result in 

a maximum load exerted at the base of the wall and zero at the top of the wall. This seismic 

load should be applied in addition to the active earth pressure. The earth pressure is based on 

half of two-thirds of PGAM calculated from ASCE 7-10 Section 11.8.3. 

 

8.9.6 Unrestrained walls will move laterally when backfilled and loading is applied. The amount 

of lateral deflection is dependent on the wall height, the type of soil used for backfill, and 

loads acting on the wall. The retaining walls and improvements above the retaining walls 

should be designed to incorporate an appropriate amount of lateral deflection as determined 

by the structural engineer. 

 

8.9.7 Retaining walls should be provided with a drainage system adequate to prevent the buildup 

of hydrostatic forces and waterproofed as required by the project architect. The soil 

immediately adjacent to the backfilled retaining wall should be composed of free draining 

material completely wrapped in Mirafi 140N (or equivalent) filter fabric for a lateral  

distance of 1 foot for the bottom two-thirds of the height of the retaining wall. The upper 

one-third should be backfilled with less permeable compacted fill to reduce water 

infiltration. Alternatively, a drainage panel, such as a Miradrain 6000 or equivalent, can be 

placed along the back of the wall. Typical retaining wall drainage details are shown on 

Figure 4. The use of drainage openings through the base of the wall (weep holes) is not 

recommended where the seepage could be a nuisance or otherwise adversely affect the 

property adjacent to the base of the wall. The recommendations herein assume a properly 

compacted backfill (EI of 50 or less) with no hydrostatic forces or imposed surcharge load. If 

conditions different than those described are expected or if specific drainage details are 

desired, Geocon should be contacted for additional recommendations. 

 

8.9.8 Wall foundations should be designed in accordance with the above foundation 

recommendations. 

 

8.10 Lateral Design 

8.10.1 Resistance to lateral loading may be provided by friction acting at the base of foundations, 

slabs and by passive earth pressure. A passive pressure exerted by an equivalent fluid weight 

of 300 pounds per cubic foot (pcf) with a maximum earth pressure of 3,000 psf should be 

used for the design of footings or shear keys poured neat against newly compacted fill.  

The allowable passive pressure assumes a horizontal surface extending at least 5 feet, or 

three times the surface generating the passive pressure, whichever is greater. The upper  

12 inches of material in areas not protected by floor slabs or pavement should not be 

included in design for passive resistance. 
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8.10.2 If friction is to be used to resist lateral loads, an allowable coefficient of friction between 

newly compacted fill soil and concrete of 0.35 should be used for design. When combining 

passive pressure and friction for lateral resistance, the passive component should be reduced by 

one-third. 

 

8.11 Pavement Design 

8.11.1 The final pavement design should be based on R-value testing of soils at the subgrade 

following grading at the site. Streets should be designed in accordance with the city of 

Eastvale and Riverside County Standard Drawings and Specifications when final Traffic 

Indices and R-Value test results of subgrade soil are completed. Roadway classifications and 

traffic indices are based on Riverside County Standard No. 114. The civil engineer should 

evaluate the final traffic index for the pavements. Laboratory testing indicated that the site 

soils possess an R-value of 44. Based on the variability of the site soils, we have used an 

R-value of 35 for the preliminary pavement design recommendations. Preliminary flexible 

pavement sections are presented in Table 8.11.1. 

 

TABLE 8.11.1 
PRELIMINARY FLEXIBLE PAVEMENT SECTIONS 

Road Classification/Use 

Assumed 

Traffic 

Index 

Assumed 

Subgrade 

R-Value 

Asphalt 

Concrete 

(inches) 

Crushed 

Aggregate Base 

(inches) 

Local Street/Parking Areas/Light 

Duty Vehicles 
5.5 35 3.5 6.0 

Enhanced Local Street/Moderate 

Traffic 
6.5 35 4.0 7.0 

Industrial Collector/Heavy Truck 

Areas 
8.0 35 5.0 9.5 

 

8.11.2 The upper 12 inches of the subgrade soil should be compacted to a dry density of at least 

95 percent of the laboratory maximum dry density at slightly above optimum moisture 

content beneath pavement sections. 

 

8.11.3 The crushed aggregated base and asphalt concrete materials should conform to Section  

200-2.2 and Section 203-6, respectively, of the Greenbook and the County of Riverside 

Standard Drawings and Specifications. Base materials should be compacted to a dry density 

of at least 95 percent of the laboratory maximum dry density at slightly above optimum 

moisture content. Asphalt concrete should be compacted to a density of 95 percent of the 

laboratory Hveem density in accordance with ASTM D 2726. 
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8.11.4 Where prefabricated concrete pavers (80 mm thick) will be used in site roadways and 

parking areas, it is acceptable from a geotechnical standpoint to construct the pavers over  

1 inch of sand underlain by a properly prepared subgrade and aggregate base per the 

following table. The aggregate base should be compacted to at least 95 percent relative 

compaction as evaluated by ASTM D 1557 (latest edition). Pavers should be constructed in 

accordance with the manufacture’s guidelines.  

 

TABLE 8.11.4  
PAVER DESIGN SECTIONS 

Road Classification/Use 
Estimated Traffic 

Index (TI) 

Prefabricated 

Concrete Paver 

(inches) 

Class 2 

Aggregate Base 

(inches) 

Local Street/Parking 

Areas/Light Duty 

Vehicles 

5.5 3⅛ 6 

 

8.11.5 Where concrete pavers will be placed in pedestrian walkway areas, and will not be subject to 

vehicle loading, the inclusion of a 4-inch thick layer of base over properly compacted 

subgrade underlying the pavers is acceptable from a geotechnical standpoint. 

  

8.11.6 Where different pavement sections are to be constructed adjacent to each other, we 

recommend that consideration be given to the use of deepened base sections to maintain a 

uniform base thickness and avoid stepped cuts for placement of base material.  

This condition is anticipated to occur across the transition across the areas of asphalt paving 

and prefabricated pavers.  

 

8.11.7 A rigid Portland cement concrete (PCC) pavement section should be placed in driveway 

aprons and cross gutters. We calculated the rigid pavement section in general conformance 

with the procedure recommended by the American Concrete Institute report ACI 330R 

Guide for Design and Construction of Concrete Parking Lots using the parameters presented 

in Table 8.11.7. 

TABLE 8.11.7 

RIGID PAVEMENT DESIGN PARAMETERS 

Design Parameter Design Value 

Modulus of subgrade reaction, k 150 pci 

Modulus of rupture for concrete, MR 550 psi 

Traffic Category, TC C and D 

Average daily truck traffic, ADTT 100 and 700 
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8.11.8 Based on the criteria presented herein, the PCC pavement sections should have a minimum 

thickness as presented in Table 8.11.8. 

 

TABLE 8.11.8 
RIGID PAVEMENT RECOMMENDATIONS 

Location Portland Cement Concrete (inches) 

Roadways (TC=C) 6.5 

Bus Stops (TC=D) 7.5 

 

8.11.9 The PCC pavement should be placed over subgrade soil that is compacted to a dry density of 

at least 95 percent of the laboratory maximum dry density at slightly above optimum 

moisture content. This pavement section is based on a minimum concrete compressive 

strength of approximately 3,500 psi (pounds per square inch). Base material will not be 

required beneath concrete improvements. 

 

8.11.10 A thickened edge or integral curb should be constructed on the outside of concrete slabs 

subjected to wheel loads. The thickened edge should be 1.2 times the slab thickness or a 

minimum thickness of 2 inches, whichever results in a thicker edge, and taper back to the 

recommended slab thickness 4 feet behind the face of the slab (e.g., a 9-inch-thick slab 

would have an 11-inch-thick edge). Reinforcing steel will not be necessary within the 

concrete for geotechnical purposes with the possible exception of dowels at construction 

joints as discussed herein.  

 

8.11.11 In order to control the location and spread of concrete shrinkage cracks, crack-control joints 

(weakened plane joints) should be included in the design of the concrete pavement slab in 

accordance with the referenced ACI report. 

 

8.11.12 Performance of the pavements is highly dependent on providing positive surface drainage 

away from the edge of the pavement. Ponding of water on or adjacent to the pavement 

surfaces will likely result in pavement distress and subgrade failure. Drainage from 

landscaped areas should be directed to controlled drainage structures. Landscape areas 

adjacent to the edge of asphalt pavements are not recommended due to the potential for 

surface or irrigation water to infiltrate the underlying permeable aggregate base and cause 

distress. Where such a condition cannot be avoided, consideration should be given to 

incorporating measures that will significantly reduce the potential for subsurface water 

migration into the aggregate base. If planter islands are planned, the perimeter curb should 

extend at least 6 inches below the level of the base materials. 
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8.12 Temporary Excavations 

8.12.1 Excavations on the order of 5 to 10 feet in vertical height are anticipated during grading 

operations and utility installation. The contractor’s competent person should evaluate the 

necessity for lay back of vertical cut areas. Vertical excavations up to 5 feet may be 

attempted where loose soils or caving sands are not present, and where not surcharged by 

existing structures or vehicle/construction equipment loads.  

 

8.12.2 Vertical excavations greater than 5 feet will require sloping measures in order to provide a 

stable excavation. We anticipate that sufficient space is available to complete the majority of 

the required earthwork for this project using sloping measures. If necessary, compound 

excavation, slot-cutting, and or shoring recommendations will be provided in an addendum. 

 

8.12.3 Where sufficient space is available, temporary unsurcharged embankments may be sloped 

back at a uniform 1.5:1 (h:v) slope gradient or flatter. A uniform slope does not have a 

vertical portion.  

 

8.12.4 Where sloped embankments are utilized, the top of the slope should be barricaded to prevent 

vehicles and storage loads at the top of the slope within a horizontal distance equal to the 

height of the slope. If the temporary construction embankments are to be maintained during 

the rainy season, berms are suggested along the tops of the slopes where necessary to prevent 

runoff water from entering the excavation and eroding the slope faces. The contractor’s 

personnel should inspect the soil exposed in the cut slopes during excavation so that 

modifications of the slopes can be made if variations in the soil conditions occur. 

Excavations should be stabilized within 30 days of initial excavation. 

 

8.13 Site Drainage and Moisture Protection 

8.13.1 Proper site drainage is critical to reduce the potential for differential soil movement, erosion 

and subsurface seepage. Under no circumstances should water be allowed to pond adjacent 

to footings. The site should be graded and maintained such that surface drainage is directed 

away from structures in accordance with 2016 CBC 1804.4 or other applicable standards.  

In addition, surface drainage should be directed away from the top of slopes into swales or 

other controlled drainage devices. Roof and pavement drainage should be directed into 

conduits that carry runoff away from the proposed structure. 

 

8.13.2 Underground utilities should be leak free. Utility and irrigation lines should be checked 

periodically for leaks, and detected leaks should be repaired promptly. Detrimental soil 

movement could occur if water is allowed to infiltrate the soil for prolonged periods of time. 
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8.13.3 Landscaping planters adjacent to paved areas are not recommended due to the potential for 

surface or irrigation water to infiltrate the pavement’s subgrade and base course.  

We recommend that area drains be used to collect excess irrigation water and transmit it to 

drainage structures or impervious above-grade planter boxes. In addition, where landscaping 

is planned adjacent to the pavement, we recommend construction of a cutoff wall along the 

edge of the pavement that extends at least 6 inches below the bottom of the base material. 

 

8.13.4 If not properly constructed, there is a potential for distress to improvements and properties 

located hydrologically down gradient or adjacent to infiltration areas. Factors such as the 

amount of water to be detained, its residence time, and soil permeability have an important 

effect on seepage transmission and the potential adverse impacts that may occur if the storm 

water management features are not properly designed and constructed. We have not 

performed a hydrogeology study at the site. Down-gradient and adjacent structures may be 

subjected to seeps, movement of foundations and slabs, or other impacts as a result of water 

infiltration. 

 

8.14 Plan Review 

8.14.1 Geocon should review the grading, structural, and foundation plans for project prior to final 

submittal to verify that the plans have been prepared in substantial conformance with the 

recommendations of this report. Additional analyses may be required after review of the 

project plans. 
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LIMITATIONS AND UNIFORMITY OF CONDITIONS 

1. The recommendations of this report pertain only to the site investigated and are based upon the 

assumption that the soil conditions do not deviate from those disclosed in the investigation. If 

any variations or undesirable conditions are encountered during construction, or if the 

proposed construction will differ from that anticipated herein, Geocon should be notified so 

that supplemental recommendations can be given. The evaluation or identification of the 

potential presence of hazardous materials was not part of the scope of services provided by 

Geocon. 

2. This report is issued with the understanding that it is the responsibility of the owner, or of his 

representative, to ensure that the information and recommendations contained herein are 

brought to the attention of the architect and engineer for the project and incorporated into the 

plans, and the necessary steps are taken to see that the contractor and subcontractors carry out 

such recommendations in the field. 

3. The findings of this report are valid as of the date of this report. However, changes in the 

conditions of a property can occur with the passage of time, whether they are due to natural 

processes or the works of man on this or adjacent properties. In addition, changes in applicable 

or appropriate standards may occur, whether they result from legislation or the broadening of 

knowledge. Accordingly, the findings of this report may be invalidated wholly or partially by 

changes outside our control. Therefore, this report is subject to review and should not be relied 

upon after a period of three years. 

4. The firm that performed the geotechnical investigation for the project should be retained to 

provide testing and observation services during construction to provide continuity of 

geotechnical interpretation and to check that the recommendations presented for geotechnical 

aspects of site development are incorporated during site grading, construction of 

improvements, and excavation of foundations. If another geotechnical firm is selected to 

perform the testing and observation services during construction operations, that firm should 

prepare a letter indicating their intent to assume the responsibilities of project geotechnical 

engineer of record. A copy of the letter should be provided to the regulatory agency for their 

records. In addition, that firm should provide revised recommendations concerning the 

geotechnical aspects of the proposed development, or a written acknowledgement of their 

concurrence with the recommendations presented in our report. They should also perform 

additional analyses deemed necessary to assume the role of Geotechnical Engineer of Record. 
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APPENDIX A 
 

EXPLORATORY EXCAVATIONS 

Geocon performed the field investigation on February 1, 5 and 6, 2018. Our subsurface exploration 

consisted of drilling twelve small-diameter borings and six percolation tests at the site. The borings 

were drilled to depths of 21.5 to 51.5 feet below the existing ground surface and the percolation tests 

were advanced to depths of approximately 8 feet below the existing ground surface using a  

track-mounted, hollow stem auger drill rig. We collected bulk and relatively undisturbed samples 

from the borings by driving a 3-inch O. D., California Modified Sampler into the “undisturbed” soil 

mass with blows from a 140-pound hammer falling 30 inches or a slide hammer. The California 

Modified Sampler was equipped with 1-inch high by 23/8-inch inside diameter brass sampler rings to 

facilitate removal and testing. Standard Penetration Test samples were also collected by driving a  

2-inch diameter sampler 18 inches into the soil to retrieve small bulk samples. Relatively undisturbed 

samples and bulk samples of disturbed soils were transported to our laboratory for testing. 

The soil conditions encountered in the borings were visually examined, classified and logged in 

general accordance with the Unified Soil Classification System (USCS). Logs of the borings are 

presented on Figures A-1 through A-18. The logs depict the soil and geologic conditions encountered 

and the depth at which samples were obtained. The approximate locations of the excavations are 

indicated the Geologic Map, Figure 2. 

Percolation testing was performed on February 6, 2018 in accordance with Riverside County Flood 

Control and Water Conservation District, LID BMP Manual, Appendix A. The percolation tests were 

run in accordance with Section 2.3., Shallow Percolation Test. The percolation test data is presented 

on Figures A-19 through A-24. 
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PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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ALLUVIUM (Qal)
Silty SAND, medium dense, moist, brown; fine sand; trace medium sand;
upper foot disturbed; planted field

Clayey SAND, dense, moist, grayish brown; fine sand

Sandy SILT, stiff, moist, brown; fine sand; pinhole porosity

Silty SAND, medium dense, moist, brown; fine to medium sand

Sandy SILT, stiff, moist, brown; fine sand

-Becomes firm; some clay; some carbonates

Sandy CLAY, firm, moist, brown; fine sand; some mica; some carbonates

-Becomes wet

Total depth 21.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/05/2018
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PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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B-3@2.5

B-3@5'
B-3@5-10'

B-3@7.5'
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B-3@20'

B-3@25'
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30
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79.3

112.1
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11.5

20.2

16.3

16.2

42.4

21.4

ALLUVIUM (Qal)
Silty SAND, dense, moist, brown; fine to medium sand; some mica; upper
foot disturbed; planted field

Sandy SILT, hard, moist, brown; fine sand; some mica

Silty SAND, medium dense, moist, brown; fine sand; some mica

Sandy SILT, stiff, moist, brown; fine sand; some calcium carbonate
stringers

-Some mottling

Sandy CLAY, soft, moist, light brown; fine sand; calcium carbonate
stringers

Silty SAND, medium dense, moist, brown; fine sand; micaceous
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PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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Sandy CLAY, firm, moist, brown; fine sand

Sandy SILT, stiff, moist, brown; fine sand; some mica

Silty SAND, medium dense, moist, brown; fine sand; some mica

Sandy CLAY, firm, moist, brown; fine to coarse sand; some mica

Silty SAND, dense, moist, brown; fine sand; micaceous

Sandy SILT, stiff, moist, brown; fine sand; some mica

Total depth 51.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/05/2018
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PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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CL-ML
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19.1

18.9

28.3

ALLUVIUM (Qal)
Silty CLAY, hard, moist, light olive brown; fine sand; upper foot
disturbed; planted field

-Becomes grayish brown; some calcium carbonate

Silty SAND, medium dense, moist, brown; fine sand; some mica

-No recovery

-Becomes loose

Sandy CLAY, stiff, moist, brown; fine sand; some mica

Total depth 26.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/05/2018
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PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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B-5@2.5'

B-5@5'
B-5@5-10'

B-5@7.5'

B-5@10'

B-5@15'

B-5@20'

B-5@25'

23

32

28

11

15

8

28

104.2

107.9

118.8

109.8

CL

ML

SM

CL

SC

22.3

22.2

15.0

20.4

ALLUVIUM (Qal)
Sandy CLAY, stiff, moist, brown; fine sand; upper foot disturbed; planted
field

Sandy SILT, stiff, moist, brown; fine sand

-Becomes light brown; some carbonates

Silty SAND, medium dense, moist, brown; fine sand; trace calcium
carbonate stringers

Sandy CLAY, stiff, moist, brown; fine sand

-Becomes firm, light grayish brown

Clayey SAND, medium dense, moist, brown; fine sand; mica

Total depth 26.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/05/2018
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NOTE:

PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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B-6@2.5'

B-6@5'

B-6@7.5'

B-6@10'

B-6@15'

B-6@20'

B-6@25'
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24
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88.7

95.1

105.6

100.4

CL

SM

CL

SM

CL

SM

CL

24.4

28.5

23.9

25.8

ALLUVIUM (Qal)
Sandy CLAY, firm, moist, dark brown; fine sand; upper foot disturbed;
planted field

Silty SAND, medium dense, moist, brown; fine sand

Sandy CLAY, firm, moist, light brown; fine sand; some calcium carbonate
stringers

Silty SAND, medium dense, moist, light brown; fine sand; some carbonate

-Becomes fine to medium sand

CLAY, stiff, moist, grayish brown; some fine sand; calcium carbonate

Silty SAND, medium dense, moist, brown; fine sand

Sandy CLAY, firm, moist, light brown; fine sand

Total depth 26.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/05/2018
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Log of Boring B-6, Page 1 of 1
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PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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B-7@2.5'

B-7@5'

B-7@7.5'

B-7@10'

B-7@15'

B-7@20'

B-7@25'

35

25

22

39

18

25

23

120.6

117.9

120.6

105.3

99.5

96.6

115.6

SM

ML

SM

SC

SM

CL

15.9

14.0

15.7

23.8

25.1

27.7

17.7

ALLUVIUM (Qal)
Silty SAND, medium dense, moist, brown; fine sand; mica; upper foot
disturbed; planted field

-Becomes light grayish brown; trace medium sand

Sandy SILT, stiff, moist, brown; fine sand; micaceous; slight mottling;
pinhole porosity

Silty SAND, medium dense, moist, light brown; fine sand

-Becomes reddish brown; trace pinhole porosity; calcium carbonate
stringers

Clayey SAND, reddish brown; no porosity

-Becomes saturated

Silty SAND, medium dense, wet, reddish brown; fine sand

-Perched water encountered at 29.3 feet
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Figure A-7,
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PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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B-7@40'
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B-7@50'
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Sandy CLAY, stiff, moist, light brown; calcium carbonate stringers

Sandy SILT, firm, moist, brown; reddish brown mottling; fine sand

-Becomes very stiff; trace medium sand

-Some medium sand

-Some carbonates

Total depth 51.5 feet
Perched water encountered at 29.3 feet

Penetration resistance for 140-lb hammer falling 30" by auto-hammer
Backfilled with cuttings 02/06/2018
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IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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B-8@2.5'

B-8@5'
B-8@5-10'

B-8@7.5'

B-8@10'

B-8@15'

B-8@20'

B-8@25'

54

21

46

37

25

4

19

118.3

107.4

114.1

90.3

86.7

ML

SM

ML

CL

16.7

9.7

18.8

16.0

35.5

ALLUVIUM (Qal)
Sandy SILT, hard, moist, brown; fine sand; some mica; upper foot
disturbed; planted field

Silty SAND, medium dense, moist, brown; fine to medium sand; mica

-Some red staining

Sandy SILT, hard, moist, gray; fine sand

-Becomes mottled reddish brown; some carbonates; pinhole porosity

Sandy CLAY, soft, moist, light brown; some fine sand

-Increase in fine sand

Total depth 26.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/06/2018
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IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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B-9@0-5'

B-9@2.5'
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ALLUVIUM (Qal)
Silty SAND, medium dense, moist, brown; fine sand; some mica; upper
foot disturbed; planted field

-Trace calcium carbonate and pinhole porosity

-Fine to medium sand

Sandy SILT, stiff, moist, brown; fine sand

Silty SAND, medium dense, moist, brown with light brown mottling;
calcium carbonate; pinhole porosity

-Becomes loose; some clay; calcium carbonate; pinhole porosity

Sandy CLAY, firm, wet, light brown; some fine sand

Total depth 26.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/06/2018
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Figure A-9,
Log of Boring B-9, Page 1 of 1
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EQUIPMENT

BORING B-9

... CHUNK SAMPLE

NOTE:

PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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ALLUVIUM (Qal)
SILT, stiff, moist, brown; fine sand; pinhole porosity; upper foot
disturbed; planted field

Sandy CLAY, stiff, moist, brown; fine sand

Silty SAND, medium dense, light brown; fine sand

-Some red staining; trace gravel

Sandy CLAY, stiff, moist to wet, light brown; fine sand

Total depth 26.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/06/2018
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BORING B-10

... CHUNK SAMPLE

NOTE:

PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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ALLUVIUM (Qal)
Silty SAND, medium dense, moist, brown; fine sand; some mica; upper
foot disturbed; planted field

-Becomes light grayish brown

-Decrease in silt

-Some medium sand

CLAY, stiff, moist to wet, light gray

-Becomes reddish brown

-Becomes light brown; calcium carbonate stringers

Total depth 26.5 feet
Groundwater not encountered

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/06/2018
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Figure A-11,
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BORING B-11

... CHUNK SAMPLE

NOTE:

PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.

T2807-22-01



B-12@0-5'

B-12@2.5'

B-12@5'

B-12@7.5'

B-12@10'

B-12@15'

B-12@20'

B-12@25'

32

14

28

24

16

10

9

95.5

89.0

109.2

103.0

96.2

SM/ML

ML

SM

ML

CL

24.7

30.4

10.1

23.6

32.3

ALLUVIUM (Qal)
Silty SAND to Sandy SILT, moist, medium dense to stiff, light brown; fine
sand; upper foot disturbed; planted field

SILT, stiff, moist, brown; some calcium carbonate

Silty SAND, medium dense, moist, light gray; fine sand; mica

-Decrease in silt; fine to medium sand

Sandy SILT, stiff, moist, light grayish brown; mica

CLAY, firm, moist, reddish brown

-Becomes light brown; perched water encountered

Total depth 26.5 feet
Perched water encountered at 25.0 feet

No caving
Penetration resistance for 140-lb hammer falling 30" by auto-hammer

Backfilled with cuttings 02/06/2018
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Figure A-12,
Log of Boring B-12, Page 1 of 1
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BORING B-12

... CHUNK SAMPLE

NOTE:

PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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P-1@7.5'

CL

SC-SM

ALLUVIUM (Qal)
Sandy CLAY, stiff, moist, brown; fine sand; some mica; upper foot
disturbed; planted field

Silty, Clayey SAND with Gravel, medium dense, moist, brown; fine sand;
some mica; some gravel

Total depth 7.9 feet
Groundwater not encountered

No caving
Set for percolation testing; backfilled on 02/06/2018
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PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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P-2@7.5'

SC

ML

ALLUVIUM (Qal)
Clayey SAND, medium dense, moist, brown; fine sand; mica; upper foot
disturbed; planted field

Sandy SILT, stiff, moist, brown; fine sand; some medium sand; some mica

Total depth 7.8 feet
Groundwater not encountered

No caving
Set for percolation testing; backfilled 02/06/2018
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Figure A-14,
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NOTE:

PROJECT NO.

THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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P-3@7.5'

ML

CL-ML

ALLUVIUM (Qal)
Sandy SILT, stiff, moist, brown; fine sand; some mica; upper foot
disturbed; planted field

Sandy, Silty CLAY, stiff, moist, brown; fine sand; trace medium sand;
some mica

Total depth 8.0 feet
Groundwater not encountered

No caving
Set for percolation testing; backfilled on 02/06/2018
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Figure A-15,
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THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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P-4@7.5'

SM

SC

ALLUVIUM (Qal)
Silty SAND, medium dense, moist, brown; fine sand; some mica; upper
foot disturbed; planted field

Clayey SAND, medium dense, moist, grayish brown; fine sand; some mica

Total depth 7.9 feet
Groundwater not encountered

No caving
Set for percolation testing; backfilled on 02/06/2018
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Figure A-16,
Log of Boring P-4, Page 1 of 1
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THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.
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P-5@7.5'

SM

CL

ALLUVIUM (Qal)
Silty SAND, medium dense, moist, brown; fine sand; some mica; upper
foot disturbed; planted field

Sandy CLAY, stiff, moist, grayish brown; fine sand; some mica

Total depth 7.9 feet
Groundwater not encountered

No caving
Set for percolation testing; backfilled on 02/06/2018
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Figure A-17,
Log of Boring P-5, Page 1 of 1
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THE LOG OF SUBSURFACE CONDITIONS SHOWN HEREON APPLIES ONLY AT THE SPECIFIC BORING OR TRENCH LOCATION AND AT THE DATE INDICATED.
IT IS NOT WARRANTED TO BE REPRESENTATIVE OF SUBSURFACE CONDITIONS AT OTHER LOCATIONS AND TIMES.

T2807-22-01



P-6@7.5'

SC ALLUVIUM (Qal)
Clayey SAND, medium dense, moist, brown; fine sand; some mica; upper
foot disturbed; planted field

-Becomes grayish brown; increase in clay

Total depth 7.8 feet
Groundwater not encountered

No caving
Set for percolation testing; backfilled on 02/06/2018
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Figure A-18,
Log of Boring P-6, Page 1 of 1
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Project Name: The Merge, Eastvale Project No.: T2807-22-01

Test Hole No.: P-1 Date Excavated: 2/5/2018

Length of Test Pipe: 120.1 inches Soil Classification: SC-SM

Height of Pipe above Ground: 33.5 inches Presoak Date: 2/5/2018

Depth of Test Hole: 86.6 inches Perc Test Date: 2/6/2018

Check for Sandy Soil Criteria Tested by: AMO Percolation Tested by: AMO

Trial No. Time Time Total Initial Water Final Water  in Water Percolation

Interval Elapsed Level Level Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

9:06 AM

9:32 AM

9:32 AM

9:57 AM

Reading Time Time Total Initial Water Final Water  in Water Percolation

No. Interval Elapsed Head Head Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

10:00 AM

10:30 AM

10:32 AM

11:02 AM

11:02 AM

11:32 AM

11:32 AM

12:02 PM

12:02 PM

12:32 PM

12:32 PM

1:02 PM

1:02 PM

1:32 PM

1:32 PM

2:02 PM

2:02 PM

2:32 PM

2:32 PM

3:02 PM

3:02 PM

3:32 PM

3:32 PM

4:02 PM

Infiltration Rate (in/hr): 0.5

Radius of test hole (in): 4 Figure A-19

Average Head (in): 18.7

PERCOLATION TEST REPORT

Water level measured from bottom of hole

Sandy Soil Criteria Test

1 26 26 18.7 13.7 5.0 5.2

2 25 51 18.7 15.2 3.5

1 30 30 18.1 15.2 2.9

60 17.9 15.4 2.5

7.2

Soil Criteria:  Normal

10.4

11.9

Percolation Test

3 30 90 19.3 16.3 3.0 10.0

2 30

3.0 10.0

4 30 120 20.2 17.4 2.8

180 19.0 16.6 2.4

10.9

5 30 150 20.2 17.2

12.5

7 30 210 19.1 16.7 2.4 12.5

6 30

10.4

8 30 240 20.2 17.3 2.9

330

10.4

9 30 270 20.2 17.3 2.9

12 30 360 19.9

10 30 300 19.7

11 30

17.4 2.5

11.4

19.6 17.0 2.5

11.9

11.9

17.0 2.6



Project Name: The Merge, Eastvale Project No.: T2807-22-01

Test Hole No.: P-2 Date Excavated: 2/5/2018

Length of Test Pipe: 119.6 inches Soil Classification: ML

Height of Pipe above Ground: 30.4 inches Presoak Date: 2/5/2018

Depth of Test Hole: 89.3 inches Perc Test Date: 2/6/2018

Check for Sandy Soil Criteria Tested by: AMO Percolation Tested by: AMO

Trial No. Time Time Total Initial Water Final Water  in Water Percolation

Interval Elapsed Level Level Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

9:12 AM

9:37 AM

9:37 AM

10:02 AM

Reading Time Time Total Initial Water Final Water  in Water Percolation

No. Interval Elapsed Head Head Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

10:02 AM

10:32 AM

10:34 AM

11:04 AM

11:04 AM

11:34 AM

11:34 AM

12:04 PM

12:04 PM

12:34 PM

12:34 PM

1:04 PM

1:04 PM

1:34 PM

1:34 PM

2:04 PM

2:04 PM

2:34 PM

2:34 PM

3:04 PM

3:04 PM

3:34 PM

3:34 PM

4:04 PM

Infiltration Rate (in/hr): 0.04

Radius of test hole (in): 4 Figure A-20

Average Head (in): 20.0

30 360 20.2 19.9 0.2 125

0.4 83

12

11 30 330 20.2 19.8

30 300 20.0 19.8 0.2 125

0.2 125

10

9 30 270 19.9 19.7

30 240 19.9 19.6 0.4 83

0.4 83

8

7 30 210 20.3 19.9

30 180 19.7 19.4 0.2 125

0.2 125

6

5 30 150 19.6 19.3

30 120 19.4 19.2 0.2 125

0.2 125

4

3 30 90 19.4 19.2

30 60 19.7 19.2 0.5 63

0.2 125

2

1 30 30 19.6 19.3

Soil Criteria:  Normal

Percolation Test

25 50 19.3 19.2 0.1 208

0.2 104

2

1 25 25 19.1 18.8

PERCOLATION TEST REPORT

Water level measured from bottom of hole

Sandy Soil Criteria Test



Project Name: The Merge, Eastvale Project No.: T2807-22-01

Test Hole No.: P-3 Date Excavated: 2/5/2018

Length of Test Pipe: 119.5 inches Soil Classification: CL-ML

Height of Pipe above Ground: 27.6 inches Presoak Date: 2/5/2018

Depth of Test Hole: 91.9 inches Perc Test Date: 2/6/2018

Check for Sandy Soil Criteria Tested by: AMO Percolation Tested by: AMO

Trial No. Time Time Total Initial Water Final Water  in Water Percolation

Interval Elapsed Level Level Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

9:17 AM

9:42 AM

9:42 AM

10:07 AM

Reading Time Time Total Initial Water Final Water  in Water Percolation

No. Interval Elapsed Head Head Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

10:07 AM

10:37 AM

10:37 AM

11:07 AM

11:07 AM

11:37 AM

11:37 AM

12:07 PM

12:07 PM

12:37 PM

12:37 PM

1:07 PM

1:07 PM

1:37 PM

1:37 PM

2:07 PM

2:07 PM

2:37 PM

2:37 PM

3:07 PM

3:07 PM

3:37 PM

3:37 PM

4:07 PM

Infiltration Rate (in/hr): 0.04

Radius of test hole (in): 4 Figure A-21

Average Head (in): 19.9

30 360 20.0 19.8 0.2 125

0.2 125

12

11 30 330 19.9 19.7

30 300 20.2 19.9 0.2 125

0.2 125

10

9 30 270 19.9 19.7

30 240 20.3 19.9 0.4 83

0.2 125

8

7 30 210 20.5 20.3

30 180 19.9 19.7 0.2 125

0.4 83

6

5 30 150 20.3 19.9

30 120 20.5 20.3 0.2 125

0.4 83

4

3 30 90 19.9 19.6

30 60 20.2 19.7 0.5 62

0.6 50

2

1 30 30 20.8 20.2

Soil Criteria:  Normal

Percolation Test

25 50 21.2 20.8 0.5 52

0.5 52

2

1 25 25 21.7 21.2

PERCOLATION TEST REPORT

Water level measured from bottom of hole

Sandy Soil Criteria Test



Project Name: The Merge, Eastvale Project No.: T2807-22-01

Test Hole No.: P-4 Date Excavated: 2/5/2018

Length of Test Pipe: 120.2 inches Soil Classification: SC

Height of Pipe above Ground: 32.2 inches Presoak Date: 2/5/2018

Depth of Test Hole: 88.1 inches Perc Test Date: 2/6/2018

Check for Sandy Soil Criteria Tested by: AMO Percolation Tested by: AMO

Trial No. Time Time Total Initial Water Final Water  in Water Percolation

Interval Elapsed Level Level Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

8:34 AM

8:59 AM

8:59 AM

9:24 AM

Reading Time Time Total Initial Water Final Water  in Water Percolation

No. Interval Elapsed Head Head Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

9:46 AM

10:16 AM

10:16 AM

10:46 AM

10:46 AM

11:16 AM

11:16 AM

11:46 AM

11:46 AM

12:16 PM

12:16 PM

12:46 PM

12:46 PM

1:16 PM

1:16 PM

1:46 PM

1:46 PM

2:16 PM

2:16 PM

2:46 PM

2:46 PM

3:16 PM

3:16 PM

3:46 PM

Infiltration Rate (in/hr): 0.02

Radius of test hole (in): 4 Figure A-22

Average Head (in): 42.2

30 360 42.4 42.1 0.2 125

0.1 250

12

11 30 330 42.5 42.4

30 300 42.7 42.5 0.2 125

0.1 250

10

9 30 270 42.8 42.7

30 240 43.1 42.8 0.2 125

0.2 125

8

7 30 210 43.3 43.1

30 180 43.6 43.3 0.2 125

0.2 125

6

5 30 150 43.8 43.6

30 120 44.2 43.8 0.4 83

0.2 125

4

3 30 90 44.4 44.2

30 60 44.6 44.4 0.2 125

0.2 125

2

1 30 30 44.9 44.6

Soil Criteria:  Normal

Percolation Test

25 50 45.2 45.0 0.2 104

0.4 69

2

1 25 25 45.6 45.2

PERCOLATION TEST REPORT

Water level measured from bottom of hole

Sandy Soil Criteria Test



Project Name: The Merge, Eastvale Project No.: T2807-22-01

Test Hole No.: P-5 Date Excavated: 2/5/2018

Length of Test Pipe: 119.9 inches Soil Classification: CL

Height of Pipe above Ground: 29.4 inches Presoak Date: 2/5/2018

Depth of Test Hole: 90.5 inches Perc Test Date: 2/6/2018

Check for Sandy Soil Criteria Tested by: AMO Percolation Tested by: AMO

Trial No. Time Time Total Initial Water Final Water  in Water Percolation

Interval Elapsed Level Level Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

8:36 AM

9:01 AM

9:01 AM

9:26 AM

Reading Time Time Total Initial Water Final Water  in Water Percolation

No. Interval Elapsed Head Head Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

9:48 AM

10:18 AM

10:18 AM

10:48 AM

10:48 AM

11:18 AM

11:18 AM

11:48 AM

11:48 AM

12:18 PM

12:18 PM

12:48 PM

12:48 PM

1:18 PM

1:18 PM

1:48 PM

1:48 PM

2:18 PM

2:18 PM

2:48 PM

2:48 PM

3:18 PM

3:18 PM

3:48 PM

Infiltration Rate (in/hr): 0.04

Radius of test hole (in): 4 Figure A-23

Average Head (in): 20.4

30 360 20.5 20.3 0.2 125

0.2 125

12

11 30 330 20.8 20.5

30 300 20.0 19.7 0.4 83

0.2 125

10

9 30 270 20.3 20.0

30 240 20.6 20.3 0.4 83

0.0 --

8

7 30 210 20.6 20.6

30 180 20.2 19.8 0.4 83

0.1 250

6

5 30 150 20.3 20.2

30 120 19.9 19.7 0.2 125

0.2 125

4

3 30 90 20.2 19.9

30 60 19.9 19.7 0.2 125

0.2 125

2

1 30 30 19.7 19.4

Soil Criteria:  Normal

Percolation Test

25 50 19.0 18.7 0.2 104

0.2 104

2

1 25 25 19.2 19.0

PERCOLATION TEST REPORT

Water level measured from bottom of hole

Sandy Soil Criteria Test



Project Name: The Merge, Eastvale Project No.: T2807-22-01

Test Hole No.: P-6 Date Excavated: 2/5/2018

Length of Test Pipe: 120.0 inches Soil Classification: SC

Height of Pipe above Ground: 34.3 inches Presoak Date: 2/5/2018

Depth of Test Hole: 85.7 inches Perc Test Date: 2/6/2018

Check for Sandy Soil Criteria Tested by: AMO Percolation Tested by: AMO

Trial No. Time Time Total Initial Water Final Water  in Water Percolation

Interval Elapsed Level Level Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

8:32 AM

8:57 AM

8:57 AM

9:22 AM

Reading Time Time Total Initial Water Final Water  in Water Percolation

No. Interval Elapsed Head Head Level Rate

(min) Time (min) (in) (in) (inches) (min/inch)

9:51 AM

10:21 AM

10:21 AM

10:51 AM

10:51 AM

11:21 AM

11:21 AM

11:51 AM

11:51 AM

12:21 PM

12:21 PM

12:51 PM

12:51 PM

1:21 PM

1:21 PM

1:51 PM

1:51 PM

2:21 PM

2:21 PM

2:51 PM

2:51 PM

3:21 PM

3:21 PM

3:51 PM

Infiltration Rate (in/hr): 0.02

Radius of test hole (in): 4 Figure A-24

Average Head (in): 19.9

30 360 19.9 19.8 0.1 250

0.1 250

12

11 30 330 20.0 19.9

30 300 20.2 20.0 0.1 250

0.1 250

10

9 30 270 20.3 20.2

30 240 20.4 20.3 0.1 250

0.0 --

8

7 30 210 20.4 20.4

30 180 20.6 20.4 0.2 125

0.1 250

6

5 30 150 20.8 20.6

30 120 20.9 20.8 0.1 250

0.2 125

4

3 30 90 21.1 20.9

30 60 21.2 21.1 0.1 250

0.1 250

2

1 30 30 21.4 21.2

Soil Criteria:  Normal

Percolation Test

25 50 21.7 21.5 0.2 104

0.0 --

2

1 25 25 21.7 21.7

PERCOLATION TEST REPORT

Water level measured from bottom of hole

Sandy Soil Criteria Test
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APPENDIX B 
 

LABORATORY TESTING 

We performed laboratory tests in accordance with current, generally accepted test methods of ASTM 

International (ASTM) or other suggested procedures. We analyzed selected soil samples for in-situ 

density and moisture content, maximum dry density and optimum moisture content, expansion index, 

corrosivity, grain size distribution, R-Value, plasticity, consolidation characteristics, and direct shear 

strength. The results of the laboratory tests are presented on Figures B-1 through B-13. The in-place 

dry density and moisture content of the samples tested are presented on the boring logs in 

Appendix A.  

 

 



 

LABORATORY TEST RESULTS
THE MERGE RETAIL DEVELOPMENT 
AND INDUSTRIAL BUSINESS PARK 

NORTHEAST CORNER OF LIMONITE AVENUE 
AND ARCHIBALD AVENUE 

EASTVALE, CALIFORNIA 
MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-1AMO

SUMMARY OF LABORATORY MAXIMUM DRY DENSITY 
AND OPTIMUM MOISTURE CONTENT TEST RESULTS 

ASTM D1557 

Sample No. Description 
Maximum 

Dry Density 
(pcf) 

Optimum 
Moisture Content

(% of dry wt.) 

B-6 @ 0-5’ Sandy CLAY (CL), dark brown 119.2 12.3 

B-12 @ 0-5’ 
Silty SAND (SM) to Sandy SILT (ML), light 
brown 

117.9 13.0 

 

SUMMARY OF LABORATORY EXPANSION INDEX TEST RESULTS 
ASTM D4829 

Sample No. 
Moisture Content After Test 

Dry Density 
(pcf) 

Expansion 
Index Before Test (%) After Test (%) 

B-1 @ 0-5’ 10.7 18.9 107.4 31 

B-4 @ 0-5’ 9.3 21.0 111.2 38 

B-6 @ 0-5’ 11.0 22.0 105.3 39 
 

SUMMARY OF CORROSIVITY TEST RESULTS 

Sample No. 
Chloride Content 

(ppm) 
Sulfate Content 

(%)  
pH 

Resistivity 
(ohm-centimeter) 

B-1 @ 0-5’ 150 0.0000 7.8 1,400 

B-4 @ 0-5’ 105 0.0001 7.9 2,200 
Chloride content determined by California Test 422. 
Water-soluble sulfate determined by California Test 417. 
Resistivity and pH determined by Caltrans Test 643. 
 

 



 

 

LABORATORY TEST RESULTS
THE MERGE RETAIL DEVELOPMENT 
AND INDUSTRIAL BUSINESS PARK 

NORTHEAST CORNER OF LIMONITE AVENUE 
AND ARCHIBALD AVENUE 

EASTVALE, CALIFORNIA 
MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-2AMO

SUMMARY OF LABORATORY R-VALUE TEST RESULTS 
ASTM D2844 

Sample No. R-Value 

B-1 @ 0-5’ 44 
 

SUMMARY OF PERCENT COLLAPSE DURING  
ONE-DIMENSIONAL CONSOLIDATION TESTS 

ASTM D2435 

Sample No. 
In-situ Dry 

Density (pcf) 

Moisture 
Content 

Before Test 
(%) 

Final Moisture 
Content (%) 

Axial Load with 
Water Added 

(psf) 

Percent 
Collapse  

B-1 @ 5’ 109.8 17.7 17.7 2,000 0.0 

B-1 @ 12.5’ 86.1 35.3 30.3 2,000 0.0 

B-3 @ 7.5’ 108.7 16.3 18.6 2,000 0.2 

B-3 @ 20’ 79.3 42.4 36.7 4,000 0.1 

B-7 @ 5’ 117.9 14.0 13.5 2,000 0.0 

B-7 @ 20’ 96.6 27.7 25.6 4,000 0.0 
 

SUMMARY OF ATTERBERG LIMIT TEST RESULTS 
ASTM D4318 

Sample No. Liquid Limit Plastic Limit  Plasticity Index USCS 

B-1 @ 0-5’ 28 20 8 CL 

B-4 @ 0-5’ 25 18 7 CL-ML 

B-6 @ 0-5’ 28 20 8 CL 

P-3 @ 7.5’ 23 17 6 CL-ML 

P-5 @ 7.5’ 24 16 8 CL 
 



SAMPLE

ID

B-3 @ 15'
B-7 @ 7.5'
B-7 @ 40' ML - Sandy SILT

SAMPLE DESCRIPTION

ML - Sandy SILT
ML - Sandy SILT

GRAIN SIZE DISTRIBUTION
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-3AMO
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PARTICLE SIZE, mm



SAMPLE

ID

P-1 @ 7.5'
P-2 @ 7.5'
P-3 @ 7.5' CL-ML - Sandy, Silty CLAY

SAMPLE DESCRIPTION

SC-SM - Silty, Clayey SAND with Gravel
ML - Sandy SILT

GRAIN SIZE DISTRIBUTION
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-4AMO
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PARTICLE SIZE, mm



SAMPLE

ID

P-5 @ 7.5'

SAMPLE DESCRIPTION

CL - Sandy CLAY

GRAIN SIZE DISTRIBUTION
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-5AMO
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PARTICLE SIZE, mm



SAMPLE DRY DENSITY INITIAL FINAL

ID (PCF) MOISTURE (%) MOISTURE (%)

B-1 @ 5.0 SM 109.8 17.7 17.7

SOIL TYPE

WATER ADDED AT 2 KSF

CONSOLIDATION TEST RESULTS
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE
EASTVALE, CALIFORNIA

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-6AMO
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SAMPLE DRY DENSITY INITIAL FINAL

ID (PCF) MOISTURE (%) MOISTURE (%)

B-1 @ 12.5' CL 86.1 35.3 30.3

SOIL TYPE

WATER ADDED AT 2 KSF

CONSOLIDATION TEST RESULTS
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE
EASTVALE, CALIFORNIA

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-7AMO
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SAMPLE DRY DENSITY INITIAL FINAL

ID (PCF) MOISTURE (%) MOISTURE (%)

B-3 @ 7.5' SM 108.7 16.3 18.6

SOIL TYPE

WATER ADDED AT 2 KSF

CONSOLIDATION TEST RESULTS
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE
EASTVALE, CALIFORNIA

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-8AMO
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SAMPLE DRY DENSITY INITIAL FINAL

ID (PCF) MOISTURE (%) MOISTURE (%)

B-3 @ 20' CL 79.3 42.4 36.7

SOIL TYPE

WATER ADDED AT 4 KSF

CONSOLIDATION TEST RESULTS
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE
EASTVALE, CALIFORNIA

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-9AMO
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SAMPLE DRY DENSITY INITIAL FINAL

ID (PCF) MOISTURE (%) MOISTURE (%)

B-7 @ 5' SM 117.9 14.0 13.5

SOIL TYPE

WATER ADDED AT 2 KSF

CONSOLIDATION TEST RESULTS
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE
EASTVALE, CALIFORNIA

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-10AMO
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SAMPLE DRY DENSITY INITIAL FINAL

ID (PCF) MOISTURE (%) MOISTURE (%)

B-7 @ 20' SC 96.6 27.7 25.6

SOIL TYPE

WATER ADDED AT 4 KSF

CONSOLIDATION TEST RESULTS
THE MERGE RETAIL DEVELOPMENT
AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE
EASTVALE, CALIFORNIA

MARCH, 2018 PROJECT NO. T2807-22-01 FIG B-11AMO
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SAMPLE INITIAL DRY INITIAL FINAL C 
ID DENSITY (pcf) MOISTURE (%) MOISTURE (%) (psf) (deg)

B-1 @ 7.5' SM 99.3 10.1 19.8 420 34

B-5 @ 2.5' ML 104.2 22.3 23.0 670 35

*B-6 @ 0-5' CL 107.0 12.4 18.4 270 30

*Sample remolded to approximately 90% of the test maximum dry density at optimum moisture content.

SOIL TYPE
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AND INDUSTRIAL BUSINESS PARK

NORTHEAST CORNER OF LIMONITE AVENUE
AND ARCHIBALD AVENUE

MARCH, 2018 FIG B-12

DIRECT SHEAR TEST RESULTS

PROJECT NO. T2807-22-01AMO



SAMPLE INITIAL DRY INITIAL FINAL C 
ID DENSITY (pcf) MOISTURE (%) MOISTURE (%) (psf) (deg)

B-8 @ 5' SM 107.4 9.7 15.7 120 34

*B-12 @ 0-5' SM/ML 106.0 13.0 19.6 240 32

*Sample remolded to approximately 90% of the test maximum dry density at optimum moisture content.
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DIRECT SHEAR TEST RESULTS

PROJECT NO. T2807-22-01AMO
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APPENDIX C 
 

RECOMMENDED GRADING SPECIFICATIONS 
 

FOR 
 

THE MERGE RETAIL DEVELOPMENT  
AND INDUSTRIAL BUSINESS PARK 

NORTHEAST CORNER OF LIMONITE AVENUE  
AND ARCHIBALD AVENUE 
EASTVALE, CALIFORNIA 

 
 

PROJECT NO. T2807-22-01 



  GI rev. 07/2015 

RECOMMENDED GRADING SPECIFICATIONS 

1. GENERAL 

1.1 These Recommended Grading Specifications shall be used in conjunction with the 

Geotechnical Report for the project prepared by Geocon. The recommendations contained 

in the text of the Geotechnical Report are a part of the earthwork and grading specifications 

and shall supersede the provisions contained hereinafter in the case of conflict. 

1.2 Prior to the commencement of grading, a geotechnical consultant (Consultant) shall be 

employed for the purpose of observing earthwork procedures and testing the fills for 

substantial conformance with the recommendations of the Geotechnical Report and these 

specifications. The Consultant should provide adequate testing and observation services so 

that they may assess whether, in their opinion, the work was performed in substantial 

conformance with these specifications. It shall be the responsibility of the Contractor to 

assist the Consultant and keep them apprised of work schedules and changes so that 

personnel may be scheduled accordingly. 

1.3 It shall be the sole responsibility of the Contractor to provide adequate equipment and 

methods to accomplish the work in accordance with applicable grading codes or agency 

ordinances, these specifications and the approved grading plans. If, in the opinion of the 

Consultant, unsatisfactory conditions such as questionable soil materials, poor moisture 

condition, inadequate compaction, and/or adverse weather result in a quality of work not in 

conformance with these specifications, the Consultant will be empowered to reject the 

work and recommend to the Owner that grading be stopped until the unacceptable 

conditions are corrected. 

2. DEFINITIONS 

2.1 Owner shall refer to the owner of the property or the entity on whose behalf the grading 

work is being performed and who has contracted with the Contractor to have grading 

performed. 

2.2 Contractor shall refer to the Contractor performing the site grading work. 

2.3 Civil Engineer or Engineer of Work shall refer to the California licensed Civil Engineer 

or consulting firm responsible for preparation of the grading plans, surveying and verifying 

as-graded topography.  

2.4 Consultant shall refer to the soil engineering and engineering geology consulting firm 

retained to provide geotechnical services for the project. 
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2.5 Soil Engineer shall refer to a California licensed Civil Engineer retained by the Owner, 

who is experienced in the practice of geotechnical engineering. The Soil Engineer shall be 

responsible for having qualified representatives on-site to observe and test the Contractor's 

work for conformance with these specifications. 

2.6 Engineering Geologist shall refer to a California licensed Engineering Geologist retained 

by the Owner to provide geologic observations and recommendations during the site 

grading. 

2.7 Geotechnical Report shall refer to a soil report (including all addenda) which may include 

a geologic reconnaissance or geologic investigation that was prepared specifically for the 

development of the project for which these Recommended Grading Specifications are 

intended to apply. 

3. MATERIALS 

3.1 Materials for compacted fill shall consist of any soil excavated from the cut areas or 

imported to the site that, in the opinion of the Consultant, is suitable for use in construction 

of fills. In general, fill materials can be classified as soil fills, soil-rock fills or rock fills, as 

defined below. 

3.1.1 Soil fills are defined as fills containing no rocks or hard lumps greater than 

12 inches in maximum dimension and containing at least 40 percent by weight of 

material smaller than ¾ inch in size. 

3.1.2 Soil-rock fills are defined as fills containing no rocks or hard lumps larger than 

4 feet in maximum dimension and containing a sufficient matrix of soil fill to allow 

for proper compaction of soil fill around the rock fragments or hard lumps as 

specified in Paragraph 6.2. Oversize rock is defined as material greater than 

12 inches. 

3.1.3 Rock fills are defined as fills containing no rocks or hard lumps larger than 3 feet 

in maximum dimension and containing little or no fines. Fines are defined as 

material smaller than ¾ inch in maximum dimension. The quantity of fines shall be 

less than approximately 20 percent of the rock fill quantity. 

3.2 Material of a perishable, spongy, or otherwise unsuitable nature as determined by the 

Consultant shall not be used in fills. 

3.3 Materials used for fill, either imported or on-site, shall not contain hazardous materials as 

defined by the California Code of Regulations, Title 22, Division 4, Chapter 30, Articles 9 
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and 10; 40CFR; and any other applicable local, state or federal laws. The Consultant shall 

not be responsible for the identification or analysis of the potential presence of hazardous 

materials. However, if observations, odors or soil discoloration cause Consultant to suspect 

the presence of hazardous materials, the Consultant may request from the Owner the 

termination of grading operations within the affected area. Prior to resuming grading 

operations, the Owner shall provide a written report to the Consultant indicating that the 

suspected materials are not hazardous as defined by applicable laws and regulations. 

3.4 The outer 15 feet of soil-rock fill slopes, measured horizontally, should be composed of 

properly compacted soil fill materials approved by the Consultant. Rock fill may extend to 

the slope face, provided that the slope is not steeper than 2:1 (horizontal:vertical) and a soil 

layer no thicker than 12 inches is track-walked onto the face for landscaping purposes. This 

procedure may be utilized provided it is acceptable to the governing agency, Owner and 

Consultant. 

3.5 Samples of soil materials to be used for fill should be tested in the laboratory by the 

Consultant to determine the maximum density, optimum moisture content, and, where 

appropriate, shear strength, expansion, and gradation characteristics of the soil. 

3.6 During grading, soil or groundwater conditions other than those identified in the 

Geotechnical Report may be encountered by the Contractor. The Consultant shall be 

notified immediately to evaluate the significance of the unanticipated condition 

4. CLEARING AND PREPARING AREAS TO BE FILLED 

4.1 Areas to be excavated and filled shall be cleared and grubbed. Clearing shall consist of 

complete removal above the ground surface of trees, stumps, brush, vegetation, man-made 

structures, and similar debris. Grubbing shall consist of removal of stumps, roots, buried 

logs and other unsuitable material and shall be performed in areas to be graded. Roots and 

other projections exceeding 1½ inches in diameter shall be removed to a depth of 3 feet 

below the surface of the ground. Borrow areas shall be grubbed to the extent necessary to 

provide suitable fill materials. 

4.2 Asphalt pavement material removed during clearing operations should be properly 

disposed at an approved off-site facility or in an acceptable area of the project evaluated by 

Geocon and the property owner. Concrete fragments that are free of reinforcing steel may 

be placed in fills, provided they are placed in accordance with Section 6.2 or 6.3 of this 

document.  
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4.3 After clearing and grubbing of organic matter and other unsuitable material, loose or 

porous soils shall be removed to the depth recommended in the Geotechnical Report. The 

depth of removal and compaction should be observed and approved by a representative of 

the Consultant. The exposed surface shall then be plowed or scarified to a minimum depth 

of 6 inches and until the surface is free from uneven features that would tend to prevent 

uniform compaction by the equipment to be used. 

4.4 Where the slope ratio of the original ground is steeper than 5:1 (horizontal:vertical), or 

where recommended by the Consultant, the original ground should be benched in 

accordance with the following illustration. 

TYPICAL BENCHING DETAIL 

 

Remove All 
Unsuitable Material 
As Recommended By 
Consultant 

Finish Grade Original Ground 

Finish Slope Surface 

Slope To Be Such That 
Sloughing Or Sliding 
Does Not Occur Varies 

“B” 

See Note 1 

No Scale

See Note 2

1 

2 

 

DETAIL NOTES: (1) Key width "B" should be a minimum of 10 feet, or sufficiently wide to permit 
complete coverage with the compaction equipment used. The base of the key should 
be graded horizontal, or inclined slightly into the natural slope. 

 (2) The outside of the key should be below the topsoil or unsuitable surficial material 
and at least 2 feet into dense formational material. Where hard rock is exposed in the 
bottom of the key, the depth and configuration of the key may be modified as 
approved by the Consultant. 

 

4.5 After areas to receive fill have been cleared and scarified, the surface should be moisture 

conditioned to achieve the proper moisture content, and compacted as recommended in 

Section 6 of these specifications. 
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5. COMPACTION EQUIPMENT 

5.1 Compaction of soil or soil-rock fill shall be accomplished by sheepsfoot or segmented-steel 

wheeled rollers, vibratory rollers, multiple-wheel pneumatic-tired rollers, or other types of 

acceptable compaction equipment. Equipment shall be of such a design that it will be 

capable of compacting the soil or soil-rock fill to the specified relative compaction at the 

specified moisture content. 

5.2 Compaction of rock fills shall be performed in accordance with Section 6.3. 

6. PLACING, SPREADING AND COMPACTION OF FILL MATERIAL 

6.1 Soil fill, as defined in Paragraph 3.1.1, shall be placed by the Contractor in accordance with 

the following recommendations: 

6.1.1 Soil fill shall be placed by the Contractor in layers that, when compacted, should 

generally not exceed 8 inches. Each layer shall be spread evenly and shall be 

thoroughly mixed during spreading to obtain uniformity of material and moisture 

in each layer. The entire fill shall be constructed as a unit in nearly level lifts. Rock 

materials greater than 12 inches in maximum dimension shall be placed in 

accordance with Section 6.2 or 6.3 of these specifications. 

6.1.2 In general, the soil fill shall be compacted at a moisture content at or above the 

optimum moisture content as determined by ASTM D 1557. 

6.1.3 When the moisture content of soil fill is below that specified by the Consultant, 

water shall be added by the Contractor until the moisture content is in the range 

specified. 

6.1.4 When the moisture content of the soil fill is above the range specified by the 

Consultant or too wet to achieve proper compaction, the soil fill shall be aerated by 

the Contractor by blading/mixing, or other satisfactory methods until the moisture 

content is within the range specified. 

6.1.5 After each layer has been placed, mixed, and spread evenly, it shall be thoroughly 

compacted by the Contractor to a relative compaction of at least 90 percent. 

Relative compaction is defined as the ratio (expressed in percent) of the in-place 

dry density of the compacted fill to the maximum laboratory dry density as 

determined in accordance with ASTM D 1557. Compaction shall be continuous 

over the entire area, and compaction equipment shall make sufficient passes so that 

the specified minimum relative compaction has been achieved throughout the 

entire fill. 
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6.1.6 Where practical, soils having an Expansion Index greater than 50 should be placed 

at least 3 feet below finish pad grade and should be compacted at a moisture 

content generally 2 to 4 percent greater than the optimum moisture content for the 

material. 

6.1.7 Properly compacted soil fill shall extend to the design surface of fill slopes. To 

achieve proper compaction, it is recommended that fill slopes be over-built by at 

least 3 feet and then cut to the design grade. This procedure is considered 

preferable to track-walking of slopes, as described in the following paragraph. 

6.1.8 As an alternative to over-building of slopes, slope faces may be back-rolled with a 

heavy-duty loaded sheepsfoot or vibratory roller at maximum 4-foot fill height 

intervals. Upon completion, slopes should then be track-walked with a D-8 dozer 

or similar equipment, such that a dozer track covers all slope surfaces at least 

twice. 

6.2 Soil-rock fill, as defined in Paragraph 3.1.2, shall be placed by the Contractor in accordance 

with the following recommendations: 

6.2.1 Rocks larger than 12 inches but less than 4 feet in maximum dimension may be 

incorporated into the compacted soil fill, but shall be limited to the area measured 

15 feet minimum horizontally from the slope face and 5 feet below finish grade or 

3 feet below the deepest utility, whichever is deeper. 

6.2.2 Rocks or rock fragments up to 4 feet in maximum dimension may either be 

individually placed or placed in windrows. Under certain conditions, rocks or rock 

fragments up to 10 feet in maximum dimension may be placed using similar 

methods. The acceptability of placing rock materials greater than 4 feet in 

maximum dimension shall be evaluated during grading as specific cases arise and 

shall be approved by the Consultant prior to placement. 

6.2.3 For individual placement, sufficient space shall be provided between rocks to allow 

for passage of compaction equipment. 

6.2.4 For windrow placement, the rocks should be placed in trenches excavated in 

properly compacted soil fill. Trenches should be approximately 5 feet wide and 

4 feet deep in maximum dimension. The voids around and beneath rocks should be 

filled with approved granular soil having a Sand Equivalent of 30 or greater and 

should be compacted by flooding. Windrows may also be placed utilizing an 

"open-face" method in lieu of the trench procedure, however, this method should 

first be approved by the Consultant. 
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6.2.5 Windrows should generally be parallel to each other and may be placed either 

parallel to or perpendicular to the face of the slope depending on the site geometry. 

The minimum horizontal spacing for windrows shall be 12 feet center-to-center 

with a 5-foot stagger or offset from lower courses to next overlying course. The 

minimum vertical spacing between windrow courses shall be 2 feet from the top of 

a lower windrow to the bottom of the next higher windrow. 

6.2.6 Rock placement, fill placement and flooding of approved granular soil in the 

windrows should be continuously observed by the Consultant. 

6.3 Rock fills, as defined in Section 3.1.3, shall be placed by the Contractor in accordance with 

the following recommendations: 

6.3.1 The base of the rock fill shall be placed on a sloping surface (minimum slope of 2 

percent). The surface shall slope toward suitable subdrainage outlet facilities. The 

rock fills shall be provided with subdrains during construction so that a hydrostatic 

pressure buildup does not develop. The subdrains shall be permanently connected 

to controlled drainage facilities to control post-construction infiltration of water. 

6.3.2 Rock fills shall be placed in lifts not exceeding 3 feet. Placement shall be by rock 

trucks traversing previously placed lifts and dumping at the edge of the currently 

placed lift. Spreading of the rock fill shall be by dozer to facilitate seating of the 

rock. The rock fill shall be watered heavily during placement. Watering shall 

consist of water trucks traversing in front of the current rock lift face and spraying 

water continuously during rock placement. Compaction equipment with 

compactive energy comparable to or greater than that of a 20-ton steel vibratory 

roller or other compaction equipment providing suitable energy to achieve the 

required compaction or deflection as recommended in Paragraph 6.3.3 shall be 

utilized. The number of passes to be made should be determined as described in 

Paragraph 6.3.3. Once a rock fill lift has been covered with soil fill, no additional 

rock fill lifts will be permitted over the soil fill. 

6.3.3 Plate bearing tests, in accordance with ASTM D 1196, may be performed in both 

the compacted soil fill and in the rock fill to aid in determining the required 

minimum number of passes of the compaction equipment. If performed, a 

minimum of three plate bearing tests should be performed in the properly 

compacted soil fill (minimum relative compaction of 90 percent). Plate bearing 

tests shall then be performed on areas of rock fill having two passes, four passes 

and six passes of the compaction equipment, respectively. The number of passes 

required for the rock fill shall be determined by comparing the results of the plate 

bearing tests for the soil fill and the rock fill and by evaluating the deflection 
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variation with number of passes. The required number of passes of the compaction 

equipment will be performed as necessary until the plate bearing deflections are 

equal to or less than that determined for the properly compacted soil fill. In no case 

will the required number of passes be less than two. 

6.3.4 A representative of the Consultant should be present during rock fill operations to 

observe that the minimum number of “passes” have been obtained, that water is 

being properly applied and that specified procedures are being followed. The actual 

number of plate bearing tests will be determined by the Consultant during grading.  

6.3.5 Test pits shall be excavated by the Contractor so that the Consultant can state that, 

in their opinion, sufficient water is present and that voids between large rocks are 

properly filled with smaller rock material. In-place density testing will not be 

required in the rock fills. 

6.3.6 To reduce the potential for “piping” of fines into the rock fill from overlying soil 

fill material, a 2-foot layer of graded filter material shall be placed above the 

uppermost lift of rock fill. The need to place graded filter material below the rock 

should be determined by the Consultant prior to commencing grading. The 

gradation of the graded filter material will be determined at the time the rock fill is 

being excavated. Materials typical of the rock fill should be submitted to the 

Consultant in a timely manner, to allow design of the graded filter prior to the 

commencement of rock fill placement. 

6.3.7 Rock fill placement should be continuously observed during placement by the 

Consultant. 

7. SUBDRAINS 

7.1 The geologic units on the site may have permeability characteristics and/or fracture 

systems that could be susceptible under certain conditions to seepage. The use of canyon 

subdrains may be necessary to mitigate the potential for adverse impacts associated with 

seepage conditions. Canyon subdrains with lengths in excess of 500 feet or extensions of 

existing offsite subdrains should use 8-inch-diameter pipes. Canyon subdrains less than 500 

feet in length should use 6-inch-diameter pipes.  
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TYPICAL CANYON DRAIN DETAIL 

 
7.2 Slope drains within stability fill keyways should use 4-inch-diameter (or lager) pipes.  
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TYPICAL STABILITY FILL DETAIL 

 

7.3 The actual subdrain locations will be evaluated in the field during the remedial grading 

operations. Additional drains may be necessary depending on the conditions observed and 

the requirements of the local regulatory agencies. Appropriate subdrain outlets should be 

evaluated prior to finalizing 40-scale grading plans. 

7.4 Rock fill or soil-rock fill areas may require subdrains along their down-slope perimeters to 

mitigate the potential for buildup of water from construction or landscape irrigation. The 

subdrains should be at least 6-inch-diameter pipes encapsulated in gravel and filter fabric. 

Rock fill drains should be constructed using the same requirements as canyon subdrains. 
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7.5 Prior to outletting, the final 20-foot segment of a subdrain that will not be extended during 

future development should consist of non-perforated drainpipe. At the non-perforated/ 

perforated interface, a seepage cutoff wall should be constructed on the downslope side of 

the pipe. 

TYPICAL CUT OFF WALL DETAIL 

 

7.6 Subdrains that discharge into a natural drainage course or open space area should be 

provided with a permanent headwall structure. 
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TYPICAL HEADWALL DETAIL 

 
7.7 The final grading plans should show the location of the proposed subdrains. After 

completion of remedial excavations and subdrain installation, the project civil engineer 

should survey the drain locations and prepare an “as-built” map showing the drain 

locations. The final outlet and connection locations should be determined during grading 

operations. Subdrains that will be extended on adjacent projects after grading can be placed 

on formational material and a vertical riser should be placed at the end of the subdrain. The 

grading contractor should consider videoing the subdrains shortly after burial to check 

proper installation and functionality. The contractor is responsible for the performance of 

the drains. 
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8. OBSERVATION AND TESTING 

8.1 The Consultant shall be the Owner’s representative to observe and perform tests during 

clearing, grubbing, filling, and compaction operations. In general, no more than 2 feet in 

vertical elevation of soil or soil-rock fill should be placed without at least one field density 

test being performed within that interval. In addition, a minimum of one field density test 

should be performed for every 2,000 cubic yards of soil or soil-rock fill placed and 

compacted. 

8.2 The Consultant should perform a sufficient distribution of field density tests of the 

compacted soil or soil-rock fill to provide a basis for expressing an opinion whether the fill 

material is compacted as specified. Density tests shall be performed in the compacted 

materials below any disturbed surface. When these tests indicate that the density of any 

layer of fill or portion thereof is below that specified, the particular layer or areas 

represented by the test shall be reworked until the specified density has been achieved. 

8.3 During placement of rock fill, the Consultant should observe that the minimum number of 

passes have been obtained per the criteria discussed in Section 6.3.3. The Consultant 

should request the excavation of observation pits and may perform plate bearing tests on 

the placed rock fills. The observation pits will be excavated to provide a basis for 

expressing an opinion as to whether the rock fill is properly seated and sufficient moisture 

has been applied to the material. When observations indicate that a layer of rock fill or any 

portion thereof is below that specified, the affected layer or area shall be reworked until the 

rock fill has been adequately seated and sufficient moisture applied. 

8.4 A settlement monitoring program designed by the Consultant may be conducted in areas of 

rock fill placement. The specific design of the monitoring program shall be as 

recommended in the Conclusions and Recommendations section of the project 

Geotechnical Report or in the final report of testing and observation services performed 

during grading. 

8.5 We should observe the placement of subdrains, to check that the drainage devices have 

been placed and constructed in substantial conformance with project specifications. 

8.6 Testing procedures shall conform to the following Standards as appropriate: 

8.6.1 Soil and Soil-Rock Fills: 

8.6.1.1 Field Density Test, ASTM D 1556, Density of Soil In-Place By the 
Sand-Cone Method. 
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8.6.1.2 Field Density Test, Nuclear Method, ASTM D 6938, Density of Soil and 
Soil-Aggregate In-Place by Nuclear Methods (Shallow Depth). 

8.6.1.3 Laboratory Compaction Test, ASTM D 1557, Moisture-Density 
Relations of Soils and Soil-Aggregate Mixtures Using 10-Pound 
Hammer and 18-Inch Drop. 

8.6.1.4. Expansion Index Test, ASTM D 4829, Expansion Index Test. 

9. PROTECTION OF WORK 

9.1 During construction, the Contractor shall properly grade all excavated surfaces to provide 

positive drainage and prevent ponding of water. Drainage of surface water shall be 

controlled to avoid damage to adjoining properties or to finished work on the site. The 

Contractor shall take remedial measures to prevent erosion of freshly graded areas until 

such time as permanent drainage and erosion control features have been installed. Areas 

subjected to erosion or sedimentation shall be properly prepared in accordance with the 

Specifications prior to placing additional fill or structures. 

9.2 After completion of grading as observed and tested by the Consultant, no further 

excavation or filling shall be conducted except in conjunction with the services of the 

Consultant. 

10. CERTIFICATIONS AND FINAL REPORTS 

10.1 Upon completion of the work, Contractor shall furnish Owner a certification by the Civil 

Engineer stating that the lots and/or building pads are graded to within 0.1 foot vertically of 

elevations shown on the grading plan and that all tops and toes of slopes are within 0.5 foot 

horizontally of the positions shown on the grading plans. After installation of a section of 

subdrain, the project Civil Engineer should survey its location and prepare an as-built plan 

of the subdrain location. The project Civil Engineer should verify the proper outlet for the 

subdrains and the Contractor should ensure that the drain system is free of obstructions. 

10.2 The Owner is responsible for furnishing a final as-graded soil and geologic report 

satisfactory to the appropriate governing or accepting agencies. The as-graded report 

should be prepared and signed by a California licensed Civil Engineer experienced in 

geotechnical engineering and by a California Certified Engineering Geologist, indicating 

that the geotechnical aspects of the grading were performed in substantial conformance 

with the Specifications or approved changes to the Specifications.  
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Appendix 4:  Historical Site Conditions 

Phase I Environmental Site Assessment or Other Information on Past Site Use 
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Appendix 5:  LID Infeasibility 

LID Technical Infeasibility Analysis 
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8.12 Temporary Excavations 

8.12.1 Excavations on the order of 5 to 10 feet in vertical height are anticipated during grading 

operations and utility installation. The contractor’s competent person should evaluate the 

necessity for lay back of vertical cut areas. Vertical excavations up to 5 feet may be 

attempted where loose soils or caving sands are not present, and where not surcharged by 

existing structures or vehicle/construction equipment loads.  

 

8.12.2 Vertical excavations greater than 5 feet will require sloping measures in order to provide a 

stable excavation. We anticipate that sufficient space is available to complete the majority of 

the required earthwork for this project using sloping measures. If necessary, compound 

excavation, slot-cutting, and or shoring recommendations will be provided in an addendum. 

 

8.12.3 Where sufficient space is available, temporary unsurcharged embankments may be sloped 

back at a uniform 1.5:1 (h:v) slope gradient or flatter. A uniform slope does not have a 

vertical portion.  

 

8.12.4 Where sloped embankments are utilized, the top of the slope should be barricaded to prevent 

vehicles and storage loads at the top of the slope within a horizontal distance equal to the 

height of the slope. If the temporary construction embankments are to be maintained during 

the rainy season, berms are suggested along the tops of the slopes where necessary to prevent 

runoff water from entering the excavation and eroding the slope faces. The contractor’s 

personnel should inspect the soil exposed in the cut slopes during excavation so that 

modifications of the slopes can be made if variations in the soil conditions occur. 

Excavations should be stabilized within 30 days of initial excavation. 

 

8.13 Site Drainage and Moisture Protection 

8.13.1 Proper site drainage is critical to reduce the potential for differential soil movement, erosion 

and subsurface seepage. Under no circumstances should water be allowed to pond adjacent 

to footings. The site should be graded and maintained such that surface drainage is directed 

away from structures in accordance with 2016 CBC 1804.4 or other applicable standards.  

In addition, surface drainage should be directed away from the top of slopes into swales or 

other controlled drainage devices. Roof and pavement drainage should be directed into 

conduits that carry runoff away from the proposed structure. 

 

8.13.2 Underground utilities should be leak free. Utility and irrigation lines should be checked 

periodically for leaks, and detected leaks should be repaired promptly. Detrimental soil 

movement could occur if water is allowed to infiltrate the soil for prolonged periods of time. 
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8.13.3 Landscaping planters adjacent to paved areas are not recommended due to the potential for 

surface or irrigation water to infiltrate the pavement’s subgrade and base course.  

We recommend that area drains be used to collect excess irrigation water and transmit it to 

drainage structures or impervious above-grade planter boxes. In addition, where landscaping 

is planned adjacent to the pavement, we recommend construction of a cutoff wall along the 

edge of the pavement that extends at least 6 inches below the bottom of the base material. 

 

8.13.4 If not properly constructed, there is a potential for distress to improvements and properties 

located hydrologically down gradient or adjacent to infiltration areas. Factors such as the 

amount of water to be detained, its residence time, and soil permeability have an important 

effect on seepage transmission and the potential adverse impacts that may occur if the storm 

water management features are not properly designed and constructed. We have not 

performed a hydrogeology study at the site. Down-gradient and adjacent structures may be 

subjected to seeps, movement of foundations and slabs, or other impacts as a result of water 

infiltration. 

 

8.14 Plan Review 

8.14.1 Geocon should review the grading, structural, and foundation plans for project prior to final 

submittal to verify that the plans have been prepared in substantial conformance with the 

recommendations of this report. Additional analyses may be required after review of the 

project plans. 
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is expected to be tectonic deformation from large earthquakes (Legg, et al., 2003). The site is located 

approximately 31 miles from the nearest coastline; therefore, the negligible risk associated with 

tsunamis is not a design consideration. 

 

A seiche is a run-up of water within a lake or embayment triggered by fault- or landslide-induced 

ground displacement. The site is not located near or below reservoirs or other standing bodies of water. 

Therefore, seiche hazard is not a design consideration. 

 

7. SITE INFILTRATION 

Percolation testing was performed in accordance with the procedures in Riverside County Flood 

Control and Water Conservation District LID BMP, Appendix A (the Handbook) at locations and 

depths selected by the design team. The percolation test locations are depicted on the Geologic Map 

(see Figure 2). 

 

Approximately 2 inches of gravel was placed at the bottom of each percolation test hole and a 3-inch 

diameter perforated PVC pipe in silt filter sock was placed atop the gravel. The test locations were  

pre-saturated prior to testing. Percolation testing was begun within 24 hours after the holes were 

presaturated. Percolation data sheets are presented in Appendix A of this report. Calculations to convert 

the percolation test rate to infiltration test rates are presented in Table 7.0 below. The Handbook 

requires a factor of safety of 3 be applied to the values below based on the test method used. 

 

TABLE 7.1 
INFILTRATION TEST RATES FOR PERCOLATION AREAS 

Parameter P-1 P-2 P-3 P-4 P-5 P-6 

Depth (inches) 86.6 89.3 91.9 88.1 90.5 85.7 

Test Type Normal Normal Normal Normal Normal Normal 

Change in head over time: ∆H (inches) 2.5 0.2 0.2 0.2 0.2 0.1 

Average head: Havg (in) 18.7 20.0 19.9 42.2 20.4 19.9 

Time Interval (minutes): ∆t (minutes) 30 30 30 30 30 30 

Radius of test hole: r  

(inches) 
4 4 4 4 4 4 

Tested Infiltration Rate: It (inches/hour) 0.5 0.04 0.04 0.02 0.04 0.02 
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Appendix 6:  BMP Design Details 

BMP Sizing, Design Details and other Supporting Documentation 

 





 4  Bio Clean

Biof i l ter  Products

The Modular Wetland System Linear™ (MWS 
Linear) represents a pioneering breakthrough in 
stormwater technology as the only biofiltration 
system to utilize patented horizontal flow, allowing 
for a smaller footprint and higher treatment 
capacity.  While most biofilters use little or no 
pre-treatment, the MWS Linear incorporates an 
advanced pre-treatment chamber that includes 
separation and pre-filter cartridges.  In this chamber 
sediment and hydrocarbons are removed from 
runoff before it enters the biofiltration chamber, in 
turn reducing maintenance costs and improving 
performance. 

Applications

The MWS Linear has been successfully used on 
numerous new construction and retrofit projects.  
The system’s superior versatility makes it beneficial 
for a wide range of stormwater applications 
treating rooftops, streetscapes, parking lots, and 
industrial sites.  The MWS Linear can be used for 
the following applications: industrial, residential, 
streets, parking lots, commercial, mixed use, 
agricultural, reuse, low impact development and 
waste water.

Performance

The MWS Linear continues to outperform other 
treatment methods with superior pollutant 
removal for TSS, heavy metals, nutrients, 
hydrocarbons and bacteria.  Since 2007 the 
MWS Linear has been field tested on 
numerous sites across the country.  With its 
advanced pre-treatment chamber and innovative 
horizontal flow biofilter, the system is able to 
effectively remove pollutants through a 
combination of physical, chemical, and biological 
filtration processes. With the same biological 
processes found in natural wetlands, the MWS 
Linear harnesses nature’s ability to process, 
transform and remove even the most harmful 
pollutants.

Approvals

Washington State TAPE Approved
The MWS Linear is approved for General
Use Level Designation (GULD) for Basic,
Enhanced and Phosphorus treatment at 1
gpm/ft2 loading rate. The highest performing
BMP on the market for all main pollutant
categories.

DEQ Assignment
The Virginia Department of Environmental
Quality assigned the MWS Linear the highest 
phosphorus removal rating for manufactured 
treatment devices to meet the new Virginia 
Stormwater Management Program (VSMP) 
Technical Criteria.

Maryland Department of the 
Environment Approved
Granted ESD (Environmental Site Design) status 
for new construction, redevelopment and 
retrofitting when designed in accordance with 
the Design Manual.

MASTEP Evaluation
The University of Massachusetts at Amherst – 
Water Resources Research Center issued a 
technical evaluation report noting removal 
rates up to 84% TSS, 70% Total Phosphorus, 
68.5% Total Zinc and more.

Rhode Island DEM Approved
Approved as an authorized BMP and noted
to achieve the following minimum removal
efficiencies: 85% TSS, 60% Pathogens,
30% Total Phosphorus and 30% Total Nitrogen.

VA

The Modular Wetland System
Linear represents a pioneering
breakthrough in stormwater
technology as the only biofiltration
system to utilize patented
horizontal flow, allowing for a
smaller footprint and higher
treatment capacity.
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Orientations

Side-By-Side
The Side-By-Side orientation places the pre-
treatment and discharge chamber adjacent to one 
another with the biofiltration chamber running 
parallel on either side. This minimizes the system 
length, providing a highly compact footprint. It has 
been proven useful in situations such as streets 
with directly adjacent sidewalks, as half of the 
system can be placed under that sidewalk. 

Internal Bypass Weir (Side-by-Side Only)
The Side-By-Side orientation places the pre-
treatment and discharge chambers adjacent to 
one another allowing for integration of internal 
bypass.  The wall between these chambers can act 
as a bypass weir when flows exceed the system’s 
treatment capacity, thus allowing bypass from the 
pre-treatment chamber directly to the discharge 
chamber.

External Diversion Weir Structure
This traditional offline diversion method can be 
used with the MWS Linear in scenarios where 
runoff is being piped to the system. These simple 
and effective structures are generally configured 
with  two outflow pipes.  The first is a smaller pipe 
on the upstream side of the diversion weir to divert 
low flows over to the MWS Linear for treatment.  
The second is the main pipe that receives water 
once the system has exceeded treatment capacity 
and water flows over the weir.

Flow By Design
This method is one in which the system is placed 
just upstream of a standard curb or grate inlet to 
intercept the first flush.  Higher flows simply pass 
by the MWS Linear and into the standard inlet 
downstream.

End-To-End
The End-To-End orientation places
 the pre-treatment and discharge 
chambers on opposite ends of the 
biofiltration chamber, therefore 
minimizing the width of the system to 
5 ft (outside dimension).  This orientation is 
perfect for linear projects and street retrofits 
where existing utilities and sidewalks limit the
amount of space available for installation.

DVERT Low Flow Diversion
This simple yet innovative diversion trough 
can be installed in existing or new 
curb and grate inlets to divert the first 
flush to the MWS Linear via pipe. It 
works similar to a rain gutter and is 
installed just below the opening into the
inlet. It captures the low flows and 
channels them over to a connecting pipe 
exiting out the wall of the inlet and leading to the 
MWS Linear. The DVERT is perfect for retrofit and 
green street applications. 

DVERT Trough

Volume Based Sizing

Model #
Treatment Capacity 
(cu.ft.) @ 24-Hour 

Drain Down

Treatment Capacity 
(cu.ft.) @ 48-Hour 

Drain Down

MWS-L-4-4 1140 2280
MWS-L-4-6 1600 3200
MWS-L-4-8 2518 5036
MWS-L-4-13 3131 6261
MWS-L-4-15 3811 7623
MWS-L-4-17 4492 8984
MWS-L-4-19 5172 10345
MWS-L-4-21 5853 11706
MWS-L-6-8 3191 6382
MWS-L-8-8 5036 10072
MWS-L-8-12 7554 15109
MWS-L-8-16 10073 20145
MWS-L-8-20 12560 25120
MWS-L-8-24 15108 30216

Flow Based Sizing

Model# Dimensions

Wetland 
Media  

Surface 
Area

Treatment 
Flow Rate 

(cfs)

MWS-L-4-4 4'x4' 23 sq.ft. 0.052
MWS-L-4-6 4'x6' 32 sq.ft. 0.073
MWS-L-4-8 4'x8' 50 sq.ft. 0.115
MWS-L-4-13 4'x13' 63 sq.ft. 0.144
MWS-L-4-15 4'x15' 76 sq.ft. 0.175
MWS-L-4-17 4'x17' 90 sq.ft. 0.206
MWS-L-4-19 4'x19' 103 sq.ft. 0.237
MWS-L-4-21 4'x21' 117 sq.ft. 0.268
MWS-L-6-8 7'x9' 64 sq.ft. 0.147
MWS-L-8-8 8'x8' 100 sq.ft. 0.230
MWS-L-8-12 8'x12' 151 sq.ft. 0.346
MWS-L-8-16 8'x16' 201 sq.ft. 0.462
MWS-L-8-20 9'x21' 252 sq.ft. 0.577
MWS-L-8-24 9'x25' 302 sq.ft. 0.693
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Biof i l ter  Products
featured advantages

• Horizontal Flow Biofiltration
• Greater Filter Surface Area
• Pre-Treatment Chamber
• Patented Perimeter Void  Area
• Flow Control
• No Depressed Planter Area

Advantages & Operation

1   Pre-Treatment

Separation
Trash, sediment and debris are separated before 
entering the pre-filter cartridges. Designed for easy 
maintenance access.
Pre-Filter Cartridges
Over 25 sq.ft. of surface area per cartridge. 
Utilizes BioMediaGREEN filter material.  Removes 
over 80% of TSS & 90% of hydrocarbons.  Prevents 
pollutants that cause clogging from migrating to the 
biofiltration chamber.

2   Bio Filtration

Horizontal Flow
Less clogging than downward flow biofilters. Water 
flow is subsurface. Improves biological 
filtration.
Patented Perimeter Void Area
Vertically extends void area between the walls and 
the WetlandMEDIA on all four sides. Maximizes
surface area of the media for higher treatment 
capacity.
WetlandMEDIA
Contains no organics and removes phosphorus. 
Greater surface area and 48% void space. 
Maximum evapo-transpiration. High ion exchange 
capacity and light weight.

3  Discharge

Flow Control
Orifice plate controls flow of water through 
WetlandMEDIA to a level lower than the media’s 
capacity. Extends the life of the media and improves 
performance.
Drain-Down Filter
The Drain-Down is an optional feature that 
completely drains the pre-treatment chamber. 
Water that drains from the pre-treatment chamber 
between storm events will be treated.

Cartridge Housing

Perimeter Void

1

2

3

4

Curb Inlet

1

2
3

Drain-Down Line

Flow Control Riser

Outlet Pipe

Pre-Filter Cartridge

Vertical Under-Drain Manifold

Individual Media Filters

Top View

2x to 3x More Surface Area Than Traditional 
Downward Flow Bioretention Systems
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Configurations

Curb Type

The Curb Type configuration accepts sheet flow through a curb 
opening and is commonly used along road ways and parking lots.  It 
can be used in sump or flow by conditions.  Length of curb opening 
varies based on model and size.

Grate Type

The Grate Type configuration offers the same features and benefits 
as the Curb Type but with a grated/drop inlet above the system's 
pre-treatment chamber.  It has the added benefit of allowing for 
pedestrian access over the inlet.  ADA compliant grates are available 
to assure easy and safe access. The Grate Type can also be used 
in scenarios where runoff needs to be intercepted on both sides of 
landscape islands.

Vault Type

The system’s patented horizontal flow biofilter is able to accept 
inflow pipes directly into the pre-treatment chamber, meaning 
the MWS Linear can be used in end-of-the-line installations.  This 
greatly improves feasibility over typical decentralized designs that 
are required with other biofiltration/bioretention systems.  Another 
benefit of the “pipe in” design is the ability to install the system 
downstream of underground detention systems to meet water quality 
volume requirements. 

Downspout Type

The Downspout Type is a variation of the Vault Type and is designed 
to accept a vertical downspout pipe from roof top and podium 
areas.  Some models have the option of utilizing an internal bypass, 
simplifying the overall design.  The system can be installed as a 
raised planter, and the exterior can be stuccoed or covered with other 
finishes to match the look of adjacent buildings.
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The Urban Impact
For hundreds of years natural wetlands surrounding our shores have played an integral role as 
nature’s stormwater treatment system.  But as our cities grow and develop, these natural wet-
lands have perished under countless roads, rooftops, 

and parking lots.

Plant A Wetland
Without natural wetlands our cities are deprived of water purification, flood control, and land 
stability.  Modular Wetlands and the MWS Linear re-establish nature’s presence and rejuvenate 
water ways in urban areas.

MWS Linear
The Modular Wetland System Linear represents a pioneering breakthrough in stormwater tech-
nology as the only biofiltration system to utilize patented horizontal flow, allowing for a smaller 
footprint and higher treatment capacity.  While most biofilters use little or no pre-treatment, the 
MWS Linear incorporates an advanced pre-treatment chamber that includes separation and pre-
filter cartridges.  In this chamber sediment and hydrocarbons are removed from runoff before it 
enters the biofiltration chamber, in turn reducing maintenance costs and improving performance.  



Parking Lots
Parking lots are designed to maximize space and 
the MWS Linear’s 4 ft. standard planter width al-
lows for easy integration into parking lot islands 
and other landscape medians.

Mixed Use
The MWS Linear can be installed as a raised plant-
er to treat runoff from rooftops or patios, making 
it perfect for sustainable “live-work” spaces.

Industrial
Many states enforce strict regulations for dis-
charges from industrial sites. The MWS Linear has 
helped various sites meet difficult EPA mandated 
effluent limits for dissolved metals and other pol-
lutants.

Residential
Low to high density developments can benefit 
from the versatile design of the MWS Linear. The 
system can be used in both decentralized LID de-
sign and cost-effective end-of-the-line configura-
tions.

Streets
Street applications can be challenging due to 
limited space. The MWS Linear is very adaptable, 
and offers the smallest footprint to work around 
the constraints of existing utilities on retrofit pro-
jects.

Commercial
Compared to bioretention systems, the MWS Lin-
ear can treat far more area in less space - meeting 
treatment and volume control requirements.

Applications
The MWS Linear has been successfully used on numerous new construction and retrofit projects.  The system’s 
superior versatility makes it beneficial for a wide range of stormwater and waste water applications - treating 
rooftops, streetscapes, parking lots, and industrial sites.

More applications are available on our website:  www.ModularWetlands.com/Applications
• Agriculture
• Reuse

• Low Impact Development
• Waste Water
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Configurations
The MWS Linear is the preferred biofiltration system of Civil Engineers across the country due to its versatile 
design.  This highly versatile system has available “pipe-in” options on most models, along with built-in curb or 
grated inlets for simple integration into your stormdrain design.

Curb Type
The Curb Type configuration accepts sheet flow through a curb opening and is 
commonly used along road ways and parking lots.  It can be used in sump or 
flow by conditions.  Length of curb opening varies based on model and size.

Grate Type
The Grate Type configuration offers the same features and benefits as the Curb 
Type but with a grated/drop inlet above the systems pre-treatment chamber.  
It has the added benefit of allowing for pedestrian access over the inlet.  ADA 
compliant grates are available to assure easy and safe access. The Grate Type 
can also be used in scenarios where runoff needs to be intercepted on both 
sides of landscape islands.

Downspout Type
The Downspout Type is a variation of the Vault Type and is designed to accept a 
vertical downspout pipe from roof top and podium areas.  Some models have 
the option of utilizing an internal bypass, simplifying the overall design.  The 
system can be installed as a raised planter and the exterior can be stuccoed or 
covered with other finishes to match the look of adjacent buildings.

Vault Type
The system’s patented horizontal flow biofilter is able to accept inflow pipes 
directly into the pre-treatment chamber, meaning the MWS Linear can be used 
in end-of-the-line installations.  This greatly improves feasibility over typical 
decentralized designs that are required with other biofiltration/bioretention 
systems.  Another benefit of the “pipe in” design is the ability to install the 
system downstream of underground detention systems to meet water quality 
volume requirements. 
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Cartridge Housing

Pre-filter Cartridge

Curb Inlet

Individual Media Filters

Advantages & Operation
The MWS Linear is the most efficient and versatile biofiltration system on the market, and the only system with 
horizontal flow which improves performance, reduces footprint, and minimizes maintenance.  Figure-1 and 
Figure-2 illustrate the invaluable benefits of horizontal flow and the multiple treatment stages. 

• Horizontal Flow Biofiltration
• Greater Filter Surface Area
• Pre-Treatment Chamber

• Patented Perimeter Void Area
• Flow Control
• No Depressed Planter Area 

Separation
• Trash, sediment, and debris are separated before   
 entering the pre-filter cartridges
• Designed for easy maintenance access

Pre-Filter Cartridges
• Over 25 ft2 of surface area per cartridge
• Utilizes BioMediaGREEN filter material
• Removes over 80% of TSS & 90% of hydrocarbons
• Prevents pollutants that cause clogging from       
 migrating to the biofiltration chamber

Pre-Treatment1
1

2

Drain-Down Line

1
2Vertical Underdrain 

Manifold

Featured Advantages
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Fig. 1

Horizontal Flow 
• Less clogging than downward flow biofilters
• Water flow is subsurface
• Improves biological filtration

Patented Perimeter Void Area
• Vertically extends void area between the walls   
 and the WetlandMEDIA on all four sides.
• Maximizes surface area of the media for higher   
 treatment capacity

WetlandMEDIA 
• Contains no organics and removes phosphorus
• Greater surface area and 48% void space
• Maximum evapotranspiration
• High ion exchange capacity and light weight

Flow Control
• Orifice plate controls flow of water through  
 WetlandMEDIA to a level lower than the     
 media’s capacity.
• Extends the life of the media and improves  
 performance

Drain-Down Filter
• The Drain-Down is an optional feature that  
 completely drains the pre-treatment       
 chamber
• Water that drains from the pre-treatment      
 chamber between storm events will be   
 treated

2x to 3x More Surface Area Than Traditional Downward Flow Bioretention Systems.Fig. 2 - Top View

Biofiltration2

Discharge3

Perimeter Void Area

3

4

3
Flow Control Riser

Drain-Down Line

Outlet Pipe
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Orientations

Bypass

Internal Bypass Weir (Side-by-Side Only)
The Side-By-Side orientation places the pre-treat-
ment and discharge chambers adjacent to one an-
other allowing for integration of internal bypass.  
The wall between these chambers can act as a by-
pass weir when flows exceed the system’s treatment 
capacity, thus allowing bypass from the pre-treat-
ment chamber directly to the discharge chamber.

External Diversion Weir Structure
This traditional offline diversion method can be 
used with the MWS Linear in scenarios where run-
off is being piped to the system. These simple and 
effective structures are generally configured with  
two outflow pipes.  The first is a smaller pipe on the 
upstream side of the diversion weir - to divert low 
flows over to the MWS Linear for treatment.  The 
second is the main pipe that receives water once the 
system has exceeded treatment capacity and water 
flows over the weir.

Flow By Design
This method is one in which the system is placed 
just upstream of a standard curb or grate inlet to 
intercept the first flush.  Higher flows simply pass by 
the MWS Linear and into the standard inlet down-
stream. 

End-To-End
The End-To-End orientation places the pre-treat-
ment and discharge chambers on opposite ends of 
the biofiltration chamber therefore minimizing the 
width of the system to 5 ft (outside dimension).  This 
orientation is perfect for linear projects and street 
retrofits where existing utilities and sidewalks limit 
the amount of space available for installation. One 
limitation of this orientation is bypass must be ex-
ternal.

Side-By-Side
The Side-By-Side orientation places the pre-treat-
ment and discharge chamber adjacent to one an-
other with the biofiltration chamber running paral-
lel on either side. This minimizes the system length, 
providing a highly compact footprint. It has been 
proven useful in situations such as streets with di-
rectly adjacent sidewalks, as half of the system can 
be placed under that sidewalk. This orientation also 
offers internal bypass options as discussed below.  

This simple yet innovative diversion trough can be 
installed in existing or new curb and grate inlets to 
divert the first flush to the MWS Linear via pipe. It 
works similar to a rain gutter and is installed just 
below the opening into the inlet. It captures the low 
flows and channels them over to a connecting pipe 
exiting out the wall of the inlet and leading to the 
MWS Linear. The DVERT is perfect for retrofit and 
green street applications that allows the MWS Lin-
ear to be installed anywhere space is available. 

DVERT Low Flow Diversion

DVERT Trough
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Rhode Island DEM Approved
Approved as an authorized BMP and noted to achieve the following minimum removal 
efficiencies: 85% TSS, 60% Pathogens, 30% Total Phosphorus for discharges to freshwater 
systems, and 30% Total Nitrogen for discharges to saltwater or tidal systems.

MASTEP Evaluation
The University of Massachusetts at Amherst – Water Resources Research Center, issued a 
technical evaluation report noting removal rates up to 84% TSS, 70% Total Phosphorus, 
68.5% Total Zinc, and more.

Washington State DOE Approved
The MWS Linear is approved for General Use Level Designation (GULD) for Basic, En-
hanced, and Phosphorus treatment at 1 gpm/ft2 loading rate.  The highest performing BMP 
on the market for all main pollutant categories. 

Approvals
The MWS Linear has successfully met years of challenging technical reviews and testing from some of the most 
prestigious and demanding agencies in the nation, and perhaps the world.  

DEQ Assignment 
The Virginia Department of Environmental Quality assigned the MWS Linear, the highest 
phosphorus removal rating for manufactured treatment devices to meet the new Virginia 
Stormwater Management Program (VSMP) Technical Criteria.

VA

TSS
Total

Phosphorus
Ortho 

Phosphorus
Nitrogen Dissolved Zinc

Dissolved 
Copper

Total Zinc
Total 

Copper
Motor Oil

85% 64% 67% 45% 66% 38% 69% 50% 95%

Performance
The MWS Linear continues to outperform other treatment methods with superior pollutant removal for TSS, 
heavy metals, nutrients, hydrocarbons and bacteria.  Since 2007 the MWS Linear has been field tested on nu-
merous sites across the country.  With it’s advanced pre-treatment chamber and innovative horizontal flow 
biofilter, the system is able to effectively remove pollutants through a combination of physical, chemical, and 
biological filtration processes. With the same biological processes found in natural wetlands, the MWS Linear 
harnesses natures ability to process, transform, and remove even the most harmful pollutants. 
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Treatment Flow Sizing Table

Model # Dimensions WetlandMedia
Surface Area

Treatment Flow 
Rate (cfs)

MWS-L-4-4 4’ x 4’ 23 ft2 0.052

MWS-L-4-6 4’ x 6’ 32 ft2 0.073

MWS-L-4-8 4’ x 8’ 50 ft2 0.115

MWS-L-4-13 4’ x 13’ 63 ft2 0.144

MWS-L-4-15 4’ x 15’ 76 ft2 0.175

MWS-L-4-17 4’ x 17’ 90 ft2 0.206

MWS-L-4-19 4’ x 19’ 103 ft2 0.237

MWS-L-4-21 4’ x 21’ 117 ft2 0.268

MWS-L-8-8 8’ x 8’ 100 ft2 0.230

MWS-L-8-12 8’ x 12’ 151 ft2 0.346

MWS-L-8-16 8’ x 16’ 201 ft2 0.462

Flow Based Sizing
The MWS Linear can be used in stand alone applica-
tions to meet treatment flow requirements.  Since the 
MWS Linear is the only biofiltration system that can ac-
cept inflow pipes several feet below the surface it can 
be used not only in decentralized design applications 
but also as a large central end-of-the-line application 
for maximum feasibility.

Volume Based Sizing
Many states require treatment of a water quality volume and do not offer the option of flow based design.  The 
MWS Linear and its unique horizontal flow makes it the only biofilter that can be used in volume based design 
installed downstream of ponds, detention basins, and underground storage systems.

Treatment Volume Sizing Table

Model # Treatment Capacity (cu. ft.)
@ 24-Hour Drain Down

Treatment Capacity (cu. ft.)
@ 48-Hour Drain Down

MWS-L-4-4 1140 2280

MWS-L-4-6 1600 3200

MWS-L-4-8 2518 5036

MWS-L-4-13 3131 6261

MWS-L-4-15 3811 7623

MWS-L-4-17 4492 8984

MWS-L-4-19 5172 10345

MWS-L-4-21 5853 11706

MWS-L-8-8 5036 10072

MWS-L-8-12 7554 15109

MWS-L-8-16 10073 20145
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Installation
The MWS Linear is simple, easy to install, and has a space efficient design that offers lower excavation and in-
stallation costs compared to traditional tree-box type systems.  The structure of the system resembles pre-cast 
catch basin or utility vaults and is installed in a similar fashion.  

The system is delivered fully assembled for quick in-
stallation.  Generally, the structure can be unloaded 
and set in place in 15 minutes.  Our experienced 
team of field technicians are available to supervise 
installations and provide technical support.

Plant Selection
Abundant plants, trees, and grasses bring value and an aesthetic benefit to any urban setting, but those in the 
MWS Linear do even more - they increase pollutant removal.  What’s not seen, but very important, is that below 
grade the stormwater runoff/flow is being subjected to nature’s secret weapon: a dynamic physical, chemi-
cal, and biological process working to break down and remove non-point source pollutants.  The flow rate is 
controlled in the MWS Linear, giving the plants more “contact time” so that pollutants are more successfully 
decomposed, volatilized and incorporated into the biomass of The MWS 
Linear’s micro/macro flora and fauna.

A wide range of plants are suitable for use in the MWS Linear, but selec-
tions vary by location and climate.  View suitable plants by selecting the 
list relative to your project location’s hardy zone.  

Please visit www.ModularWetlands.com/Plants for more information 
and various plant lists. 

Maintenance
Reduce your maintenance costs, man hours, and materials with the MWS Linear.  Unlike other biofiltration 
systems that provide no pre-treatment, the MWS Linear is a self-contained treatment train which incorporates 
simple and effective pre-treatment.  

Maintenance requirements for the biofilter itself are almost completely 
eliminated, as the pre-treatment chamber removes and isolates trash, 
sediments, and hydrocarbons.  What’s left is the simple maintenance 
of an easily accessible pre-treatment chamber that can be cleaned by 
hand or with a standard vac truck.  Only periodic replacement of low-
cost media in the pre-filter cartridges is required for long term opera-
tion and there is absolutely no need to replace expensive biofiltration 
media.
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GPM CFS

MWS-L-4-4 4.13' 6.7 3.40 22.78 23.46 0.052

MWS-L-4-6 4.13' 9.4 3.40 31.96 32.92 0.073

MWS-L-4-8 4.13' 14.8 3.40 50.32 51.83 0.115

MWS-L-4-13 4.13' 18.4 3.40 62.56 64.44 0.144

MWS-L-4-15 4.13' 22.4 3.40 76.16 78.44 0.175

MWS-L-4-17 4.13' 26.4 3.40 89.76 92.45 0.206

MWS-L-4-19 4.13' 30.4 3.40 103.36 106.46 0.237

MWS-L-4-21 4.13' 34.4 3.40 116.96 120.47 0.268

MWS-L-8-12 4.13' 44.4 3.40 150.96 155.49 0.346

MWS-L-8-16 4.13' 59.2 3.40 201.28 207.32 0.462

Shallow or Deeper Units 
Available. Change in Height 

Will Affect Treatment Capacity

** Not the physical height of 
the unit but the max HGL in 

the system at peak treatment 
flow rate

Based on loading rate of 
100 in/hr or 1.03 gpm/sq ft

Wetland Surface 
Area (sq ft)

Treatment Capacity for Flow Based Design      
**FLOW DESIGN**

Modular Wetland Systems, Inc.         Copyright 2013         www.modularwetlands.com      

 info@modularwetlands.com         P: 760-433-7640       2972 San Luis Rey Rd, Oceanside CA  92058     

MWS Linear 2.0 Flow Based Sizing Calculations -            
State of California

Model #
Physical Depth of Model 

from TC, FS, TC to 
INVERT OUT

Wetland Perimiter 
(ft)

**Wetland Chamber Max 
HGL Height (ft)



24 Hour Drain Down 48 Hour Drain Down

MWS-L-4-4 4.13' 6.7 3.40 22.78 1139.96 2279.93

MWS-L-4-6 4.13' 9.4 3.40 31.96 1599.35 3198.71

MWS-L-4-8 4.13' 14.8 3.40 50.32 2518.13 5036.26

MWS-L-4-13 4.13' 18.4 3.40 62.56 3130.65 6261.30

MWS-L-4-15 4.13' 22.4 3.40 76.16 3811.22 7622.45

MWS-L-4-17 4.13' 26.4 3.40 89.76 4491.80 8983.60

MWS-L-4-19 4.13' 30.4 3.40 103.36 5172.37 10344.75

MWS-L-4-21 4.13' 34.4 3.40 116.96 5852.95 11705.90

MWS-L-8-12 4.13' 44.4 3.40 150.96 7554.39 15108.78

MWS-L-8-16 4.13' 59.2 3.40 201.28 10072.52 20145.04

MWS-L-10-20 4.13' 88.8 3.40 301.92 15108.78 30217.56

Shallow or Deeper Units 
Available. Change in Height 

Will Affect Treatment Capacity

** Not the physical height of 
the unit but the max HGL in 

the system at peak treatment 
flow rate

Modular Wetland Systems, Inc.         Copyright 2013         www.modularwetlands.com      

 info@modularwetlands.com         P: 760-433-7640       2972 San Luis Rey Rd, Oceanside CA  92058     

Based on loading rate of 25 in/hr or 0.26 gpm/sq ft

MWS Linear 2.0 Volume Based Sizing Calculations -           
All States

Model #
Physical Depth of Model 

from TC, FS, TC to 
INVERT OUT

Wetland Perimiter 
(ft)

**Wetland Chamber Max 
HGL Height (ft)

Wetland Surface 
Area (sq ft)

Treatment Capacity for Volume Based Design      
**VOLUME DESIGN**
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Appendix 7:  Hydromodification 

Supporting Detail Relating to Hydrologic Conditions of Concern 

 



The proposed development disturbs more than one acre and all downstream conveyance 

channels to Cucamonga Creek lower reach, which ultimately discharges into Prado Dam. This is 

an adequate sump that is regularly maintained to ensure design flow capacity. Therefore, the 

proposed development is HCOC compliant and is not subject to mitigate for hydromodification. 
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Appendix 8:  Source Control 
Pollutant Sources/Source Control Checklist 

 



S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

   How to use this worksheet (also see instructions in Section G of the WQMP Template): 
 
1. Review Column 1 and identify which of these potential sources of stormwater pollutants apply to your site. Check each box that applies.  

2. Review Column 2 and incorporate all of the corresponding applicable BMPs in your WQMP Exhibit.  

3. Review Columns 3 and 4 and incorporate all of the corresponding applicable permanent controls and operational BMPs in your WQMP. Use the 
format shown in Table G.1on page 23 of this WQMP Template. Describe your specific BMPs in an accompanying narrative, and explain any 
special conditions or situations that required omitting BMPs or substituting alternative BMPs for those shown here. 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 A. On-site storm drain 
inlets 

 Locations of inlets.  Mark all inlets with the words 
“Only Rain Down the Storm 
Drain” or similar. Catch Basin 
Markers may be available from the 
Riverside County Flood Control 
and Water Conservation District, 
call 951.955.1200 to verify. 


 


 

 

 
 
 
 



Maintain and periodically repaint or 
replace inlet markings. 

Provide stormwater pollution 
prevention information to new site 
owners, lessees, or operators. 

See applicable operational BMPs in 
Fact Sheet SC-44, “Drainage System 
Maintenance,” in the CASQA 
Stormwater Quality Handbooks at 
www.cabmphandbooks.com 

Include the following in lease 
agreements: “Tenant shall not allow 
anyone to discharge anything to storm 
drains or to store or deposit materials 
so as to create a potential discharge to 
storm drains.” 

 B. Interior floor drains 
and elevator shaft sump 
pumps 

   State that interior floor drains and 
elevator shaft sump pumps will be 
plumbed to sanitary sewer. 

 Inspect and maintain drains to prevent 
blockages and overflow. 

 C. Interior parking 
garages 

   State that parking garage floor 
drains will be plumbed to the 
sanitary sewer. 

 Inspect and maintain drains to prevent 
blockages and overflow. 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 D1. Need for future 
indoor & structural pest 
control 

   Note building design features that  
discourage entry of pests. 

 Provide Integrated Pest Management 
information to owners, lessees, and 
operators. 

 D2. Landscape/ 
Outdoor Pesticide Use 

 
 
 

 
 

 

Show locations of native trees or 
areas of shrubs and ground cover to 
be undisturbed and retained. 

Show self-retaining landscape 
areas, if any.  

Show stormwater treatment and 
hydrograph modification 
management BMPs. (See 
instructions in Chapter 3, Step 5 
and guidance in Chapter 5.) 

 

 
 


 
 


 
 
 
 
 


 
 
 


 

 

 

State that final landscape plans will 
accomplish all of the following. 

Preserve existing native trees, 
shrubs, and ground cover to the 
maximum extent possible. 

Design landscaping to minimize 
irrigation and runoff, to promote 
surface infiltration where 
appropriate, and to minimize the 
use of fertilizers and pesticides that 
can contribute to stormwater 
pollution.  

Where landscaped areas are used to 
retain or detain stormwater, specify 
plants that are tolerant of saturated 
soil conditions. 

Consider using pest-resistant 
plants, especially adjacent to 
hardscape.  

To insure successful establishment, 
select plants appropriate to site 
soils, slopes, climate, sun, wind, 
rain, land use, air movement, 
ecological consistency, and plant 
interactions. 

 

 

 
 
 
 
 



Maintain landscaping using minimum 
or no pesticides. 

See applicable operational BMPs in 
“What you should know 
for…..Landscape and Gardening” at 
http://rcflood.org/stormwater/Error! 
Hyperlink reference not valid. 

Provide IPM information to new 
owners, lessees and operators. 

 



S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 E. Pools, spas, ponds, 
decorative fountains, 
and other water 
features. 

 Show location of water feature and 
a sanitary sewer cleanout in an 
accessible area within 10 feet. 
(Exception: Public pools must be 
plumbed according to County 
Department of Environmental 
Health Guidelines.) 

 If the Co-Permittee requires pools 
to be plumbed to the sanitary 
sewer, place a note on the plans 
and state in the narrative that this 
connection will be made according 
to local requirements.  

 See applicable operational BMPs in  
“Guidelines for Maintaining Your 
Swimming Pool, Jacuzzi and Garden 
Fountain” at 
http://rcflood.org/stormwater/   

 F. Food service   
 
 
 
 
 

 

For restaurants, grocery stores, and 
other food service operations, show 
location (indoors or in a covered 
area outdoors) of a floor sink or 
other area for cleaning floor mats, 
containers, and equipment.  

On the drawing, show a note that 
this drain will be connected to a 
grease interceptor before 
discharging to the sanitary sewer.  

 

 
 

Describe the location and features 
of the designated cleaning area.  

Describe the items to be cleaned in 
this facility and how it has been 
sized to insure that the largest 
items can be accommodated. 

 

 See the brochure, “The Food Service 
Industry Best Management Practices for: 
Restaurants, Grocery Stores, 
Delicatessens and Bakeries” at 
http://rcflood.org/stormwater/  

Provide this brochure to new site 
owners, lessees, and operators. 

 G. Refuse areas  
 
 
 
 

 
 
 
 
 
 

 

Show where site refuse and 
recycled materials will be handled 
and stored for pickup. See local 
municipal requirements for sizes 
and other details of refuse areas. 

If dumpsters or other receptacles 
are outdoors, show how the 
designated area will be covered, 
graded, and paved to prevent run-
on and show locations of berms to 
prevent runoff from the area. 

Any drains from dumpsters, 
compactors, and tallow bin areas 
shall be connected to a grease 
removal device before discharge to 
sanitary sewer. 


 
 



State how site refuse will be 
handled and provide supporting 
detail to what is shown on plans. 

State that signs will be posted on or 
near dumpsters with the words “Do 
not dump hazardous materials 
here” or similar. 

 State how the following will be 
implemented: 

Provide adequate number of 
receptacles. Inspect receptacles 
regularly; repair or replace leaky 
receptacles. Keep receptacles covered. 
Prohibit/prevent dumping of liquid or 
hazardous wastes. Post “no hazardous 
materials” signs. Inspect and pick up 
litter daily and clean up spills 
immediately. Keep spill control 
materials available on-site. See Fact 
Sheet SC-34, “Waste Handling and 
Disposal” in the CASQA Stormwater 
Quality Handbooks at 
www.cabmphandbooks.com 
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S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 H. Industrial processes.  Show process area.  If industrial processes are to be 
located on site, state: “All process 
activities to be performed indoors. 
No processes to drain to exterior or 
to storm drain system.” 

 See Fact Sheet SC-10, “Non-
Stormwater Discharges” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

See the brochure “Industrial & 
Commercial Facilities Best Management 
Practices for: Industrial, Commercial 
Facilities” at 
http://rcflood.org/stormwater/ 



S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 I. Outdoor storage of 
equipment or materials. 
(See rows J and K for 
source control 
measures for vehicle 
cleaning, repair, and 
maintenance.) 

 
 
 
 
 

 
 
 
 
 

 
 
 
 
 

 

Show any outdoor storage areas, 
including how materials will be 
covered. Show how areas will be 
graded and bermed to prevent run-
on or run-off from area.  

Storage of non-hazardous liquids 
shall be covered by a roof and/or 
drain to the sanitary sewer system, 
and be contained by berms, dikes, 
liners, or vaults.  

Storage of hazardous materials and 
wastes must be in compliance with 
the local hazardous materials 
ordinance and a Hazardous 
Materials Management Plan for the 
site.  

 Include a detailed description of 
materials to be stored, storage 
areas, and structural features to 
prevent pollutants from entering 
storm drains. 

Where appropriate, reference 
documentation of compliance with 
the requirements of Hazardous 
Materials Programs for: 

 Hazardous Waste Generation 

 Hazardous Materials Release 
Response and Inventory  

 California Accidental Release 
(CalARP)  

 Aboveground Storage Tank  

 Uniform Fire Code Article 80 
Section 103(b) & (c) 1991  

 Underground Storage Tank  

www.cchealth.org/groups/hazmat
/ 

  

 See the Fact Sheets SC-31, “Outdoor 
Liquid Container Storage” and SC-33, 
“Outdoor Storage of Raw Materials ” 
in the CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 



S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 J. Vehicle and 
Equipment Cleaning 

 Show on drawings as appropriate: 

(1) Commercial/industrial facilities 
having vehicle/equipment cleaning 
needs shall either provide a 
covered, bermed area for washing 
activities or discourage 
vehicle/equipment washing by 
removing hose bibs and installing 
signs prohibiting such uses.  

(2) Multi-dwelling complexes shall 
have a paved, bermed, and covered 
car wash area (unless car washing 
is prohibited on-site and hoses are 
provided with an automatic shut-
off to discourage such use). 

(3) Washing areas for cars, vehicles, 
and equipment shall be paved, 
designed to prevent run-on to or 
runoff from the area, and plumbed 
to drain to the sanitary sewer.  

(4) Commercial car wash facilities 
shall be designed such that no 
runoff from the facility is 
discharged to the storm drain 
system. Wastewater from the 
facility shall discharge to the 
sanitary sewer, or a wastewater 
reclamation system shall be 
installed.  

 If a car wash area is not provided, 
describe any measures taken to 
discourage on-site car washing and 
explain how these will be enforced. 

 
 

 

 
 
 

 

Describe operational measures to 
implement the following (if 
applicable): 

Washwater from vehicle and 
equipment washing operations shall 
not be discharged to the storm drain 
system. Refer to “Outdoor Cleaning 
Activities and Professional Mobile Service 
Providers” for many of the Potential 
Sources of Runoff Pollutants categories 
below.  Brochure can be found at 
http://rcflood.org/stormwater/ 

Car dealerships and similar may 
rinse cars with water only. 

 



S T O R M W A T E R  P O L L U T A N T  S O U R C E S / S O U R C E  C O N T R O L  C H E C K L I S T  
 
 

 

IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 K. Vehicle/Equipment 
Repair and 
Maintenance 

 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

Accommodate all vehicle 
equipment repair and maintenance 
indoors. Or designate an outdoor 
work area and design the area to 
prevent run-on and runoff of 
stormwater.  

Show secondary containment for 
exterior work areas where motor 
oil, brake fluid, gasoline, diesel 
fuel, radiator fluid, acid-containing 
batteries or other hazardous 
materials or hazardous wastes are 
used or stored. Drains shall not be 
installed within the secondary 
containment areas. 

Add a note on the plans that states 
either (1) there are no floor drains, 
or (2) floor drains are connected to 
wastewater pretreatment systems 
prior to discharge to the sanitary 
sewer and an industrial waste 
discharge permit will be obtained.  


 
 
 


 
 
 
 
 



State that no vehicle repair or 
maintenance will be done outdoors, 
or else describe the required 
features of the outdoor work area. 

State that there are no floor drains 
or if there are floor drains, note the 
agency from which an industrial 
waste discharge permit will be 
obtained and that the design meets 
that agency’s requirements. 

State that there are no tanks, 
containers or sinks to be used for 
parts cleaning or rinsing or, if there 
are, note the agency from which an 
industrial waste discharge permit 
will be obtained and that the 
design meets that agency’s 
requirements. 

 
 
 


 
 
 
 


 
 
 
 
 
 
 
 
 



In the Stormwater Control Plan, note 
that all of the following restrictions 
apply to use the site: 

No person shall dispose of, nor permit 
the disposal, directly or indirectly of 
vehicle fluids, hazardous materials, or 
rinsewater from parts cleaning into 
storm drains. 

No vehicle fluid removal shall be 
performed outside a building, nor on 
asphalt or ground surfaces, whether 
inside or outside a building, except in 
such a manner as to ensure that any 
spilled fluid will be in an area of 
secondary containment. Leaking 
vehicle fluids shall be contained or 
drained from the vehicle immediately. 

No person shall leave unattended drip 
parts or other open containers 
containing vehicle fluid, unless such 
containers are in use or in an area of 
secondary containment.  

Refer to “Automotive Maintenance & Car 
Care Best Management Practices for Auto 
Body Shops, Auto Repair Shops, Car 
Dealerships, Gas Stations and Fleet 
Service Operations”.  Brochure can be 
found at http://rcflood.org/stormwater/ 
Refer to Outdoor Cleaning Activities and 
Professional Mobile Service Providers for 
many of the Potential Sources of     
Runoff Pollutants categories below.  
Brochure can be found at 
http://rcflood.org/stormwater/ 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 L. Fuel Dispensing 
Areas 

 
 
 
 
 
 
 
 
 
 

 

Fueling areas6 shall have 
impermeable floors (i.e., portland 
cement concrete or equivalent 
smooth impervious surface) that 
are: a) graded at the minimum 
slope necessary to prevent ponding; 
and b) separated from the rest of 
the site by a grade break that 
prevents run-on of stormwater to 
the maximum extent practicable.  

Fueling areas shall be covered by a 
canopy that extends a minimum of 
ten feet in each direction from each 
pump.  [Alternative: The fueling 
area must be covered and the 
cover’s minimum dimensions must 
be equal to or greater than the area 
within the grade break or fuel 
dispensing area1.]  The canopy [or 
cover] shall not drain onto the 
fueling area. 

  
 



The property owner shall dry sweep 
the fueling area routinely. 

See the Fact Sheet SD-30 , “Fueling 
Areas” in the CASQA Stormwater 
Quality Handbooks at 
www.cabmphandbooks.com 

                                                           
 

6 The fueling area shall be defined as the area extending a minimum of 6.5 feet from the corner of each fuel dispenser or the length at which the hose and nozzle assembly may be operated plus 
a minimum of one foot, whichever is greater. 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 M. Loading Docks  
 

 

 

 

 

 

 
 

 

 
 

 

 
 

 

Show a preliminary design for the 
loading dock area, including 
roofing and drainage. Loading 
docks shall be covered and/or 
graded to minimize run-on to and 
runoff from the loading area. Roof 
downspouts shall be positioned to 
direct stormwater away from the 
loading area. Water from loading 
dock areas shall be drained to the 
sanitary sewer, or diverted and 
collected for ultimate discharge to 
the sanitary sewer.  

Loading dock areas draining 
directly to the sanitary sewer shall 
be equipped with a spill control 
valve or equivalent device, which 
shall be kept closed during periods 
of operation. 

Provide a roof overhang over the 
loading area or install door skirts 
(cowling) at each bay that enclose 
the end of the trailer. 

  
 



Move loaded and unloaded items 
indoors as soon as possible. 

See Fact Sheet SC-30, “Outdoor 
Loading and Unloading,” in the 
CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 N. Fire Sprinkler Test 
Water 

   Provide a means to drain fire 
sprinkler test water to the sanitary 
sewer. 

 See the note in Fact Sheet SC-41, 
“Building and Grounds Maintenance,” 
in the CASQA Stormwater Quality 
Handbooks at 
www.cabmphandbooks.com 

 
 
 

 
 
 
 
 
 
 

O. Miscellaneous Drain 
or Wash Water or Other 
Sources 

Boiler drain lines 

Condensate drain lines 

Rooftop equipment 

Drainage sumps 

Roofing, gutters, and 
trim. 

Other sources 

  
 
 
 


 
 
 
 


 
 
 

 

 
 

 
 



Boiler drain lines shall be directly 
or indirectly connected to the 
sanitary sewer system and may not 
discharge to the storm drain 
system. 

Condensate drain lines may 
discharge to landscaped areas if the 
flow is small enough that runoff 
will not occur. Condensate drain 
lines may not discharge to the 
storm drain system. 

Rooftop equipment with potential 
to produce pollutants shall be 
roofed and/or have secondary 
containment. 

Any drainage sumps on-site shall 
feature a sediment sump to reduce 
the quantity of sediment in 
pumped water. 

Avoid roofing, gutters, and trim 
made of copper or other 
unprotected metals that may leach 
into runoff. 

Include controls for other sources 
as specified by local reviewer. 
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IF THESE SOURCES WILL BE 
ON THE PROJECT SITE … 

… THEN YOUR WQMP SHOULD INCLUDE THESE SOURCE CONTROL BMPs, AS APPLICABLE 

1 
Potential Sources of  

Runoff Pollutants 

2 
Permanent Controls—Show on 

WQMP Drawings  

3 
Permanent Controls—List in WQMP 

Table and Narrative 

4 
Operational BMPs—Include in WQMP 

Table and Narrative 

 P. Plazas, sidewalks, 
and parking lots. 

     Sweep plazas, sidewalks, and parking 
lots regularly to prevent accumulation 
of litter and debris. Collect debris from 
pressure washing to prevent entry into 
the storm drain system. Collect 
washwater containing any cleaning 
agent or degreaser and discharge to 
the sanitary sewer not to a storm drain.  
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Appendix 9:  O&M 
Operation and Maintenance Plan and Documentation of Finance, Maintenance and Recording Mechanisms 

 



Trained Contractor and Personnel Log
Stormwater Management Training Log and Documentation

Project Name:

WDID #:

Stormwater Management Topic: (check as appropriate)

 Erosion Control  Sediment Control

 Wind Erosion Control  Tracking Control

 Non-Stormwater Management  Waste Management and Materials Pollution Control

 Stormwater Sampling  Other (explain)

Specific Training Objective:

Location: Date:  _

Instructor: Telephone:

Course Length (hours):

Attendee Roster (Attach additional forms if necessary)

Name Company Phone

As needed, add proof of external training (e.g., course completion certificates, credentials for QSP, QSD).
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Appendix 10:  Educational Materials 

BMP Fact Sheets, Maintenance Guidelines and Other End-User BMP Information 



What is stormwater runoff?

Why is stormwater runoff
a problem?

The effects of pollution

Stormwater runoff occurs when precipitation
from rain or snowmelt flows over the ground.
Impervious surfaces like driveways, sidewalks,
and streets prevent stormwater from
naturally soaking into the ground.

Stormwater can pick up debris, chemicals, dirt, and other
pollutants and flow into a storm sewer system or directly to
a lake, stream, river, wetland, or coastal water. Anything that
enters a storm sewer system is discharged untreated into
the waterbodies we use for swimming, fishing, and providing
drinking water.

Polluted stormwater runoff can have
many adverse effects on plants, fish,
animals, and people.

Sediment can cloud the water
and make it difficult or
impossible for aquatic plants to
grow. Sediment also can

.

�

destroy aquatic habitats

Excess nutrients can cause
algae blooms. When algae die,
they sink to the bottom and decompose
in a process that removes oxygen from
the water. Fish and other aquatic
organisms can’t exist in water with low
dissolved oxygen levels.

Bacteria and other pathogens can wash
into swimming areas and create health
hazards, often making beach closures
necessary.

Debris—plastic bags, six-pack rings, bottles, and
cigarette butts—washed into waterbodies can choke, suffocate, or
disable aquatic life like ducks, fish, turtles, and birds.

Household hazardous wastes like insecticides, pesticides, paint,
solvents, used motor oil, and other auto fluids can poison aquatic life.
Land animals and people can become sick or die from eating diseased
fish and shellfish or ingesting polluted water.

Polluted stormwater often
affects drinking water
sources. This, in turn, can
affect human health and
increase drinking water
treatment costs.

�

�

�

�

�

AftertheStorm

EPA 833-B-03-002

January 2003

For more information contact:

or visit
www.epa.gov/npdes/stormwater

www.epa.gov/nps

ACitizen’sGuideto
UnderstandingStormwater

WHEN IT RAINS
IT DRAINS

WHEN IT RAINS
IT DRAINS

InternetAddress(URL)HTTP://www.epa.gov
Recycled/RecyclablePrintedWithVegetable

OilBasedInkson100%Postconsumer,
ProcessChlorineFreeRecycledPaper

●

●



Auto care
Washing your car and
degreasing auto parts at home
can send detergents and other
contaminants through the
storm sewer system. Dumping
automotive fluids into storm
drains has the same result as
dumping the materials directly
into a waterbody.

Pet waste
Pet waste can be
a major source of
bacteria and
excess nutrients
in local waters.

� When walking
your pet,
remember to pick up the
waste and dispose of it
properly. Flushing pet
waste is the best disposal
method. Leaving pet waste
on the ground increases
public health risks by
allowing harmful bacteria
and nutrients to wash into
the storm drain and
eventually into local
waterbodies.

Septic
systems
Leaking and
poorly
maintained
septic
systems release nutrients and
pathogens (bacteria and
viruses) that can be picked up
by stormwater and discharged
into nearby waterbodies.
Pathogens can cause public
health problems and
environmental concerns.

Lawn care
Excess fertilizers
and pesticides
applied to lawns
and gardens wash
off and pollute
streams. In
addition, yard
clippings and
leaves can wash
into storm drains and contribute
nutrients and organic matter to streams.

Education is essential to changing people's behavior.
Signs and markers near storm drains warn residents
that pollutants entering the drains will be carried
untreated into a local waterbody.

Recycle or properly dispose of household products that

contain chemicals, such as insecticides, pesticides, paint,

solvents, and used motor oil and other auto fluids.

Don’t pour them onto the ground or into storm drains.
�

�

Use a commercial car wash that treats or
recycles its wastewater, or wash your car on
your yard so the water infiltrates into the
ground.

Repair leaks and dispose of used auto fluids
and batteries at designated drop-off or
recycling locations.

�

�

�

�

Don’t overwater your lawn. Consider
using a soaker hose instead of a
sprinkler.

Use pesticides and fertilizers
sparingly. When use is necessary, use
these chemicals in the recommended
amounts. Use organic mulch or safer
pest control methods whenever
possible.

Compost or mulch yard waste. Don’t
leave it in the street or sweep it into
storm drains or streams.

Cover piles of dirt or mulch being
used in landscaping projects.

�

�

Inspect your system every
3 years and pump your
tank as necessary (every 3
to 5 years).

Don't dispose of
household hazardous
waste in sinks or toilets.

Dirt, oil, and debris that collect in
parking lots and paved areas can be
washed into the storm sewer system
and eventually enter local
waterbodies.

�

�

�

Sweep up litter and debris from
sidewalks, driveways and parking lots,
especially around storm drains.

Cover grease storage and dumpsters
and keep them clean to avoid leaks.

Report any chemical spill to the local
hazardous waste cleanup team.
They’ll know the best way to keep
spills from harming the environment.

Erosion controls that aren’t maintained can cause
excessive amounts of sediment and debris to be
carried into the stormwater system. Construction
vehicles can leak fuel, oil, and other harmful fluids
that can be picked up by stormwater and
deposited into local waterbodies.

�

�

�

Divert stormwater away from disturbed or
exposed areas of the construction site.

Install silt fences, vehicle mud removal areas,
vegetative cover, and other sediment and
erosion controls  and properly maintain them,
especially after rainstorms.

Prevent soil erosion by minimizing disturbed
areas during construction projects, and seed
and mulch bare areas as soon as possible.

Uncovered fueling stations allow spills to be
washed into storm drains. Cars waiting to be
repaired can leak fuel, oil, and other harmful
fluids that can be picked up by stormwater.

�

�

�

�

Clean up spills immediately and properly
dispose of cleanup materials.

Provide cover over fueling stations and
design or retrofit facilities for spill
containment.

Properly maintain fleet vehicles to prevent
oil, gas, and other discharges from being
washed into local waterbodies.

Install and maintain oil/water separators.

Lack of vegetation on streambanks can lead to erosion. Overgrazed pastures can also
contribute excessive amounts of sediment to local waterbodies. Excess fertilizers and
pesticides can poison aquatic animals and lead to destructive algae blooms. Livestock in
streams can contaminate waterways with bacteria, making them unsafe for human contact.

�

�

�

�

�

Keep livestock away from streambanks and provide
them a water source away from waterbodies.

Store and apply manure away from waterbodies and in
accordance with a nutrient management plan.

Vegetate riparian areas along waterways.

Rotate animal grazing to prevent soil erosion in fields.

Apply fertilizers and pesticides according to label
instructions to save money and minimize pollution.

Permeable Pavement

Rain Barrels

Rain Gardens and
Grassy Swales

Vegetated Filter Strips

—Traditional concrete and
asphalt don’t allow water to soak into the ground.
Instead these surfaces rely on storm drains to
divert unwanted water. Permeable pavement
systems allow rain and snowmelt to soak through,
decreasing stormwater runoff.

—You can
collect rainwater from
rooftops in mosquito-
proof containers. The
water can be used later on
lawn or garden areas.

—Specially
designed areas planted
with native plants can provide natural places for

rainwater to collect
and soak into the
ground. Rain from
rooftop areas or paved
areas can be diverted
into these areas rather
than into storm drains.

—Filter strips are areas of
native grass or plants created along roadways or
streams. They trap the pollutants stormwater
picks up as it flows across driveways and streets.

Residential landscaping

Improperly managed logging operations can result in erosion and
sedimentation.

�

�

�

�

�

Conduct preharvest planning to prevent erosion and lower costs.

Use logging methods and equipment that minimize soil disturbance.

Plan and design skid trails, yard areas, and truck access roads to
minimize stream crossings and avoid disturbing the forest floor.

Construct stream crossings so that they minimize erosion and physical
changes to streams.

Expedite revegetation of cleared areas.

Commercial

Stormwater Pollution Solutions

Construction
Agriculture Automotive

Facilities

Forestry



















Non-Stormwater Discharges SC-10
Objectives

Cover

Contain

Educate

Reduce/Minimize

Product Substitution

Targeted Constituents

Sediment
Nutrients
Trash
Metals
Bacteria
Oil and Grease
Organics

Description
Non-stormwater discharges are those flows that do not consist
entirely of stormwater.  Some non-stormwater discharges do not
include pollutants and may be discharged to the storm drain.
These include uncontaminated groundwater and natural springs.
There are also some non-stormwater discharges that typically do
not contain pollutants and may be discharged to the storm drain
with conditions.  These include car washing, air conditioner
condensate, etc.  However there are certain non-stormwater
discharges that pose environmental concern.  These discharges
may originate from illegal dumping or from internal floor drains,
appliances, industrial processes, sinks, and toilets that are
connected to the nearby storm drainage system. These
discharges (which may include: process waste waters, cooling
waters, wash waters, and sanitary wastewater) can carry
substances such as paint, oil, fuel and other automotive fluids,
chemicals and other pollutants into storm drains.  They can
generally be detected through a combination of detection and
elimination.  The ultimate goal is to effectively eliminate non-
stormwater discharges to the stormwater drainage system
through implementation of measures to detect, correct, and
enforce against illicit connections and illegal discharges of
pollutants on streets and into the storm drain system and creeks.

Approach
Initially the industry must make an assessment of non-
stormwater discharges to determine which types must be
eliminated or addressed through BMPs.  The focus of the
following approach is in the elimination of non-stormwater
discharges.
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SC-10 Non-Stormwater Discharges

Pollution Prevention

Ensure that used oil, used antifreeze, and hazardous chemical recycling programs are being
implemented.  Encourage litter control.

Suggested Protocols
Recommended Complaint Investigation Equipment

Field Screening Analysis

- pH paper or meter

- Commercial stormwater pollutant screening kit that can detect for reactive phosphorus,
nitrate nitrogen, ammonium nitrogen, specific conductance, and turbidity

- Sample jars

- Sample collection pole

- A tool to remove access hole covers

Laboratory Analysis

- Sample cooler

- Ice

- Sample jars and labels

- Chain of custody forms

Documentation

- Camera

- Notebook

- Pens

- Notice of Violation forms

- Educational materials

General
Develop clear protocols and lines of communication for effectively prohibiting non-
stormwater discharges, especially those that are not classified as hazardous.  These are often
not responded to as effectively as they need to be.

Stencil or demarcate storm drains, where applicable, to prevent illegal disposal of pollutants.
Storm drain inlets should have messages such as “Dump No Waste Drains to Stream”
stenciled or demarcated next to them to warn against ignorant or intentional dumping of
pollutants into the storm drainage system.
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Non-Stormwater Discharges SC-10

See SC44 Stormwater Drainage System Maintenance for additional information.

Illicit Connections
Locate discharges from the industrial storm drainage system to the municipal storm drain
system through review of “as-built” piping schematics.

Isolate problem areas and plug illicit discharge points.

Locate and evaluate all discharges to the industrial storm drain system.

Visual Inspection and Inventory
Inventory and inspect each discharge point during dry weather.

Keep in mind that drainage from a storm event can continue for a day or two following the
end of a storm and groundwater may infiltrate the underground stormwater collection
system.  Also, non-stormwater discharges are often intermittent and may require periodic
inspections.

Review Infield Piping
A review of the “as-built” piping schematic is a way to determine if there are any connections
to the stormwater collection system.

Inspect the path of floor drains in older buildings.

Smoke Testing
Smoke testing of wastewater and stormwater collection systems is used to detect
connections between the two systems.

During dry weather the stormwater collection system is filled with smoke and then traced to
sources. The appearance of smoke at the base of a toilet indicates that there may be a
connection between the sanitary and the stormwater system.

Dye Testing
A dye test can be performed by simply releasing a dye into either your sanitary or process
wastewater system and examining the discharge points from the stormwater collection
system for discoloration.

TV Inspection of Drainage System
TV Cameras can be employed to visually identify illicit connections to the industrial storm
drainage system.

Illegal Dumping
Regularly inspect and clean up hot spots and other storm drainage areas where illegal
dumping and disposal occurs.

On paved surfaces, clean up spills with as little water as possible.  Use a rag for small spills, a
damp mop for general cleanup, and absorbent material for larger spills.  If the spilled
material is hazardous, then the used cleanup materials are also hazardous and must be sent
to a certified laundry (rags) or disposed of as hazardous waste.
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Never hose down or bury dry material spills.  Sweep up the material and dispose of properly.

Use adsorbent materials on small spills rather than hosing down the spill.  Remove the
adsorbent materials promptly and dispose of properly.

For larger spills, a private spill cleanup company or Hazmat team may be necessary.

Once a site has been cleaned:

Post “No Dumping” signs with a phone number for reporting dumping and disposal.

Landscaping and beautification efforts of hot spots may also discourage future dumping, as
well as provide open space and increase property values.

Lighting or barriers may also be needed to discourage future dumping.

See fact sheet SC11 Spill Prevention, Control, and Cleanup.

Inspection
Regularly inspect and clean up hot spots and other storm drainage areas where illegal
dumping and disposal occurs.

Conduct field investigations of the industrial storm drain system for potential sources of
non-stormwater discharges.

Pro-actively conduct investigations of high priority areas. Based on historical data, prioritize
specific geographic areas and/or incident type for pro-active investigations.

Reporting
A database is useful for defining and tracking the magnitude and location of the problem.

Report prohibited non-stormwater discharges observed during the course of normal daily
activities so they can be investigated, contained, and cleaned up or eliminated.

Document that non-stormwater discharges have been eliminated by recording tests
performed, methods used, dates of testing, and any on-site drainage points observed.

Document and report annually the results of the program.

Maintain documentation of illicit connection and illegal dumping incidents, including
significant conditionally exempt discharges that are not properly managed.

Training
Training of technical staff in identifying and documenting illegal dumping incidents is
required.

Consider posting the quick reference table near storm drains to reinforce training.

Train employees to identify non-stormwater discharges and report discharges to the
appropriate departments.
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Educate employees about spill prevention and cleanup.

Well-trained employees can reduce human errors that lead to accidental releases or spills.
The employee should have the tools and knowledge to immediately begin cleaning up a spill
should one occur.  Employees should be familiar with the Spill Prevention Control and
Countermeasure Plan.

Determine and implement appropriate outreach efforts to reduce non-permissible non-
stormwater discharges.

Conduct spill response drills annually (if no events occurred to evaluate your plan) in
cooperation with other industries.

When a responsible party is identified, educate the party on the impacts of his or her actions.

Spill Response and Prevention
See SC11 Spill Prevention Control and Cleanup.

Other Considerations
Many facilities do not have accurate, up-to-date schematic drawings.

Requirements
Costs (including capital and operation & maintenance)

The primary cost is for staff time and depends on how aggressively a program is
implemented.

Cost for containment and disposal is borne by the discharger.

Illicit connections can be difficult to locate especially if there is groundwater infiltration.

Indoor floor drains may require re-plumbing if cross-connections to storm drains are
detected.

Maintenance (including administrative and staffing)
Illegal dumping and illicit connection violations requires technical staff to detect and
investigate them.

Supplemental Information
Further Detail of the BMP
Illegal Dumping

Substances illegally dumped on streets and into the storm drain systems and creeks include
paints, used oil and other automotive fluids, construction debris, chemicals, fresh concrete,
leaves, grass clippings, and pet wastes. All of these wastes cause stormwater and receiving
water quality problems as well as clog the storm drain system itself.

Establish a system for tracking incidents.  The system should be designed to identify the
following:

- Illegal dumping hot spots
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- Types and quantities (in some cases) of wastes

- Patterns in time of occurrence (time of day/night, month, or year)

- Mode of dumping (abandoned containers, “midnight dumping” from moving vehicles,
direct dumping of materials, accidents/spills)

- Responsible parties

One of the keys to success of reducing or eliminating illegal dumping is increasing the number of
people at the facility who are aware of the problem and who have the tools to at least identify the
incident, if not correct it.  Therefore, train field staff to recognize and report the incidents.

What constitutes a “non-stormwater” discharge?

Non-stormwater discharges to the stormwater collection system may include any water used
directly in the manufacturing process (process wastewater), air conditioning condensate and
coolant, non-contact cooling water, cooling equipment condensate, outdoor secondary
containment water, vehicle and equipment wash water, sink and drinking fountain
wastewater, sanitary wastes, or other wastewaters.

Permit Requirements
Facilities subject to stormwater permit requirements must include a certification that the
stormwater collection system has been tested or evaluated for the presence of non-
stormwater discharges.  The State’s General Industrial Stormwater Permit requires that non-
stormwater discharges be eliminated prior to implementation of the facility’s SWPPP.

Performance Evaluation
Review annually internal investigation results; assess whether goals were met and what
changes or improvements are necessary.

Obtain feedback from personnel assigned to respond to, or inspect for, illicit connections
and illegal dumping incidents.

References and Resources
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html

Clark County Storm Water Pollution Control Manual
http://www.co.clark.wa.us/pubworks/bmpman.pdf

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org

The Storm Water Managers Resource Center http://www.stormwatercenter.net/
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Spill Prevention, Control & Cleanup SC-11
Objectives

Cover

Contain

Educate

Reduce/Minimize

Product Substitution

Targeted Constituents

Sediment
Nutrients
Trash
Metals
Bacteria
Oil and Grease
Organics

Description
Many activities that occur at an industrial or commercial site
have the potential to cause accidental or illegal spills.
Preparation for accidental or illegal spills, with proper training
and reporting systems implemented, can minimize the discharge
of pollutants to the environment.

Spills and leaks are one of the largest contributors of stormwater
pollutants.  Spill prevention and control plans are applicable to
any site at which hazardous materials are stored or used.  An
effective plan should have spill prevention and response
procedures that identify potential spill areas, specify material
handling procedures, describe spill response procedures, and
provide spill clean-up equipment.  The plan should take steps to
identify and characterize potential spills, eliminate and reduce
spill potential, respond to spills when they occur in an effort to
prevent pollutants from entering the stormwater drainage
system, and train personnel to prevent and control future spills.

Approach
Pollution Prevention

Develop procedures to prevent/mitigate spills to storm drain
systems.  Develop and standardize reporting procedures,
containment, storage, and disposal activities, documentation,
and follow-up procedures.

Develop a Spill Prevention Control and Countermeasure
(SPCC) Plan.  The plan should include:
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- Description of the facility, owner and address, activities and chemicals present

- Facility map

- Notification and evacuation procedures

- Cleanup instructions

- Identification of responsible departments

- Identify key spill response personnel

Recycle, reclaim, or reuse materials whenever possible.  This will reduce the amount of
process materials that are brought into the facility.

Suggested Protocols (including equipment needs)
Spill Prevention

Develop procedures to prevent/mitigate spills to storm drain systems.  Develop and
standardize reporting procedures, containment, storage, and disposal activities,
documentation, and follow-up procedures.

If consistent illegal dumping is observed at the facility:

- Post “No Dumping” signs with a phone number for reporting illegal dumping and
disposal.  Signs should also indicate fines and penalties applicable for illegal dumping.

- Landscaping and beautification efforts may also discourage illegal dumping.

- Bright lighting and/or entrance barriers may also be needed to discourage illegal
dumping.

Store and contain liquid materials in such a manner that if the tank is ruptured, the contents
will not discharge, flow, or be washed into the storm drainage system, surface waters, or
groundwater.

If the liquid is oil, gas, or other material that separates from and floats on water, install a
spill control device (such as a tee section) in the catch basins that collects runoff from the
storage tank area.

Routine maintenance:

- Place drip pans or absorbent materials beneath all mounted taps, and at all potential
drip and spill locations during filling and unloading of tanks. Any collected liquids or
soiled absorbent materials must be reused/recycled or properly disposed.

- Store and maintain appropriate spill cleanup materials in a location known to all near
the tank storage area; and ensure that employees are familiar with the site’s spill control
plan and/or proper spill cleanup procedures.

- Sweep and clean the storage area monthly if it is paved, do not hose down the area to a
storm drain.
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Spill Prevention, Control & Cleanup SC-11

- Check tanks (and any containment sumps) daily for leaks and spills.  Replace tanks that
are leaking, corroded, or otherwise deteriorating with tanks in good condition.  Collect
all spilled liquids and properly dispose of them.

Label all containers according to their contents (e.g., solvent, gasoline).

Label hazardous substances regarding the potential hazard (corrosive, radioactive,
flammable, explosive, poisonous).

Prominently display required labels on transported hazardous and toxic materials (per US
DOT regulations).

Identify key spill response personnel.

Spill Control and Cleanup Activities
Follow the Spill Prevention Control and Countermeasure Plan.

Clean up leaks and spills immediately.

Place a stockpile of spill cleanup materials where it will be readily accessible (e.g., near
storage and maintenance areas).

On paved surfaces, clean up spills with as little water as possible.  Use a rag for small spills, a
damp mop for general cleanup, and absorbent material for larger spills.  If the spilled
material is hazardous, then the used cleanup materials are also hazardous and must be sent
to a certified laundry (rags) or disposed of as hazardous waste.  Physical methods for the
cleanup of dry chemicals include the use of brooms, shovels, sweepers, or plows.

Never hose down or bury dry material spills.  Sweep up the material and dispose of properly.

Chemical cleanups of material can be achieved with the use of adsorbents, gels, and foams.
Use adsorbent materials on small spills rather than hosing down the spill.  Remove the
adsorbent materials promptly and dispose of properly.

For larger spills, a private spill cleanup company or Hazmat team may be necessary.

Reporting
Report spills that pose an immediate threat to human health or the environment to the
Regional Water Quality Control Board.

Federal regulations require that any oil spill into a water body or onto an adjoining shoreline
be reported to the National Response Center (NRC) at 800-424-8802 (24 hour).

Report spills to local agencies, such as the fire department; they can assist in cleanup.

Establish a system for tracking incidents.  The system should be designed to identify the
following:

- Types and quantities (in some cases) of wastes

- Patterns in time of occurrence (time of day/night, month, or year)
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- Mode of dumping (abandoned containers, “midnight dumping” from moving vehicles,
direct dumping of materials, accidents/spills)

- Responsible parties

Training
Educate employees about spill prevention and cleanup.

Well-trained employees can reduce human errors that lead to accidental releases or spills:

- The employee should have the tools and knowledge to immediately begin cleaning up a
spill should one occur.

- Employees should be familiar with the Spill Prevention Control and Countermeasure
Plan.

Employees should be educated about aboveground storage tank requirements.  Employees
responsible for aboveground storage tanks and liquid transfers should be thoroughly
familiar with the Spill Prevention Control and Countermeasure Plan and the plan should be
readily available.

Train employees to recognize and report illegal dumping incidents.

Other Considerations (Limitations and Regulations)
State regulations exist for facilities with a storage capacity of 10,000 gallons or more of
petroleum to prepare a Spill Prevention Control and Countermeasure (SPCC) Plan (Health &
Safety Code Chapter 6.67).

State regulations also exist for storage of hazardous materials (Health & Safety Code Chapter
6.95), including the preparation of area and business plans for emergency response to the
releases or threatened releases.

Consider requiring smaller secondary containment areas (less than 200 sq. ft.) to be
connected to the sanitary sewer, prohibiting any hard connections to the storm drain.

Requirements
Costs (including capital and operation & maintenance)

Will vary depending on the size of the facility and the necessary controls.

Prevention of leaks and spills is inexpensive.  Treatment and/or disposal of contaminated
soil or water can be quite expensive.

Maintenance (including administrative and staffing)
This BMP has no major administrative or staffing requirements.  However, extra time is
needed to properly handle and dispose of spills, which results in increased labor costs.

4 of 9 California Stormwater BMP Handbook January 2003
 Industrial and Commercial
 www.cabmphandbooks.com

http://www.cabmphandbooks.com/


Spill Prevention, Control & Cleanup SC-11

Supplemental Information
Further Detail of the BMP
Reporting
Record keeping and internal reporting represent good operating practices because they can
increase the efficiency of the facility and the effectiveness of BMPs.  A good record keeping
system helps the facility minimize incident recurrence, correctly respond with appropriate
cleanup activities, and comply with legal requirements.  A record keeping and reporting system
should be set up for documenting spills, leaks, and other discharges, including discharges of
hazardous substances in reportable quantities.  Incident records describe the quality and
quantity of non-stormwater discharges to the storm sewer.  These records should contain the
following information:

Date and time of the incident

Weather conditions

Duration of the spill/leak/discharge

Cause of the spill/leak/discharge

Response procedures implemented

Persons notified

Environmental problems associated with the spill/leak/discharge

Separate record keeping systems should be established to document housekeeping and
preventive maintenance inspections, and training activities.  All housekeeping and preventive
maintenance inspections should be documented.  Inspection documentation should contain the
following information:

The date and time the inspection was performed

Name of the inspector

Items inspected

Problems noted

Corrective action required

Date corrective action was taken

Other means to document and record inspection results are field notes, timed and dated
photographs, videotapes, and drawings and maps.

Aboveground Tank Leak and Spill Control
Accidental releases of materials from aboveground liquid storage tanks present the potential for
contaminating stormwater with many different pollutants. Materials spilled, leaked, or lost from
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tanks may accumulate in soils or on impervious surfaces and be carried away by stormwater
runoff.

The most common causes of unintentional releases are:

Installation problems

Failure of piping systems (pipes, pumps, flanges, couplings, hoses, and valves)

External corrosion and structural failure

Spills and overfills due to operator error

Leaks during pumping of liquids or gases from truck or rail car to a storage tank or vice versa

Storage of reactive, ignitable, or flammable liquids should comply with the Uniform Fire Code
and the National Electric Code. Practices listed below should be employed to enhance the code
requirements:

Tanks should be placed in a designated area.

Tanks located in areas where firearms are discharged should be encapsulated in concrete or
the equivalent.

Designated areas should be impervious and paved with Portland cement concrete, free of
cracks and gaps, in order to contain leaks and spills.

Liquid materials should be stored in UL approved double walled tanks or surrounded by a
curb or dike to provide the volume to contain 10 percent of the volume of all of the
containers or 110 percent of the volume of the largest container, whichever is greater.  The
area inside the curb should slope to a drain.

For used oil or dangerous waste, a dead-end sump should be installed in the drain.

All other liquids should be drained to the sanitary sewer if available. The drain must have a
positive control such as a lock, valve, or plug to prevent release of contaminated liquids.

Accumulated stormwater in petroleum storage areas should be passed through an oil/water
separator.

Maintenance is critical to preventing leaks and spills.  Conduct routine inspections and:

Check for external corrosion and structural failure.

Check for spills and overfills due to operator error.

Check for failure of piping system (pipes, pumps, flanger, coupling, hoses, and valves).

Check for leaks or spills during pumping of liquids or gases from truck or rail car to a storage
facility or vice versa.
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Visually inspect new tank or container installation for loose fittings, poor welding, and
improper or poorly fitted gaskets.

Inspect tank foundations, connections, coatings, and tank walls and piping system.  Look for
corrosion, leaks, cracks, scratches, and other physical damage that may weaken the tank or
container system.

Frequently relocate accumulated stormwater during the wet season.

Periodically conduct integrity testing by a qualified professional.

Vehicle Leak and Spill Control
Major spills on roadways and other public areas are generally handled by highly trained Hazmat
teams from local fire departments or environmental health departments.  The measures listed
below pertain to leaks and smaller spills at vehicle maintenance shops.

In addition to implementing the spill prevention, control, and clean up practices above, use the
following measures related to specific activities:

Vehicle and Equipment Maintenance
Perform all vehicle fluid removal or changing inside or under cover to prevent the run-on of
stormwater and the runoff of spills.

Regularly inspect vehicles and equipment for leaks, and repair immediately.

Check incoming vehicles and equipment (including delivery trucks, and employee and
subcontractor vehicles) for leaking oil and fluids. Do not allow leaking vehicles or equipment
onsite.

Always use secondary containment, such as a drain pan or drop cloth, to catch spills or leaks
when removing or changing fluids.

Immediately drain all fluids from wrecked vehicles.

Store wrecked vehicles or damaged equipment under cover.

Place drip pans or absorbent materials under heavy equipment when not in use.

Use adsorbent materials on small spills rather than hosing down the spill.

Remove the adsorbent materials promptly and dispose of properly.

Promptly transfer used fluids to the proper waste or recycling drums. Don’t leave full drip
pans or other open containers lying around.

Oil filters disposed of in trashcans or dumpsters can leak oil and contaminate stormwater.
Place the oil filter in a funnel over a waste oil recycling drum to drain excess oil before
disposal.  Oil filters can also be recycled.  Ask your oil supplier or recycler about recycling oil
filters.
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Store cracked batteries in a non-leaking secondary container.  Do this with all cracked
batteries, even if you think all the acid has drained out. If you drop a battery, treat it as if it is
cracked.  Put it into the containment area until you are sure it is not leaking.

Vehicle and Equipment Fueling
Design the fueling area to prevent the run-on of stormwater and the runoff of spills:

- Cover fueling area if possible.

- Use a perimeter drain or slope pavement inward with drainage to a sump.

- Pave fueling area with concrete rather than asphalt.

If dead-end sump is not used to collect spills, install an oil/water separator.

Install vapor recovery nozzles to help control drips as well as air pollution.

Discourage “topping-off’ of fuel tanks.

Use secondary containment when transferring fuel from the tank truck to the fuel tank.

Use adsorbent materials on small spills and general cleaning rather than hosing down the
area. Remove the adsorbent materials promptly.

Carry out all Federal and State requirements regarding underground storage tanks, or install
above ground tanks.

Do not use mobile fueling of mobile industrial equipment around the facility; rather,
transport the equipment to designated fueling areas.

Keep your Spill Prevention Control and Countermeasure (SPCC) Plan up-to-date.

Train employees in proper fueling and cleanup procedures.

Industrial Spill Prevention Response
For the purposes of developing a spill prevention and response program to meet the stormwater
regulations, facility managers should use information provided in this fact sheet and the spill
prevention/response portions of the fact sheets in this handbook, for specific activities.  The
program should:

Integrate with existing emergency response/hazardous materials programs (e.g., Fire
Department)

Develop procedures to prevent/mitigate spills to storm drain systems

Identify responsible departments

Develop and standardize reporting procedures, containment, storage, and disposal activities,
documentation, and follow-up procedures

Address spills at municipal facilities, as well as public areas
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Provide training concerning spill prevention, response and cleanup to all appropriate
personnel

References and Resources
California’s Nonpoint Source Program Plan http://www.swrcb.ca.gov/nps/index.html

Clark County Storm Water Pollution Control Manual
http://www.co.clark.wa.us/pubworks/bmpman.pdf

King County Storm Water Pollution Control Manual http://dnr.metrokc.gov/wlr/dss/spcm.htm

Santa Clara Valley Urban Runoff Pollution Prevention Program http://www.scvurppp.org

The Stormwater Managers Resource Center http://www.stormwatercenter.net/

http://www.cabmphandbooks.com/
http://www.swrcb.ca.gov/nps/index.html
http://www.co.clark.wa.us/pubworks/bmpman.pdf
http://dnr.metrokc.gov/wlr/dss/spcm.htm
http://www.scvurppp.org/
http://www.stormwatercenter.net/








































Drainage System Maintenance SC-44
Objectives

Cover

Contain

Educate

Reduce/Minimize

Targeted Constituents

Sediment
Nutrients
Trash
Metals
Bacteria
Oil and Grease
Organics

Description
As a consequence of its function, the stormwater conveyance
system collects and transports urban runoff and stormwater that
may contain certain pollutants.  The protocols in this fact sheet
are intended to reduce pollutants reaching receiving waters
through proper conveyance system operation and maintenance.

Approach
Pollution Prevention
Maintain catch basins, stormwater inlets, and other stormwater
conveyance structures on a regular basis to remove pollutants,
reduce high pollutant concentrations during the first flush of
storms, prevent clogging of the downstream conveyance system,
restore catch basins’ sediment trapping capacity, and ensure the
system functions properly hydraulically to avoid flooding.

Suggested Protocols
Catch Basins/Inlet Structures

Staff should regularly inspect facilities to ensure compliance
with the following:

- Immediate repair of any deterioration threatening
structural integrity.

- Cleaning before the sump is 40% full.  Catch basins
should be cleaned as frequently as needed to meet this
standard.

- Stenciling of catch basins and inlets (see SC34 Waste
Handling and Disposal).
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Clean catch basins, storm drain inlets, and other conveyance structures before the wet
season to remove sediments and debris accumulated during the summer.

Conduct inspections more frequently during the wet season for problem areas where
sediment or trash accumulates more often.  Clean and repair as needed.

Keep accurate logs of the number of catch basins cleaned.

Store wastes collected from cleaning activities of the drainage system in appropriate
containers or temporary storage sites in a manner that prevents discharge to the storm
drain.

Dewater the wastes if necessary with outflow into the sanitary sewer if permitted.  Water
should be treated with an appropriate filtering device prior to discharge to the sanitary
sewer.  If discharge to the sanitary sewer is not allowed, water should be pumped or
vacuumed to a tank and properly disposed.  Do not dewater near a storm drain or stream.

Storm Drain Conveyance System
Locate reaches of storm drain with deposit problems and develop a flushing schedule that
keeps the pipe clear of excessive buildup.

Collect and pump flushed effluent to the sanitary sewer for treatment whenever possible.

Pump Stations
Clean all storm drain pump stations prior to the wet season to remove silt and trash.

Do not allow discharge to reach the storm drain system when cleaning a storm drain pump
station or other facility.

Conduct routine maintenance at each pump station.

Inspect, clean, and repair as necessary all outlet structures prior to the wet season.

Open Channel
Modify storm channel characteristics to improve channel hydraulics, increase pollutant
removals, and enhance channel/creek aesthetic and habitat value.

Conduct channel modification/improvement in accordance with existing laws.  Any person,
government agency, or public utility proposing an activity that will change the natural
(emphasis added) state of any river, stream, or lake in California, must enter into a Steam or
Lake Alteration Agreement with the Department of Fish and Game.  The developer-applicant
should also contact local governments (city, county, special districts), other state agencies
(SWRCB, RWQCB, Department of Forestry, Department of Water Resources), and Federal
Corps of Engineers and USFWS.

Illicit Connections and Discharges
Look for evidence of illegal discharges or illicit connections during routine maintenance of
conveyance system and drainage structures:

- Is there evidence of spills such as paints, discoloring, etc?
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- Are there any odors associated with the drainage system?

- Record locations of apparent illegal discharges/illicit connections?

- Track flows back to potential dischargers and conduct aboveground inspections.  This
can be done through visual inspection of upgradient manholes or alternate techniques
including zinc chloride smoke testing, fluorometric dye testing, physical inspection
testing, or television camera inspection.

- Eliminate the discharge once the origin of flow is established.

Stencil or demarcate storm drains, where applicable, to prevent illegal disposal of pollutants.
Storm drain inlets should have messages such as “Dump No Waste Drains to Stream”
stenciled next to them to warn against ignorant or intentional dumping of pollutants into the
storm drainage system.

Refer to fact sheet SC-10 Non-Stormwater Discharges.

Illegal Dumping
Inspect and clean up hot spots and other storm drainage areas regularly where illegal
dumping and disposal occurs.

Establish a system for tracking incidents.  The system should be designed to identify the
following:

- Illegal dumping hot spots

- Types and quantities (in some cases) of wastes

- Patterns in time of occurrence (time of day/night, month, or year)

- Mode of dumping (abandoned containers, “midnight dumping” from moving vehicles,
direct dumping of materials, accidents/spills)

- Responsible parties

Post “No Dumping” signs in problem areas with a phone number for reporting dumping and
disposal.  Signs should also indicate fines and penalties for illegal dumping.

Refer to fact sheet SC-10 Non-Stormwater Discharges.

Training
Train crews in proper maintenance activities, including record keeping and disposal.

Allow only properly trained individuals to handle hazardous materials/wastes.

Have staff involved in detection and removal of illicit connections trained in the following:

- OSHA-required Health and Safety Training (29 CFR 1910.120) plus annual refresher
training (as needed).
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- OSHA Confined Space Entry training (Cal-OSHA Confined Space, Title 8 and Federal
OSHA 29 CFR 1910.146).

- Procedural training (field screening, sampling, smoke/dye testing, TV inspection).

Spill Response and Prevention
Investigate all reports of spills, leaks, and/or illegal dumping promptly.

Clean up all spills and leaks using “dry” methods (with absorbent materials and/or rags) or
dig up, remove, and properly dispose of contaminated soil.

Refer to fact sheet SC-11 Spill Prevention, Control, and Cleanup.

Other Considerations (Limitations and Regulations)
Clean-up activities may create a slight disturbance for local aquatic species.  Access to items
and material on private property may be limited.  Trade-offs may exist between channel
hydraulics and water quality/riparian habitat.  If storm channels or basins are recognized as
wetlands, many activities, including maintenance, may be subject to regulation and
permitting.

Storm drain flushing is most effective in small diameter pipes (36-inch diameter pipe or less,
depending on water supply and sediment collection capacity).  Other considerations
associated with storm drain flushing may include the availability of a water source, finding a
downstream area to collect sediments, liquid/sediment disposal, and prohibition against
disposal of flushed effluent to sanitary sewer in some areas.

Regulations may include adoption of substantial penalties for illegal dumping and disposal.

Local municipal codes may include sections prohibiting discharge of soil, debris, refuse,
hazardous wastes, and other pollutants into the storm drain system.

Requirements
Costs

An aggressive catch basin cleaning program could require a significant capital and O&M
budget.

The elimination of illegal dumping is dependent on the availability, convenience, and cost of
alternative means of disposal.  The primary cost is for staff time.  Cost depends on how
aggressively a program is implemented.  Other cost considerations for an illegal dumping
program include:

- Purchase and installation of signs.

- Rental of vehicle(s) to haul illegally-disposed items and material to landfills.

- Rental of heavy equipment to remove larger items (e.g., car bodies) from channels.

- Purchase of landfill space to dispose of illegally-dumped items and material.
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Methods used for illicit connection detection (smoke testing, dye testing, visual inspection,
and flow monitoring) can be costly and time-consuming.  Site-specific factors, such as the
level of impervious area, the density and ages of buildings, and type of land use will
determine the level of investigation necessary.

Maintenance
Two-person teams may be required to clean catch basins with vactor trucks.

Teams of at least two people plus administrative personnel are required to identify illicit
discharges, depending on the complexity of the storm sewer system.

Arrangements must be made for proper disposal of collected wastes.

Technical staff are required to detect and investigate illegal dumping violations.

Supplemental Information
Further Detail of the BMP
Storm Drain Flushing
Flushing is a common maintenance activity used to improve pipe hydraulics and to remove
pollutants in storm drainage systems.  Flushing may be designed to hydraulically convey
accumulated material to strategic locations, such as an open channel, another point where
flushing will be initiated, or the sanitary sewer and the treatment facilities, thus preventing
resuspension and overflow of a portion of the solids during storm events.  Flushing prevents
“plug flow” discharges of concentrated pollutant loadings and sediments.  Deposits can hinder
the designed conveyance capacity of the storm drain system and potentially cause backwater
conditions in severe cases of clogging.

Storm drain flushing usually takes place along segments of pipe with grades that are too flat to
maintain adequate velocity to keep particles in suspension.  An upstream manhole is selected to
place an inflatable device that temporarily plugs the pipe.  Further upstream, water is pumped
into the line to create a flushing wave.  When the upstream reach of pipe is sufficiently full to
cause a flushing wave, the inflated device is rapidly deflated with the assistance of a vacuum
pump, thereby releasing the backed up water and resulting in the cleaning of the storm drain
segment.

To further reduce impacts of stormwater pollution, a second inflatable device placed well
downstream may be used to recollect the water after the force of the flushing wave has
dissipated.  A pump may then be used to transfer the water and accumulated material to the
sanitary sewer for treatment.  In some cases, an interceptor structure may be more practical or
required to recollect the flushed waters.

It has been found that cleansing efficiency of periodic flush waves is dependent upon flush
volume, flush discharge rate, sewer slope, sewer length, sewer flow rate, sewer diameter, and
population density.  As a rule of thumb, the length of line to be flushed should not exceed 700
feet.  At this maximum recommended length, the percent removal efficiency ranges between 65-
75% for organics and 55-65% for dry weather grit/inorganic material.  The percent removal
efficiency drops rapidly beyond that.  Water is commonly supplied by a water truck, but fire
hydrants can also supply water.  To make the best use of water, it is recommended that
reclaimed water be used or that fire hydrant line flushing coincide with storm sewer flushing.
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